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<<Start of Change>>

4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmitter Characteristics

	Skip of Change

	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	Skip of Change

	8.7.1.1
	FDD sustained data rate performance (Rel‑9 and forward)
	Rel-9
	CXX
	UE supporting E-UTRA FDD(UE categories from 1 to 4)
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.1.1_A.1 or 8.7.1.1_A.2 or 8.7.3.1 is executed.

	8.7.1.1_1
	FDD sustained data rate performance (Rel‑10 and forward)
	Rel-10
	C42
	UE supporting E-UTRA FDD (UE categories 6, 7)
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.1.1_A.1 or 8.7.1.1_A.2 or 8.7.3.1 is executed.

	8.7.1.1_A.1
	FDD Sustained data rate performance for CA (intra‑band contiguous DL CA)
	Rel-10
	C22
	UE supporting E-UTRA FDD and intra-band contiguous DL CA
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	Skip of Change

	C58
IF (A.4.1-1/2 AND A.4.2-1/6 AND A.4.3-8/2) THEN R ELSE N/A

	CXX  IF A.4.1-1/1 AND (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3.4/4) THEN R ELSE N/A


<<End of Change>>
