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1 Corrections to 11.1.1.1a
1.1 Change 1
	Object name 
	Test Case Selection Expression Definition

	Reason for change
	According to 3GPP 34.123-2, Table 1 and Table 1a, this selection expression is not valid for UE supporting Rel-7 (C372a).

	Summary of change
	Changes are made to support Rel-7 or later UE supporting higher HSDPA categories, 13 or above.

	Source of change
	Modification.


Before change: 
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After Change:
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1.2 Change 2
	Object name 
	lt_TestBody

	Reason for change
	In the current TTCN implementation in lt_TestBody is TC can handle the UE which support HSDPA categories 9 and 10 (Rel-5). But as per 3GPP specification 34.123-1, this TC should support Rel-7 or later UE supporting higher HSDPA categories, 13 or above. 

	Summary of change
	Changes made so that test case can be executed for Rel-7 or later UE supporting higher HSDPA categories, 13 or above.

	Source of change
	Modification.


Before change:
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After change: 
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1.3 Change 3
	Object name 
	cs_QoS_InteractiveOrBackgroundMT_Cat10_lv

	Reason for change
	Name of the constraint  is modified because of UE category 16 supports the same bit rate and to map with naming convention.

	Summary of change
	Name of the constraint  is modified.

	Source of change
	Modification.

	Label
	

	
	


Before Change:
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After Change:
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1.4 Change 4
	Object name 
	cs_QoS_InteractiveOrBackgroundMT_Cat13_17_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 13 and 17 that support the same bit rate.

	Source of change
	Modification.


Change:
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1.5 Change 5
	Object name 
	cs_QoS_InteractiveOrBackgroundMT_Cat14_18_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 14 and 18 that support the same bit rate.

	Source of change
	Modification.


Change:
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1.6 Change 6
	Object name 
	cs_QoS_InteractiveOrBackgroundMT_Cat15_17_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 15.

	Source of change
	Modification.


Change:
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1.7 Change 7
	Object name 
	cr_QoS_InteractiveOrBackgroundMO_Cat10_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above. Name of the constraint  is modified because of UE category 16 supports the same bit rate and to map with naming convention.

	Summary of change
	Name of the constraint  is modified.

	Source of change
	Modification.


Before Changes:
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After Changes:
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1.8 Change 8
	Object name 
	cr_QoS_InteractiveOrBackgroundMO_Cat13_17_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 13 and 17 that support the same bit rate.

	Source of change
	Modification.


Changes:
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1.9 Change 9
	Object name 
	cr_QoS_InteractiveOrBackgroundMO_Cat14_18_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 14 and 18 that support the same bit rate.

	Source of change
	Modification.


Changes:
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1.10 Change 10
	Object name 
	cr_QoS_InteractiveOrBackgroundMO_Cat15_lv

	Reason for change
	TC was not valid for UE supporting higher HSDPA categories, 13 or above.  

	Summary of change
	This new constraint  has been for UE Category 15.

	Source of change
	Modification.


Changes:
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1.11 Change 11
	Object name 
	ts_AT_DL_BitRateInit_HS

	Reason for change
	Test case to be executed for Rel-7 or later UE supporting higher HSDPA categories, 13 or above.

	Summary of change
	Check has been added for Rel-7 or later UE supporting higher HSDPA categories, 13 or above.

	Source of change
	Modification.


Before Changes:
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