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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 6.3.1.4 which is part of the HSPA9_ENH test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs. Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_6_3_1_4

Test Group:
WI-158 UTRA CSG

ATS Version:
iwd-TTCN2-B2012-03_D14wk09 + essential modifications.

System Simulator used:
Anite Conformance Toolset solution

UE used:
Intel XMM 7160
Verification Status:
PASS

4 Corrections required for test case 6.3.1.4
4.1 Introduction

This section describes the changes required to make test case 6.3.1.4 run correctly with a 3G UE. 
The ATS version used as basis was HSPA9_ENH_wk09.mp which is part of iwd-TTCN2-B2012-03_D14wk09 release. This ATS provided by MCC160 contains Rel-9 test cases. 

4.2 Change 1
	Object name 
	Tc_6_3_1_4, line #1

	Reason for change
	In the current TTCN the guard timer for the test case is set to 600s. This is insufficient since the UEs can scan commercial networks and this means it might take longer to select/reselect to the proper cell. This should be increased to 1200s.

	Summary of change
	Increased the guard timer to 1200s.

	Source of change
	

	Label
	WA#
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[image: image1.png]Test Case

Testomsela ]
Tect Group Reference: eFNBIalel
Purpose: 1.To o hat a CS6 Cell s considered as sulable Cellwhen CSG ID with assosited FLHN dery f he G5 Gl s ncluded i he UE's CEG whelist
Configuration
Defauts RRC_Dern
comments
0 T Canel T Seavour Desorpton T Constrant et T Vet T Commerts
1 START t_Guard (600)
2 L nivarasles
3 +ts_MMI_Cmd {"Please insert the USIM ca
rd with an empty CSG allowed list and empty
UE's Operator CSG list')





After:
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4.3 Change 2
	Object name 
	lt_BringUSIM_ToInitialEmptyState

	Reason for change
	This local Test is added to delete the remaining CSG ID from the USIM before completion of Test case.

	Summary of change
	Please see the screenshot.

	Source of change
	New test step

	Label
	

	MCC160 
	


lt_BringUSIM_ToInitialEmptyState:
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4.4 Change 3

	Object name 
	lt_BringUSIM_ToInitialEmptyState, ts_RegistrationReject_CSG #34

	Reason for change
	Added test step ts_RegistrationReject_CSG in local test lt_BringUSIM_ToInitialEmptyState to clear USIM contents. This test step is same as the one used in Rel-8 CSG test cases.

	Summary of change
	At line  #34 called the test step ts_RegistrationReject_CSG to clear USIM contents before test case completion.

	Source of change
	

	Label
	

	MCC160
	


Branches executed in test case 6.3.1.4
The test case implementation was executed with Integrity and ciphering enabled.
5 Execution Log Files
5.1 Intel XMM 7160 UE
· 6_3_1_4-LOG.html.
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· 6_3_1_4- PIXIT.xml
Text file containing all PICS/PIXIT parameters used for testing.
6 References
	[1]
	R5s140164
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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