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	Reason for change:
	In the current TTCN implementation of DB-DC-HSDPA testcases 8.2.2.74 and 8.2.2.75, there is no delay between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease.

A small timer should be introduced between the two to facilitate a UL ACK for the ueCapabilityInformationConfirm message.

	
	

	Summary of change:
	Introduced a timer of 100ms between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease for both the testcases. Please see screenshots for details.

	
	

	Consequences if not approved:
	Testcases may be unstable.

	
	

	Clauses affected:
	8.2.2.74, 8.2.2.75
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	Other comments:
	


1.1 Change 1
	Object name 
	Tc_8_2_2_74, lt_TestBody

	Reason for change
	In the current TTCN implementation of DB-DC-HSDPA testcase 8.2.2.74, there is no delay between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease.

A small timer should be introduced between the two to facilitate a UL ACK for the ueCapabilityInformationConfirm message

	Summary of change
	Introduced a timer of 100ms between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease. Please see screenshot below.

	Source of change
	Modification

	Label
	


Before change: 
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After change: 
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1.2 Change 2

	Object name 
	Tc_8_2_2_75, lt_TestBody

	Reason for change
	In the current TTCN implementation of DB-DC-HSDPA testcase 8.2.2.75, there is no delay between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease.

A small timer should be introduced between the two to facilitate a UL ACK for the ueCapabilityInformationConfirm message

	Summary of change
	Introduced a timer of 100ms between transmission of the last ueCapabilityInformationConfirm and rrcConnectionRelease. Please see screenshot below.

	Source of change
	Modification

	Label
	


Before change:

[image: image3.png]18 +ts_8S_HS_TFRC_ExpicitDC
_SecondaryCelltsc_CellDedicated  c_
ActivateNow)

19 +5_Check_UE_Capailly s Steps 10-12
©_CellF)

It_Send_RBReconf_Step4




After change:
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