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	Reason for change:
	In the current TTCN implementation, in the localTree lt_BringUSIM_ToInitialState, test step ts_RegistrationReject_CSG is called. In this test step, in the localTree lt_HandleAttachRequest the SS transmits a ATTACH REJ with cause “Not authorised for this CSG” after performing Integrity protection.

However, since the UE has been power-cycled, the CKSN needs to be re-generated before the Integrity Procedure is done.

This needs to be implemented in TTCN.

	
	

	Summary of change:
	Please see the detailed change description below.

	
	

	Consequences if not approved:
	A Conformant UE may fail this test case
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	Other comments:
	


1.1 Change 1
	Object name 
	lt_HandleAttachRequest, line(s) #60, #61 and #62

	Reason for change
	In the current TTCN implementation, in the localTree lt_BringUSIM_ToInitialState, test step ts_RegistrationReject_CSG is called. In this test step, in the localTree lt_HandleAttachRequest the SS transmits a ATTACH REJ with cause “Not authorised for this CSG” after performing Integrity protection.

However, since the UE has been power-cycled, the CKSN needs to be re-generated before the Integrity Procedure is done.

This needs to be implemented in TTCN.

	Summary of change
	Replaced ts_RRC_Security with ts_RRC_Security_r7.

Called the test steps ts_SS_SecurityDownloadStart and ts_GMM_Authentication before ts_RRC_Security_r7. (Basically, before performing the integrity procedure, performed an Authentication & Ciphering procedure) 

Please see screenshot.
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After change: 
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