Page 1



3GPP TSG-RAN WG5 Testing 
R5s141202
01 Jan – 31 Dec 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.123-3
	CR
	3291
	rev
	-
	Current version:
	11.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction in SIB5Bis initialisation during SIB5Bis modification for HS-FACH test cases

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI7_Test
	
	Date:
	2014-10-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	During the SIB5Bis modification, it was incorrectly re-initialised and hence the new modified SIB5Bis is transmitted with incorrect value tag.

	
	

	Summary of change:
	There is no need to re-initilise the SIB5Bis during SIB5Bis modification.

	
	

	Consequences if not approved:
	A conformant UE may not read the SIB5Bis modification as it was transmitted using incorrect value tag and may fail the test case.

	
	

	Clauses affected:
	7.1.5a.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


1.1 Change 1
	Object name 
	ts_InitializeSIB5_SIB5Bis_EFDL7 ( p_CellID : INTEGER )

	Reason for change
	During the SIB5Bis modification, it was incorrectly re-initialised and hence the new modified SIB5Bis is transmitted with incorrect value tag.

	Summary of change
	There is no need to re-initilise the SIB5Bis during SIB5Bis modification.


Before change: 

[image: image1.png]Test Step 0 ts_InitalizeSIB5_S185Bis_EFDL7 (p_CelllD : INTEGER )
Test Step Group Ref. EFDL7_Steps!
Objective: To assign tev_SIBS when Enhanced FACH DL is applisd
For Band 4 and 9, tcy SIS is assigned with SIBSbiS and scheduling information listis updated in tey_MIE.

Defaults: InitOtherwiseF ail

Comments:
Ind JI Label JI Behaviour Description JI Caonstraint Ref JI Verdict JI Comments
i +1s_SetTmpCellinfo (p_CellD )
1 [(tev_TmpCellinfo.band = 1) O (tev_Tmp
Cellinfo.band = 2) OR (tev_TmpCellinfo.ban
4=3)]
2 (tov_SIBS = ch_SIBS_EFDL7 (tov_TmpCell

Info, tov_Rel7_Cf hARQ_Info_EFDL ))

1 [ (tev_TrpCellinfo band= 4)]

2 (1v_51BS = co_SIBSbis_Bandd_EFDLT (i
\_TmpCellinfo, fov_Rel7_Cfa.nARG_Info_E

noListsiBsbis,
tev_S1B_Tynes = systeminformationBlockTy

InBand 4, 61B5bis shall be broads
asted instea of SIBS

Fov_TrpC el ban

2 (1v_51BS = co_SIBS_Bands_EFDLT (tov_
TrmnCellinfa, tev_Rel7_Cfg.nARQ_Info_EFD
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After change: 
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ts_InitializeSIB5_SIB5Bis_EFDLY (p_CelllD : INTEGER )
Test Step Group Ref. EFDL7_Steps!

Objective; To assign tev_SIBS when Enhanced FACH DL is applied.
ForBand 4 and 9, tov SIBS is assigned with SIBShis and scheduling information list s updated in toy_MIB.
Defaults: InitotherwiseF ail
Comments:
Ind JI Label JI Behaviour Description JI Caonstraint Ref JI Verdict JI Comments
i +1s_SetTmpCellinfo (p_CellD )
1 [(tev_TmpCellinfo.band = 1) O (tev_Tmp
Cellinfo.band = 2) OR (tev_TmpCellinfo.ban
4=3)]
2 (tov_SIBS = ch_SIBS_EFDL7 (tov_TmpCell
Info, tev_Rel7_Cfa.nARG_Info_EFDL ))
1 [ (tev_TmpCellinfo.bang= 4)]
2 (tov_SIBS = cd_SIBSbis_Bandd_EFDLY (to InBand 4, SIBSbis shall be broadc
v_TmpCellinfo, tev_Rel?_Cfo hARQ_Info_E asted instead of SIBS
FDL))
1 [ (tev_TmpCellinfo.bang= 5)]
2 (tov_SIBS = cd_SIBS_Bands_EFDLY (tov_
TrpCellinfo, tcv_Rel7_Cfg hARQ_Info_EFD.
L))y
1 [ (tev_TmpCellinfo.bang= )]
2 (tov_SIBS = cd_SIBS_Bands_EFDLY (tov_

TrnCellinfo , tev_Rel7_Cia.nARQ_Info_EF
oLy Y




