3GPP TSG RAN Meeting #66







RP-142162
Maui, USA, Dec. 8 - 11, 2014
Agenda Item:

11.4.2.5
Source:


MCC (TSG-RAN WG4)

Title:



CRs for LTE Advanced intra-band contiguous Carrier Aggregation in Band 39
Document for:

Approval
RP-142162
CRs for LTE Advanced intra-band contiguous Carrier Aggregation in Band 39 (Agenda Item 11.4.2.5)
	Spec
	CR
	Rev
	Cat
	Phase
	Title
	Doc-2nd-
Level
	Workitem
	Source to WG

	36.101
	2601
	 
	F
	Rel-12
	CQI test for TDD CL_C 20MHz+15MHz in Rel-12
	R4-145851
	LTE_CA_C_B39-Perf
	CMCC

	36.133
	2675
	 
	F
	Rel-12
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 20MHz+10MHz
	R4-147194
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon

	36.133
	2674
	 
	F
	Rel-12
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20MHz+10MHz
	R4-147193
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon, CMCC

	36.133
	2679
	 
	F
	Rel-12
	E-UTRAN TDD RSTD Measurement Accuracy in Carrier Aggregation for 20MHz+10MHz
	R4-147198
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon, CMCC

	36.133
	2676
	 
	F
	Rel-12
	E-UTRAN TDD RSTD Measurement Reporting Test Case for 20MHz+10MHz
	R4-147195
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon, CMCC

	36.101
	2603
	1
	F
	Rel-12
	Normal demodulation test for TDD CL_C 20MHz+15MHz in Rel-12
	R4-146675
	LTE_CA_C_B39-Perf
	CMCC

	36.101
	2602
	 
	F
	Rel-12
	Sustained downlink data rate test for TDD CL_C 20MHz+15MHz in Rel-12
	R4-145852
	LTE_CA_C_B39-Perf
	CMCC

	36.133
	2677
	 
	F
	Rel-12
	TDD RSRP for E-UTRAN Carrier Aggregation for 20MHz+10MHz
	R4-147196
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon, CMCC

	36.133
	2678
	1
	F
	Rel-12
	TDD RSRQ for E-UTRAN Carrier Aggregation for 20MHz+10MHz
	R4-147903
	LTE_CA_C_B39-Perf
	Huawei, HiSilicon, CMCC
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