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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of test case 7.1.9.1.3 which is part of the LTE_A test suite based on ‘iwd-TTCN3-B2013-03_D14wk37’ delivery

The test case can be demonstrated to run with one LTE UE (see section 5). Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_7_1_9_1_3
Test Group:
LTE_A_IWD_14wk37
ATS Version:
iwd-TTCN3-B2013-03_D14wk37
System Simulator used:
Anite Conformance Toolset solution + R&S CMW500
UE’s used:
Samsung Shannon UE
Verification Status:
PASS


4. General correction required for test case 7.1.9.1.3
The common change described in R5s141247 (Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.2.5.3) cl.4 change 1 shall apply, in additional to the changes listed below.
Change 1
	Function Name
	f_TC_7_1_9_1_3_EUTRA

	Reason for change
	1. The band and frequency information for execution of CA test cases on non-contiguous intraband was missing.

	Summary of change
	1. Prose CR R5-145717 is implemented which defines the band and frequencies for executing non-contiguous intraband test cases. A new CA test type is declared and passed as parameter for running 7.1.9.1.3. Common changes are listed in the CR R5s141247.

	Source of change
	RRC_Handover_CA.ttcn


Before:
	  function f_TC_7_1_9_1_3_EUTRA() runs on EUTRA_PTC

  { /* CA / Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer/ Intra-band non-Contiguous CA */

    f_TC_7_1_9_1_Common(eutra_Cell6, eutra_Cell3, CA_IntraBand);

  }


After:
	  function f_TC_7_1_9_1_3_EUTRA() runs on EUTRA_PTC

  { /* CA / Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer/ Intra-band non-Contiguous CA */

    f_TC_7_1_9_1_Common(eutra_Cell6, eutra_Cell3, CA_IntraBandNonContiguous); 

  }


5. Execution Log Files
1) Samsung Shannon UE
The Samsung Shannon UE passed this test case on Anite Conformance Toolset Solution and R&S CMW500 in LTE FDD path on CA non contiguous intraband combination CA_2A-2A. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
Anite\TC_7_1_9_1_3_Log.html
Rohde-Schwarz\ tc_7_1_9_1_3_Samsung.log
References

	[1]
	R5s141279:    Supporting information for agreement of LTE-A Rel-11 LTE-A CA test case 7.1.9.1.3. This archive comprises: html and text format execution log files as well as PICS/PIXIT settings.

	
	


