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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of test case 8.3.1.18.3 which is part of the LTE/SAE test suite in the ‘iwd-TTCN3-B2013-03_D14wk37’ ATS delivery.

The test case can be demonstrated to run with two LTE UEs on two different test platforms (see section 5). Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_8_3_1_18_3
Test Group:
LTE-A\8_3\EUTRA_Measurements_CA.ttcn
ATS Version:
iwd-TTCN3-B2013-03_D14wk37
System Simulator used:
R&S CMW500         +

Anite Conformance Toolset Solution  
UE used:
Samsung Shannon  +  Qualcomm MSM 8994 Bolt
Verification Status:
PASS


4. Generic corrections required for all CA intraband non-contiguous TCs
See change 1 in R5s141247
5. Corrections required for TC 8.3.1.18.3
Change 1 – Correction to function ‘f_TC_8_3_1_18_3_EUTRA’ 
	Function name
	f_TC_8_3_1_18_3_EUTRA()

	Reason for change
	The band and frequency information for CA_IntraBand is used for execution of this LTE-A (Rel-11) CA intra-band non-contiguous TCs. 

	Summary of change
	New CA type “CA_IntraBandNonContiguous” is passed as parameter for running 8.3.1.18.3. 

	TTCN module
	EUTRA_Measurements_CA.ttcn

	MCC160 Comment
	


Before change

...
   /*
   * @desc      REFERENCE TS 36.523-1 clause 8.3.1.18.3
   * @status
   */
  function f_TC_8_3_1_18_3_EUTRA () runs on EUTRA_PTC
  { /* CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6 / Intra-band Contiguous CA */
    f_TC_8_3_1_18_Common (eutra_Cell1, eutra_Cell3, eutra_Cell12, eutra_Cell23, CA_IntraBand);
  }
... 
After change

...
   /*
   * @desc      REFERENCE TS 36.523-1 clause 8.3.1.18.3
   * @status
   */
  function f_TC_8_3_1_18_3_EUTRA () runs on EUTRA_PTC
  { /* CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6 / Intra-band Contiguous CA */
    f_TC_8_3_1_18_Common (eutra_Cell1, eutra_Cell3, eutra_Cell12, eutra_Cell23, CA_IntraBandNonContiguous);
  }
... 
6. Execution Log Files

6.1 Samsung Shannon
The Samsung Shannon UE passed this Rel-11 test case on R&S CMW500 and Anite Conformance Toolset Solution in LTE FDD path with CA intraband non-contiguous combination CA_3A-3A. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
Rohde-Schwarz\tc_8_3_1_18_3_Samsung.log   
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)

· Test Case Execution log file: 
Anite\TC_8_3_1_18_3_UE2.htm
(Note: PICS/PIXIT settings are captured in file “TC_8_3_1_18_3_UE2_PICS-PIXIT.xml”)

In the log file (in .txt / -html format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6.2 Qualcomm MSM 8994 Bolt
The Qualcomm MSM 8994 UE passed this Rel-11 test case on R&S CMW500 and Anite Conformance Toolset Solution in LTE FDD path with CA intraband non-contiguous combination CA_3A-3A. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
Rohde-Schwarz\tc_8_3_1_18_3_Qualcomm.log   
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)

· Test Case Execution log file: 
Anite\TC_8_3_1_18_3_UE1.htm
(Note: PICS/PIXIT settings are captured in file “TC_8_3_1_18_3_UE1_PICS-PIXIT.xml”)

In the log file (in .txt / -html format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
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