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	Reason for change:
	The LTE-A, LTE_IRAT,IMS_IRAT and POS test suites are importing the UTRAN34 parameters module, this is not expected as the UTRAN34 parameter module is dedicated to the UTRAN34 test suite.

The issue is that the module UTRAN_RAB_Functions is importing a UTRAN34 module UTRAN34_ASN1_ASP_Templates_r10 that is importing the UTRAN34 PICS PIXIT module: UTRAN34_Parameters. 



	
	

	Summary of change:
	Remove the import of UTRAN34_ASN1_ASP_Templates_r10. 

1. Moved the template cas_108_DL_DPCH_ModifyInfo_r10 from UTRAN34_ASN1_ASP_Templates_r10 to UTRAN_ASN1_ASP_RAB_Templates_r10.

2. Add 2 imports in UTRAN_ASN1_ASP_RAB_Templates_r10: 

CommonDefs and UTRAN_ASN1_ASP_RAB_Templates
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Change 1
	Function name
	UTRAN_RAB_Functions

	Reason for change
	The LTE_IRAT and IMS_IRAT test suites are importing the UTRAN34 parameters module, this is not expected as the UTRAN34 parameter module is dedicated to the UTRAN34 test suite.

The issue is that the module UTRAN_RAB_Functions is importing a UTRAN34 module UTRAN34_ASN1_ASP_Templates_r10 that is importing the UTRAN34 PICS PIXIT module: UTRAN34_Parameters. 


	Summary of change
	Remove the import of UTRAN34_ASN1_ASP_Templates_r10

	Source of change
	

	MCC160
	


Before change:

	module UTRAN_RAB_Functions {

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  import from UTRAN_Parameters all;

  import from UTRAN_Component all;

  import from UTRAN_RRC_RAB_Templates all;

  import from UTRAN_RRC_RAB_Templates_r9 all;

  import from UTRAN_RRC_RAB_Templates_r10 all;

  import from UTRAN_RRC_RAB_Templates_r11 all;

  import from UTRAN_CellInfo all;

  import from UTRAN_CommonFunctions all;

  import from UTRANGERAN_CommonFunctions all;

  import from UTRAN_TTCN_ASP_Templates all;

  import from UTRAN_NAS_PDU_Templates all;

  import from UTRAN_CommonDefs all;

  import from UTRAN_RRC_CommonTemplates all;

  import from UTRAN_RRC_Templates all;

  import from UTRAN_RRC_Templates_r11 all;

  import from UTRAN_ASN1_ASP_Templates all;

  import from UTRAN_ASN1_ASP_Templates_r10 all;

  import from UTRAN_ASN1_ASP_Templates_r11 all;

  import from UTRAN_ASN1_ASP_RAB_Templates all;

  import from UTRAN34_ASN1_ASP_Templates_r10 all;
  import from UTRAN_ASN1_ASP_RAB_Templates_r10 all;

  import from UTRAN_ASN1_ASP_RAB_Templates_r11 all;

  import from UTRAN_TypeDefs all;

  import from UTRAN_ConfigurationSteps all;

  import from CommonIratDefs all;

  import from CommonDefs all;

  import from Parameters all;

  import from UpperTesterFunctions all;

  import from IP_PTC_CtrlMsgs all;

  import from NAS_24008TypeDefs all;

  import from NAS_24008Templates_IRAT all;

  import from NAS_CommonTypeDefs all;

  import from NAS_CommonTemplates all;

  import from UTRAN_MDT_Templates all;

  const float tsc_DelaySetupFACH := 0.06;               /* Delay in seconds used after sending the RAB SETUP in CELL_FACH state

                                                           @status    APPROVED (IMS, IMS_IRAT, LTE_A, LTE_IRAT, POS, UTRAN) */

  const float tsc_DelaySetupFACH_TDD := 0.10;     


After change :

	module UTRAN_RAB_Functions {

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  import from UTRAN_Parameters all;

  import from UTRAN_Component all;

  import from UTRAN_RRC_RAB_Templates all;

  import from UTRAN_RRC_RAB_Templates_r9 all;

  import from UTRAN_RRC_RAB_Templates_r10 all;

  import from UTRAN_RRC_RAB_Templates_r11 all;

  import from UTRAN_CellInfo all;

  import from UTRAN_CommonFunctions all;

  import from UTRANGERAN_CommonFunctions all;

  import from UTRAN_TTCN_ASP_Templates all;

  import from UTRAN_NAS_PDU_Templates all;

  import from UTRAN_CommonDefs all;

  import from UTRAN_RRC_CommonTemplates all;

  import from UTRAN_RRC_Templates all;

  import from UTRAN_RRC_Templates_r11 all;

  import from UTRAN_ASN1_ASP_Templates all;

  import from UTRAN_ASN1_ASP_Templates_r10 all;

  import from UTRAN_ASN1_ASP_Templates_r11 all;

  import from UTRAN_ASN1_ASP_RAB_Templates all;

//  import from UTRAN34_ASN1_ASP_Templates_r10 all;
  import from UTRAN_ASN1_ASP_RAB_Templates_r10 all;

  import from UTRAN_ASN1_ASP_RAB_Templates_r11 all;

  import from UTRAN_TypeDefs all;

  import from UTRAN_ConfigurationSteps all;

  import from CommonIratDefs all;

  import from CommonDefs all;

  import from Parameters all;

  import from UpperTesterFunctions all;

  import from IP_PTC_CtrlMsgs all;

  import from NAS_24008TypeDefs all;

  import from NAS_24008Templates_IRAT all;

  import from NAS_CommonTypeDefs all;

  import from NAS_CommonTemplates all;

  import from UTRAN_MDT_Templates all;

  const float tsc_DelaySetupFACH := 0.06;               /* Delay in seconds used after sending the RAB SETUP in CELL_FACH state

                                                           @status    APPROVED (IMS, IMS_IRAT, LTE_A, LTE_IRAT, POS, UTRAN) */

  const float tsc_DelaySetupFACH_TDD := 0.10;     


Change 2

	Function name
	UTRAN_ASN1_ASP_RAB_Templates_r10 and UTRAN_ASN1_ASP_Templates_r10

	Reason for change
	As a consequence of change 1 the template cas_108_DL_DPCH_ModifyInfo_r10 shall be moved from UTRAN34_ASN1_ASP_Templates_r10 to UTRAN_ASN1_ASP_RAB_Templates_r10

	Summary of change
	1. Moved the template cas_108_DL_DPCH_ModifyInfo_r10 from UTRAN34_ASN1_ASP_Templates_r10 to UTRAN_ASN1_ASP_RAB_Templates_r10.
2. Add 2 imports in UTRAN_ASN1_ASP_RAB_Templates_r10: 

CommonDefs and UTRAN_ASN1_ASP_RAB_Templates


	Source of change
	

	MCC160
	


Before change:

	module UTRAN34_ASN1_ASP_Templates_r10 {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  import from UTRAN_CommonAspDefs all;

  import from UTRAN_CommonDefs all;

  import from UTRAN_ASN1_ASP_Templates all;

  import from UTRAN_ASN1_ASP_RAB_Templates all;

  import from UTRAN_ASN1_ASP_RAB_Templates_r10 all;

  import from UTRAN_ASN1_ASP_Templates_r11 all;

  import from UTRAN_RRC_RAB_Templates all;

  import from UTRAN_RRC_RAB_Templates_r9 all;

  import from UTRAN34_CommonDefs all;

  import from UTRAN34_RAB_Templates_r11 all;

  //-----------------------------------------------------------------------------

  // CPHY-RL

  //----------------------------------------------------------------------------------------------------

  template (value) U_CPHY_CONFIG_REQ cas_108_DL_DPCH_ModifyInfo_r10(UTRAN_CellId_Type p_CellId,

                                                                    integer                             p_PhyChId,

                                                                    template (value) DPCHInfo_r10OrLaterExtensionType_FDD p_DPCHInfo_r10,

                                                                    template (value) SS_ActivationTime  p_ActivationTime,

                                                                    boolean                             p_Follow := true) :=

  /* @status    APPROVED (UTRAN) */

    cas_RL_Modify_DPCHInfo_FDD(p_CellId, p_PhyChId, cs_DPCHInfo_Extension_FDD(p_DPCHInfo_r10), p_ActivationTime, p_Follow);
  


After change :

	module UTRAN34_ASN1_ASP_Templates_r10 {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  import from UTRAN_CommonAspDefs all;

  import from UTRAN_CommonDefs all;

  import from UTRAN_ASN1_ASP_Templates all;

  import from UTRAN_ASN1_ASP_RAB_Templates all;

  import from UTRAN_ASN1_ASP_RAB_Templates_r10 all;

  import from UTRAN_ASN1_ASP_Templates_r11 all;

  import from UTRAN_RRC_RAB_Templates all;

  import from UTRAN_RRC_RAB_Templates_r9 all;

  import from UTRAN34_CommonDefs all;

  import from UTRAN34_RAB_Templates_r11 all;

  //-----------------------------------------------------------------------------

  // CPHY-RL

  //----------------------------------------------------------------------------------------------------

 /* template (value) U_CPHY_CONFIG_REQ cas_108_DL_DPCH_ModifyInfo_r10(UTRAN_CellId_Type p_CellId,

                                                                    integer                             p_PhyChId,

                                                                    template (value) DPCHInfo_r10OrLaterExtensionType_FDD p_DPCHInfo_r10,

                                                                    template (value) SS_ActivationTime  p_ActivationTime,

                                                                    boolean                             p_Follow := true) :=

  /* @status    APPROVED (UTRAN) */

    cas_RL_Modify_DPCHInfo_FDD(p_CellId, p_PhyChId, cs_DPCHInfo_Extension_FDD(p_DPCHInfo_r10), p_ActivationTime, p_Follow);
*/


module UTRAN_ASN1_ASP_RAB_Templates_r10 {

  import from CommonDefs all;
  import from UTRAN_CommonDefs all;

  import from UTRAN_CommonAspDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  import from UTRAN_RRC_CommonTemplates all;

  import from UTRAN_ASN1_ASP_Templates all;

  import from UTRAN_ASN1_ASP_RAB_Templates all;
  template (value) U_CPHY_CONFIG_REQ cas_108_DL_DPCH_ModifyInfo_r10(UTRAN_CellId_Type p_CellId,

                                                                    integer                             p_PhyChId,

                                                                    template (value) DPCHInfo_r10OrLaterExtensionType_FDD p_DPCHInfo_r10,

                                                                    template (value) SS_ActivationTime  p_ActivationTime,

                                                                    boolean                             p_Follow := true) :=

  /* @status    APPROVED (UTRAN) */

    cas_RL_Modify_DPCHInfo_FDD(p_CellId, p_PhyChId, cs_DPCHInfo_Extension_FDD(p_DPCHInfo_r10), p_ActivationTime, p_Follow);
