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************** Start of changes **************************
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe 

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

A-MPR
Additional Maximum Power Reduction

AWGN
Additive White Gaussian Noise

BS
Base Station

CA
Carrier Aggregation

CA_X
CA for band X where X is the applicable E-UTRA operating band

CA_X-X
Non-contiguous intra band CA for band X where X is the applicable E-UTRA operating band 

CA_X-Y
CA for band X and Band Y where X and Y are the applicable E-UTRA operating band 

CC
Component Carriers 

CPE
Customer Premise Equipment

CPE_X
Customer Premise Equipment for E-UTRA operating band X

CW
Continuous Wave

DL
Downlink 

DIP
Dominant Interferer Proportion


EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPRE
Energy Per Resource Element

E-UTRA 
Evolved UMTS Terrestrial Radio Access

EUTRAN
Evolved UMTS Terrestrial Radio Access Network

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

HD-FDD
Half- Duplex FDD

MCS
Modulation and Coding Scheme

MOP
Maximum Output Power 

MPR
Maximum Power Reduction

MSD
Maximum Sensitivity Degradation

OCNG
OFDMA Channel Noise Generator

OFDMA
Orthogonal Frequency Division Multiple Access 

OOB
Out-of-band

PA
Power Amplifier 

PCC
Primary Component Carrier

P-MPR
Power Management Maximum Power Reduction

PSS
Primary Synchronization Signal

PSS_RA
PSS-to-RS EPRE ratio for the channel PSS

RE
Resource Element

REFSENS
Reference Sensitivity power level

r.m.s
Root Mean Square 

SCC
Secondary Component Carrier

SINR
Signal-to-Interference-and-Noise Ratio

SNR
Signal-to-Noise Ratio

SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSS

TDD
Time Division Duplex

UE
User Equipment

UL
Uplink

UL-MIMO
Up Link Multiple Antenna transmission 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

xCH_RA
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing RS

xCH_RB
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing RS

************** unchanged section omited **************************

4.3A
Applicability of minimum requirements (CA, UL-MIMO)

The requirements in clauses 5, 6 and 7 which are specific to CA and UL-MIMO are specified as suffix A, B, C, D where; 

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support TBD

d)
Suffix D additional requirements need to support TBD
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C and D) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C and D) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.

A terminal which supports more than one feature (CA and UL-MIMO) in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.

For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band.

For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.
************** End of changes **************************

