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	Reason for change:
	Checking and handling of the video feature tag as defined in 34.229-1 A.1.1, A.2.1, A.2.3, A.2.9 is not done as constant flag being false is used instead of PICS acc. to A.12/32 34.229-2

	
	

	Summary of change:
	PICS pc_IMS_Video_FeatureTag used to deal with video feature tag

	
	

	Consequences if not approved:
	video feature tag will not be checked/handled correctly
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	Implementation of 34.229-1 procedures A.1.1, A.2.1, A.2.3, A.2.9
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	Other comments:
	


Change 1 
	Function name
	fl_IMS_Register_ContactAddress_CheckParams

	Reason for change
	Contact header of the REGISTER acc. to 34.229-1 A.1.1 is not checked for video feature tag when the UE should indicate video media feature tag

	Summary of change
	tsc_IMS_VideoFeature replaced by pc_IMS_Video_FeatureTag in fl_IMS_Register_ContactAddress_CheckParams

	TTCN module
	IMS_Procedures_Registration


Before

	  function fl_IMS_Register_ContactAddress_CheckParams(ContactAddress p_ContactAddress,

                                                      boolean p_CondA7 := false,

                                                      boolean p_IMS_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                                      boolean p_IMS_GRUUsInSIP := pc_IMS_GRUUsInSIP,

                                                      boolean p_IMS_SMSoverIMS := tsc_IMS_SMSoverIMS,

                                                      boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC

  { 

    var SemicolonParam_List v_ContactParams := {};

    var SemicolonParam_List v_UrlParams := {};

    var SipUrl v_SipUrl;

    if (ispresent(p_ContactAddress.contactParams)) {

      v_ContactParams := p_ContactAddress.contactParams;

    }

    if (p_CondA7) {

      v_SipUrl := f_Addr_Union_GetSipUrl(p_ContactAddress.addressField);

      if (ispresent(v_SipUrl.urlParameters)) {

        v_UrlParams := v_SipUrl.urlParameters;

      }

      if (not match(v_UrlParams, cr_SemicolonParam_List_OneSpecificParam("sos"))) {    // @sic R5s130495 change 10 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Missing sos URI parameter for 'ContactAddress'");

      }

    }

    // Rel-7 specific, @sic R5-073440 sic@

    if (p_IMS_MTSI) {                                                             // check 'feature-param'

      if (not match(v_ContactParams, cr_FeatureParam_3gpp_icsi_ref)) {            // @sic R5s130109, R5s130738: string needs to be quoted; R5-142247 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'Contact Feature Params'");

      }

    }

    if (p_IMS_GRUUsInSIP) {                                                       // check 'c-p-instance'

      //!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

      // @sic R5-134659 sic@

      //!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

      if (not match(v_ContactParams, cr_CPInstanceInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'ContactAddress'");

      }

    }

    if (p_IMS_SMSoverIMS) {                                                       // check 'feature-param'

      if (not match(v_ContactParams, cr_SMSParamInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid SMS params in 'ContactAddress'");

      }

    }

    if (p_Video) {                                                       // check 'feature-param'

      if (not match(v_ContactParams, cr_VideoInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid video params in 'ContactAddress'");

      }

    }

  }


After
	  function fl_IMS_Register_ContactAddress_CheckParams(ContactAddress p_ContactAddress,

                                                      boolean p_CondA7 := false,

                                                      boolean p_IMS_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                                      boolean p_IMS_GRUUsInSIP := pc_IMS_GRUUsInSIP,

                                                      boolean p_IMS_SMSoverIMS := tsc_IMS_SMSoverIMS,

                                                      boolean p_Video := pc_IMS_Video_FeatureTag) runs on IMS_PTC

  { 

    var SemicolonParam_List v_ContactParams := {};

    var SemicolonParam_List v_UrlParams := {};

    var SipUrl v_SipUrl;

    if (ispresent(p_ContactAddress.contactParams)) {

      v_ContactParams := p_ContactAddress.contactParams;

    }

    if (p_CondA7) {

      v_SipUrl := f_Addr_Union_GetSipUrl(p_ContactAddress.addressField);

      if (ispresent(v_SipUrl.urlParameters)) {

        v_UrlParams := v_SipUrl.urlParameters;

      }

      if (not match(v_UrlParams, cr_SemicolonParam_List_OneSpecificParam("sos"))) {    // @sic R5s130495 change 10 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Missing sos URI parameter for 'ContactAddress'");

      }

    }

    // Rel-7 specific, @sic R5-073440 sic@

    if (p_IMS_MTSI) {                                                             // check 'feature-param'

      if (not match(v_ContactParams, cr_FeatureParam_3gpp_icsi_ref)) {            // @sic R5s130109, R5s130738: string needs to be quoted; R5-142247 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'Contact Feature Params'");

      }

    }

    if (p_IMS_GRUUsInSIP) {                                                       // check 'c-p-instance'

      //!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

      // @sic R5-134659 sic@

      //!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

      if (not match(v_ContactParams, cr_CPInstanceInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'ContactAddress'");

      }

    }

    if (p_IMS_SMSoverIMS) {                                                       // check 'feature-param'

      if (not match(v_ContactParams, cr_SMSParamInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid SMS params in 'ContactAddress'");

      }

    }

    if (p_Video) {                                                       // check 'feature-param'

      if (not match(v_ContactParams, cr_VideoInContactParams)) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid video params in 'ContactAddress'");

      }

    }

  }


Change 2 
	Function name
	f_IMS_A_2_1_Invite_CommonChecks

	Reason for change
	condition A10 of A.2.1 is independent of whether or not the INVITE is to establish a video call

	Summary of change
	p_A10 is set to pc_IMS_Video_FeatureTag per default in the formal parameters of f_IMS_A_2_1_Invite_CommonChecks
As consequence p_A10 is removed from f_IMS_INVITE_ReceiveRequest_Common and f_IMS_INVITE_ReceiveRequest

	TTCN module
	IMS_Procedures_CallControl


Before

	  function f_IMS_A_2_1_Invite_CommonChecks(IMS_DATA_REQ p_IMS_INVITE_REQ,

                                           INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                           boolean p_A3 := false,

                                           boolean p_A8 := false,

                                           boolean p_A10 := false,

                                           boolean p_A11 := false,

                                           boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert) runs on IMS_PTC
{

...

}


After
	  function f_IMS_A_2_1_Invite_CommonChecks(IMS_DATA_REQ p_IMS_INVITE_REQ,

                                           INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                           boolean p_A3 := false,

                                           boolean p_A8 := false,

                                           boolean p_A10 := pc_IMS_Video_FeatureTag,

                                           boolean p_A11 := false,

                                           boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert) runs on IMS_PTC
{

...

}
	


Change 3
	Function name
	f_IMS_InviteResponse_183_MessageHeaderTX

	Reason for change
	As parameter p_Video is false per default the "video" feature parameter will never be included in the 183 response sent to the UE (what is required acc. to 34.229-1 A.2.3)

	Summary of change
	tsc_IMS_VideoFeature replaced by pc_IMS_Video_FeatureTag as default parameter for p_Video

	TTCN module
	IMS_Procedures_CallControl


Before

	  function f_IMS_InviteResponse_183_MessageHeaderTX(INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty,

                                                    charstring p_ContactUri := px_IMS_CalleeContactUri,

                                                    template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                                    boolean p_IsEmergency := false,

                                                    boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC return template (value) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

    var template (omit) SemicolonParam_List v_ContactParams := p_AditionalContactParams;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@

    var template (value) RouteBody_List v_RouteBodyList := f_IMS_RouteSet_MO_Call_TX(p_IsEmergency);       /* @sic R5s130756 change 8: p_IsEmergency sic@ */

    v_MessageHeader_Response.recordRoute     := cs_RecordRoute(v_RouteBodyList);

    v_MessageHeader_Response.via             := v_MessageHeader_Invite.via;

    v_MessageHeader_Response.require         := cs_Require(v_OptionTag_List); // @sic R5s130333 change 3 sic@

    v_MessageHeader_Response.fromField       := v_MessageHeader_Invite.fromField;

    v_MessageHeader_Response.toField         := f_IMS_Response_ToHeaderTX(v_MessageHeader_Invite); /* @sic R5-131897, R5-132063 - generic handling of to-tags sic@ */

    v_MessageHeader_Response.rSeq            := cs_RSeq(tsc_IMS_RSeqNumFor183);

    v_MessageHeader_Response.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq            := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType     := cs_ContentTypeSDP;

    if (p_IsEmergency) {    // Condition A5

      v_MessageHeader_Response.pAssertedID   := cs_PAssertedId(f_SIP_BuildSipUri_lr_TX(tsc_IMS_Emergency_TelUri));

    }

    if (pc_BSRVCC) {  // @sic R5s140962 sic@

      v_MessageHeader_Response.featureCaps   := cs_FeatureCaps(tsc_IMS_FeatureCap_SrvccPreAlerting);

    }

    if (p_Video) { // @sic R5s130109 sic@

      v_ContactParams := f_SemicolonParam_List_Add_TX(v_ContactParams, cs_GenericParam("video"));

    }

    v_MessageHeader_Response.contact         := cs_Contact(f_SIP_BuildSipUri_TX(p_ContactUri), v_ContactParams);

    return v_MessageHeader_Response;

  }


After
	  function f_IMS_InviteResponse_183_MessageHeaderTX(INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty,

                                                    charstring p_ContactUri := px_IMS_CalleeContactUri,

                                                    template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                                    boolean p_IsEmergency := false,

                                                    boolean p_Video := pc_IMS_Video_FeatureTag) runs on IMS_PTC return template (value) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

    var template (omit) SemicolonParam_List v_ContactParams := p_AditionalContactParams;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@

    var template (value) RouteBody_List v_RouteBodyList := f_IMS_RouteSet_MO_Call_TX(p_IsEmergency);       /* @sic R5s130756 change 8: p_IsEmergency sic@ */

    v_MessageHeader_Response.recordRoute     := cs_RecordRoute(v_RouteBodyList);

    v_MessageHeader_Response.via             := v_MessageHeader_Invite.via;

    v_MessageHeader_Response.require         := cs_Require(v_OptionTag_List); // @sic R5s130333 change 3 sic@

    v_MessageHeader_Response.fromField       := v_MessageHeader_Invite.fromField;

    v_MessageHeader_Response.toField         := f_IMS_Response_ToHeaderTX(v_MessageHeader_Invite); /* @sic R5-131897, R5-132063 - generic handling of to-tags sic@ */

    v_MessageHeader_Response.rSeq            := cs_RSeq(tsc_IMS_RSeqNumFor183);

    v_MessageHeader_Response.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq            := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType     := cs_ContentTypeSDP;

    if (p_IsEmergency) {    // Condition A5

      v_MessageHeader_Response.pAssertedID   := cs_PAssertedId(f_SIP_BuildSipUri_lr_TX(tsc_IMS_Emergency_TelUri));

    }

    if (pc_BSRVCC) {  // @sic R5s140962 sic@

      v_MessageHeader_Response.featureCaps   := cs_FeatureCaps(tsc_IMS_FeatureCap_SrvccPreAlerting);

    }

    if (p_Video) { // @sic R5s130109 sic@

      v_ContactParams := f_SemicolonParam_List_Add_TX(v_ContactParams, cs_GenericParam("video"));

    }

    v_MessageHeader_Response.contact         := cs_Contact(f_SIP_BuildSipUri_TX(p_ContactUri), v_ContactParams);

    return v_MessageHeader_Response;

  }


Change 4
	Function name
	f_IMS_InviteResponse_183_MessageHeaderRX

	Reason for change
	34.229-1 A.2.3 requires that the UE includes the "video" feature parameter in the contact header of the 183 response when the UE supports video media feature tag

	Summary of change
	Check for video media feature tag added to f_IMS_InviteResponse_183_MessageHeaderRX

	TTCN module
	IMS_Procedures_CallControl


Before

	  function f_IMS_InviteResponse_183_MessageHeaderRX(template (value) INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty)

    runs on IMS_PTC return template (present) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var template (value) MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (present) MessageHeader v_MessageHeader_Response := cr_MessageHeader_Dummy;

    var integer v_Port_us := f_IMS_PTC_GetPort_us();

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@

    v_MessageHeader_Response.via          := f_Via_ResponseRX(v_MessageHeader_Invite.via);         /* @sic R5s140350 sic@ */

    v_MessageHeader_Response.recordRoute  := f_IMS_RecordRoute_AsInInvite_RX(v_MessageHeader_Invite.recordRoute);    /* @sic R5s130510 change 6.1, R5-135004 change 1 sic@

                                                                                                                        @sic R5s150039 change 2 sic@ */

    v_MessageHeader_Response.require      := cr_Require(v_OptionTag_List);

    v_MessageHeader_Response.fromField    := f_IMS_Response_FromHeaderRX(v_MessageHeader_Invite);  /* @sic R5s130453  sic@ */

    v_MessageHeader_Response.toField      := f_IMS_Response_ToHeaderRX(v_MessageHeader_Invite);    /* @sic R5s130453  sic@ */

    v_MessageHeader_Response.contact      := cr_Contact(cr_SipUri_HostPort(?, v_Port_us), cr_FeatureParam_3gpp_icsi_ref);    // host address needs to be checked after receiving

    v_MessageHeader_Response.rSeq         := cr_RSeq(?);                                           /* @sic R5s130510  sic@ */

    v_MessageHeader_Response.callId       := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId    := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq         := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType  := cr_ContentTypeSDP;

    return v_MessageHeader_Response;

  }

	  template (present) SemicolonParam_List cr_FeatureParam_3gpp_icsi_ref :=                                               /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT) */

    cr_SemicolonParam_List_OneSpecificParam(tsc_IMS_FeatureParamId_3gpp_icsi_ref, cr_GenValueQuoted(cs_IMS_EncodedFeatureParamValue_3gpp_icsi_ref));   // @sic R5s120530 change 3.1, R5w140111, R5-142247  sic@

	  template (present) SemicolonParam_List cr_VideoInContactParams :=
    cr_SemicolonParam_List_OneSpecificParamNoValue("video");


After
	  function f_SemicolonParam_List_Add_RX(template (present) SemicolonParam_List p_SemicolonParam_List,

                                        template (present) GenericParam p_GenericParam) return template (present) SemicolonParam_List

  { /* NOTE: may need to be enhanced like f_SemicolonParam_List_Concat_TX/f_SemicolonParam_List_Add_TX */

    var template (present) SemicolonParam_List v_SemicolonParam_List := p_SemicolonParam_List;

    var integer i := lengthof(p_SemicolonParam_List);

    v_SemicolonParam_List[i] := p_GenericParam;

    return v_SemicolonParam_List;

  }

	  function f_IMS_InviteResponse_183_MessageHeaderRX(template (value) INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty ,

                                                    boolean p_A7 := pc_IMS_Video_FeatureTag)

    runs on IMS_PTC return template (present) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var template (value) MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (present) MessageHeader v_MessageHeader_Response := cr_MessageHeader_Dummy;

    var integer v_Port_us := f_IMS_PTC_GetPort_us();

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@ 
    var template (present) SemicolonParam_List v_ContactParams := { cr_FeatureParam_3gpp_icsi_ref };
    if (p_A7) {
      v_ContactParams := f_SemicolonParam_List_Add_RX(f_SemicolonParam_List_Add_RX, cr_FeatureParam_Video);
    }
    v_MessageHeader_Response.via          := f_Via_ResponseRX(v_MessageHeader_Invite.via);         /* @sic R5s140350 sic@ */

    v_MessageHeader_Response.recordRoute  := f_IMS_RecordRoute_AsInInvite_RX(v_MessageHeader_Invite.recordRoute);    /* @sic R5s130510 change 6.1, R5-135004 change 1 sic@

                                                                                                                        @sic R5s150039 change 2 sic@ */

    v_MessageHeader_Response.require      := cr_Require(v_OptionTag_List);

    v_MessageHeader_Response.fromField    := f_IMS_Response_FromHeaderRX(v_MessageHeader_Invite);  /* @sic R5s130453  sic@ */

    v_MessageHeader_Response.toField      := f_IMS_Response_ToHeaderRX(v_MessageHeader_Invite);    /* @sic R5s130453  sic@ */

    v_MessageHeader_Response.contact      := cr_Contact(cr_SipUri_HostPort(?, v_Port_us), superset(all from v_ContactParams));    // host address needs to be checked after receiving

    v_MessageHeader_Response.rSeq         := cr_RSeq(?);                                           /* @sic R5s130510  sic@ */

    v_MessageHeader_Response.callId       := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId    := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq         := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType  := cr_ContentTypeSDP;

    return v_MessageHeader_Response;

  }

	  template (present) GenericParam cr_FeatureParam_3gpp_icsi_ref :=
    cr_GenericParam_Common(tsc_IMS_FeatureParamId_3gpp_icsi_ref, cr_GenValueQuoted(cs_IMS_EncodedFeatureParamValue_3gpp_icsi_ref));

	  template (present) SemicolonParam_List cr_FeatureParamList_3gpp_icsi_ref := superset(cr_FeatureParam_3gpp_icsi_ref);

	  template (present) GenericParam cr_FeatureParam_Video := cr_GenericParam_Common("video", omit);

	  template (present) SemicolonParam_List cr_VideoInContactParams := superset(cr_FeatureParam_Video);


Change 5 
	Function name
	f_IMS_InviteRequest_MessageHeaderTX

	Reason for change
	As parameter p_Video is false per default the "video" feature parameter will never be included in the INVITE sent to the UE (what is required acc. to 34.229-1 A.2.9)

	Summary of change
	tsc_IMS_VideoFeature replaced by pc_IMS_Video_FeatureTag as default parameter for p_Video

	TTCN module
	IMS_Procedures_CallControl


Before

	  function f_IMS_InviteRequest_MessageHeaderTX(OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,

                                               boolean p_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_Video := tsc_IMS_VideoFeature,

                                               boolean p_SessionIdSupported := pc_IMS_SessionIdSupported,

                                               integer p_CSeqValue := 4711) runs on IMS_PTC return template (value) MessageHeader

  {
...

  }


After
	  function f_IMS_InviteRequest_MessageHeaderTX(OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,

                                               boolean p_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_Video := pc_IMS_Video_FeatureTag,

                                               boolean p_SessionIdSupported := pc_IMS_SessionIdSupported,

                                               integer p_CSeqValue := 4711) runs on IMS_PTC return template (value) MessageHeader

  {
...

  }


