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	Reason for change:
	Following the CR R5s141220 is not implemented correctly.

The template cs_108_UE_CapabilityEnq_TDD(cs_UECapabilityEnquiry_ExtensionTDD) is used on TDD path to enquiry UE capability in order to get the security information. The current implementation has the following issues

1. The cs_108_UE_CapabilityEnq_TDD wrongly enquires the FDD capability, which the UE may not support. 

2. The cs_UECapabilityEnquiry_ExtensionTDD included the enquiry for UE capability on other RANs. The result ueCapabilityInformation response from the UE could be too large to transmit within T304, and hence fail the test case (see R5s141204 for detail on this)

	
	

	Summary of change:
	Updated cs_108_UE_CapabilityEnq_TDD to enquiry TDD only
Updated cs_UECapabilityEnquiry_ExtensionTDD to remove enquiry for UE capability on other RANs
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Change 1
	Function name
	cs_108_UE_CapabilityEnq_TDD, cs_UECapabilityEnquiry_ExtensionTDD

	Reason for change
	Following the CR R5s141220 is not implemented correctly.

The template cs_108_UE_CapabilityEnq_TDD(cs_UECapabilityEnquiry_ExtensionTDD) is used on TDD path to enquiry UE capability in order to get the security information. The current implementation has the following issues

1. The cs_108_UE_CapabilityEnq_TDD wrongly enquires the FDD capability, which the UE may not support. 

2. The cs_UECapabilityEnquiry_ExtensionTDD included the enquiry for UE capability on other RANs. The result ueCapabilityInformation response from the UE could be too large to transmit within T304, and hence fail the test case (see R5s141204 for detail on this)

	Summary of change
	Updated cs_108_UE_CapabilityEnq_TDD to enquiry TDD only

Updated cs_UECapabilityEnquiry_ExtensionTDD to remove enquiry for UE capability on other RANs

	TTCN module
	\Common\UTRAN\UTRAN_RRC_Templates.ttcn


Before change

  template (value) DL_DCCH_Message cs_108_UE_CapabilityEnq_TDD(IntegrityCheckInfo        p_IntegrityCheckInfo,

                                                               RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=

  /* @status    APPROVED (LTE_IRAT) */

  /* @sic R5s141220 sic@ */

    cs_108_UE_CapabilityEnq(p_IntegrityCheckInfo, p_RRC_TI, cs_UECapabilityEnquiry_ExtensionTDD);
  template (value) UECapabilityEnquiry.r3.laterNonCriticalExtensions cs_UECapabilityEnquiry_ExtensionTDD :=

  { /* @status    APPROVED (LTE_IRAT) */

    ueCapabilityEnquiry_r3_add_ext := omit,

    v4b0NonCriticalExtensions := {

      ueCapabilityEnquiry_v4b0ext := {

        capabilityUpdateRequirement_r4_ext := {

          ue_RadioCapabilityUpdateRequirement_TDD128 := true

        }

      },

      v590NonCriticalExtensions := {

        ueCapabilityEnquiry_v590ext := {

          systemSpecificCapUpdateReq := geranIu

        },

        v770NonCriticalExtensions := {

          ueCapabilityEnquiry_v770ext := {

            capabilityUpdateRequirement := {

              ue_RadioCapabilityTDDUpdateRequirement_TDD768 := true

            }

          },

          v860NonCriticalExtensions := {

            ueCapabilityEnquiry_v860ext := {

              capabilityUpdateRequirement := {

                        systemSpecificCapUpdateReqList :=  { gsm, geranIu, eutra}

              }
            },

            nonCriticalExtensions := omit

          }

        }

      }

    }

  };
After change

  template (value) DL_DCCH_Message cs_108_UE_CapabilityEnq_TDD(IntegrityCheckInfo        p_IntegrityCheckInfo,

                                                           RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=

  {

    integrityCheckInfo := p_IntegrityCheckInfo,

    message_ := {

      ueCapabilityEnquiry := {

        r3 := {

          ueCapabilityEnquiry_r3 := {

            rrc_TransactionIdentifier := p_RRC_TI,

            capabilityUpdateRequirement := {

              ue_RadioCapabilityFDDUpdateRequirement := false,

              ue_RadioCapabilityTDDUpdateRequirement := true,

              systemSpecificCapUpdateReqList := omit

            }

          },

          laterNonCriticalExtensions := cs_UECapabilityEnquiry_ExtensionTDD

        }

      }

    }

  };
  template (value) UECapabilityEnquiry.r3.laterNonCriticalExtensions cs_UECapabilityEnquiry_ExtensionTDD :=

  { /* @status    APPROVED (LTE_IRAT) */

    ueCapabilityEnquiry_r3_add_ext := omit,

    v4b0NonCriticalExtensions := {

      ueCapabilityEnquiry_v4b0ext := {

        capabilityUpdateRequirement_r4_ext := {

          ue_RadioCapabilityUpdateRequirement_TDD128 := true

        }

      },

      v590NonCriticalExtensions := {

        ueCapabilityEnquiry_v590ext := {

          systemSpecificCapUpdateReq := geranIu

        },

        v770NonCriticalExtensions := {

          ueCapabilityEnquiry_v770ext := {

            capabilityUpdateRequirement := {

              ue_RadioCapabilityTDDUpdateRequirement_TDD768 := true

            }

          },

          v860NonCriticalExtensions := {

            ueCapabilityEnquiry_v860ext :=  {

              capabilityUpdateRequirement := omit 

            },

            nonCriticalExtensions := omit

          }

        }

      }

    }

  };

