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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D14wk49’.
2. Table of Contents

21. Overview

2. Table of Contents
2
3. Corrections required
2
     Change 1 – Correction to local function ‘fl_TC_11_2_2_Body’
2
     Change 2 – Correction to local function ‘f_TC_11_2_3_EUTRA’
3
     Change 3 – Correction to local function ‘fl_TC_8_1_2_12_Body’
4

3. Corrections required
Change 1 – Correction to local function ‘fl_TC_11_2_2_Body’
	Function name
	fl_TC_11_2_2_Body ()

	Reason for change
	During this Limited Service TC the UE will attach for EPS emergency services, so the attach type is “EPS emergency attach”. However, during the postamble the detach type depends on PIXIT settings, and the evaluation of the attach type (f_GetEDetachType) may result in “combined EPS/IMSI detach”.

	Summary of change
	EUTRA_ATTACH_Type  “EPS_Only” was forced as argument to the postamble.

	TTCN module
	LTE\11\IMS_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

...

  function fl_TC_11_2_2_Body()runs on EUTRA_PTC
...
    f_EUTRA_TestBody_Set(false);  // @sic R5s140873 sic@

    if( v_Detached == false) {  // @sic R5s140873 sic@

      f_EUTRA_Postamble(eutra_CellA, E1_IDLE); // @sic R5-132067 sic@

    }

    else {

      f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

    }

  }// end fl_TC_11_2_2_Body
...

After change

...
  function fl_TC_11_2_2_Body()runs on EUTRA_PTC

...
    f_EUTRA_TestBody_Set(false);  // @sic R5s140873 sic@

    if( v_Detached == false) {  // @sic R5s140873 sic@

      f_EUTRA_Postamble(eutra_CellA, E1_IDLE, EPS_Only); // @sic R5-132067 sic@

    }

    else {

      f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

    }

  }// end fl_TC_11_2_2_Body
... 
Change 2 – Correction to local function ‘f_TC_11_2_3_EUTRA’
	Function name
	f_TC_11_2_3_EUTRA ()

	Reason for change
	See change 1.

	Summary of change
	Similar to change.

	TTCN module
	LTE\11\IMS_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

...

  function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /
...
    fl_TC_11_2_3_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED); // optional IMS Deregistration is handled in the default, before the UE detaches

  }
...

After change

...
  function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /
...
    fl_TC_11_2_3_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, EPS_Only); // optional IMS Deregistration is handled in the default, before the UE detaches

  }
... 
Change 3 – Correction to local function ‘fl_TC_8_1_2_12_Body’
	Function name
	fl_TC_8_1_2_12_Body()

	Reason for change
	See change 1.

	Summary of change
	Similar to change 1.

	TTCN module
	LTE\8_1\RRC_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

...

  function fl_TC_8_1_2_12_Body()runs on EUTRA_PTC
...
    f_EUTRA_TestBody_Set(false);

    if( v_Detached == false) {  // @sic R5s140874 change 2 sic@

      f_EUTRA_Postamble(eutra_Cell1, E1_IDLE);

    }

    else {

      f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

    }

  }// End fl_TC_8_1_2_12_Body
...

After change

...
  function fl_TC_8_1_2_12_Body()runs on EUTRA_PTC
...
    f_EUTRA_TestBody_Set(false);

    if( v_Detached == false) {  // @sic R5s140874 change 2 sic@

      f_EUTRA_Postamble(eutra_Cell1, E1_IDLE, EPS_Only);

    }

    else {

      f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

    }

  }// End fl_TC_8_1_2_12_Body
... 
