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< First Modified Section>
4
Recommended Test Case Applicability

< Skip Text>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	< Skip Text>
	
	
	
	
	
	
	
	

	6.4.1
	Manual CSG ID selection / Hybrid cell whose CSG ID is not in the Allowed CSG list nor Operator’s list
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.4.2
	Inter-frequency cell reselection / From E-UTRA RRC_IDLE non-CSG cell to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.4.3
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.4.4
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-member hybrid cell to UTRA_Idle member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.4.5
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.4.6
	Inter-RAT cell reselection / From UTRA CELL_PCH to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C76
	UEs supporting E-UTRA and UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.4.7
	Inter-RAT cell reselection / From GERAN to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C95
	UEs supporting E-UTRA and GERAN and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.1
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BeaconRSSI)
	Rel-12
	Cabc
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.3
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qqualmeas, BackhaulRateUlWLAN)
	Rel-12
	Cabc
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	< Skip Text >
	
	
	
	
	
	
	
	

	8.4.8.1
	WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qrxlevmeas, BackhaulRateUlWLAN)
	Rel-12
	Cabc
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.8.2
	WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qrxlevmeas , ChannelUtilizationWLAN)
	Rel-12
	Cabc
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.8.3
	WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qqualmeas, BeaconRSSI)
	Rel-12
	Cabc
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	< skip text>
	
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	< skip text>

	C220
IF A.4.1-1/7 AND A.4.4-1/33 AND [45] A.12/39 AND [45] A.12/40 THEN R ELSE N/A

	C221
IF (A.4.1-1/1 OR A.4.1-1/2) AND ((A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) OR A.4.3.3.2-1/1 OR A.4.3.3.3-1/1) AND A.4.4-1/101 AND (NOT A.4.4-1/102)) THEN R ELSE N/A

	C222
IF (A.4.1-1/1 OR A.4.1-1/2) AND ((A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) OR A.4.3.3.2-1/1 OR A.4.3.3.3-1/1) AND A.4.4-1/101 AND A.4.4-1/102) THEN R ELSE N/A

	Cabc
IF (A.4.1-1/1 OR A.4.1-1/2 ) AND A.4.2.1.1-1/XX AND A.4.4-1/30 THEN R ELSE N/A


< End of First Modified Section>

< Second Modified Section>
A.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

A.4.2.1.1
Bearer Services

Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_fallback
	The UE supports CS fallback for voice calls. If true, [8] pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.
If pc_CS_fallback is true, pc_SMS_SGs shall be set to true A UE with the voice domain preference set to CS Voice only or IMS PS voice preferred, CS Voice as secondary or CS voice preferred, IMS PS Voice as secondary shall set this PICS to true.

	2
	Support of SMS over SGs
	24.301
	Rel-8
	pc_SMS_SGs
	The UE supports SMS over SGs and is configured for SMS over SGs.

If it is set to true, at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true.
If it is set to true, pc_combined_attach shall be set to true

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	4
	Support of IMS emergency call
	22.101
	Rel-9
	pc_IMS_emergency_call
	For Rel-9 or later releases: mandatory for UEs which supports IMS speech.

	5
	Support of eMBMS
	36.331
	Rel-9
	pc_eMBMS
	The UE supports eMBMS.

	6
	Support of Enhanced 1xCS fallback
	23.272
	Rel-9
	pc_Enhanced_1xCSfallback
	

	7
	Support of eMBMS service continuity
	36.306, 6.3.1

(Note 2)
	Rel-11
	pc_eMBMS_SC
	The UE supports eMBMS service continuity.

	XX
	Supports Offload to/from WLAN and supports S2b
	36.304, 5.6.2
24.302, 6.10.4
	Rel-12
	pc_E-UTRA_WLAN_offload
	

	Note 1:
A UE may support one or more of bearer service 1, 2, 3, 4 or 5.
Note 2:
See [19] subclause 17.4 for general assumptions of the MBMS service Continuity test cases.


< End of Second Modified Section>

