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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-150943
	R3-150579
	Adding Criticality Diagnostics in E-RAB Modification Confirm message
	36.413
	1293
	-
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R2-152924
	Clarification on UE-AMBR for split bearer
	36.300
	0712
	1
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R3-150827
	Clarification on UE-AMBR for split bearer
	36.423
	0831
	 -
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R3-150828
	Correction on the definition of SeNB Reconfiguration Complete
	36.423
	0807
	1
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R3-150829
	Introduction of a new DC cause for not supported configurations
	36.423
	0827
	1
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R3-150895
	Add indication in the E-RAB MODIFICATION CONFIRM for E-RAB(s) that shall be released
	36.413
	1289
	2
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150943
	R3-151198
	Correction of Muting procedure
	36.413
	1310
	1
	F
	12.5.0
	LTE_SC_enh_L1-Core
	Rel-12
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