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	Reason for change:
	Present uplink configuration for reference sensitivity of generic inter-band CA refers to Table 7.3.1-2, is causing ambiguity in 36.101 and misalignment in 36.521 regarding UL RB allocation illustrated in Note1 thereof.

	
	

	Summary of change:
	1) Clarification to Inter-band CA uplink configuration regarding Note1 of RB allocation in Table 7.3.1-2 in 36.101 to corresponding downlink operating band to distinguish Primary downlink band and Second downlink band, and identify Primary downlink is the downlink reference therein.  

2) Corresponding correction in 36.521 by reference to R5-151280.

	
	

	Consequences if not approved:
	The ambiguity for uplink configuation of inter-band CA will cause further confusion and misunderstanding.  
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<Start of Changes>
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and Table 7.3.1-2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. The uplink resource blocks shall be located as close as possible to the primary downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). The primary downlink operating band is the downlink band of the active uplink operating band.The UE shall meet the requirements specified in subclause 7.3.1 with the following exceptions. 

For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0a, exceptions to the aforementioned requirements are allowed when the uplink is active in a lower-frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3.1A-0a. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0a and Table 7.3.1A-0b.

<End of Changes>
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