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CRs to Inter-band 2DL CA related WIs
	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.133
	2945
	1
	B
	Rel-12
	Absolute and relative RSRP accuracies in TDD 3 DL CA
	R4-153833
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B39_B39_B41-Perf
	Huawei, HiSilicon

	36.104
	630
	4
	B
	Rel-13
	Introduction of 2DL CA combinations
	R4-153757
	LTE_CA_B2_B28-Core, LTE_CA_B4_B28-Core, LTE_CA_B25_B26-Core, LTE_CA_B20_B31-Core, LTE_CA_B1_B40-Core, LTE_CA_B7_B22-Core, LTE_CA_B5_B40-Core, LTE_CA_B3_B38-Core, LTE_CA_B3_B31-Core
	Nokia Networks

	36.141
	701
	4
	B
	Rel-13
	Introduction of 2DL CA combinations
	R4-153758
	LTE_CA_B2_B28-Perf, LTE_CA_B4_B28-Perf, LTE_CA_B25_B26-Perf, LTE_CA_B20_B31-Perf, LTE_CA_B1_B40-Perf, LTE_CA_B7_B22-Perf, LTE_CA_B5_B40-Perf, LTE_CA_B3_B38-Perf, LTE_CA_B3_B31-Perf
LTE_CA_B4_B28-Perf, LTE_CA_B25_B26-Perf,
LTE_CA_B20_B31-Perf,
LTE_
	Nokia Networks

	36.101
	2951
	2
	B
	Rel-13
	Introduction of additional 2DL inter-band CA
	R4-153932
	LTE_CA_B1_B40-Core, LTE_CA_B2_B28-Core, LTE_CA_B3_B5_BWset-Core, LTE_CA_B3_B31-Core, LTE_CA_B3_B38-Core, LTE_CA_B4_B28-Core,  LTE_CA_B5_B7_BWset-Core,  LTE_CA_B5_B40-Core,  LTE_CA_B7_B22-Core,  LTE_CA_B20_B31-Core, LTE_CA_B25_B26-Core
	Ericsson

	36.307
	496
	2
	B
	Rel-10
	Release independence CR for 2DL inter-band CA Rel-10
	R4-153933
	LTE_CA_B2_B28-Perf, LTE_CA_B3_B31-Perf, LTE_CA_B4_B28-Perf, LTE_CA_B7_B22-Perf, LTE_CA_B20_B31-Perf, LTE_CA_B25_B26-Perf
	Ericsson

	36.307
	497
	2
	B
	Rel-11
	Release independence CR for 2DL inter-band CA Rel-11
	R4-153934
	LTE_CA_B2_B28-Perf, LTE_CA_B3_B31-Perf, LTE_CA_B4_B28-Perf, LTE_CA_B7_B22-Perf, LTE_CA_B20_B31-Perf, LTE_CA_B25_B26-Perf
	Ericsson

	36.307
	498
	2
	B
	Rel-12
	Release independence CR for 2DL inter-band CA Rel-12
	R4-153935
	LTE_CA_B1_B40-Perf, LTE_CA_B2_B28-Perf, LTE_CA_B3_B31-Perf, LTE_CA_B3_B38-Perf, LTE_CA_B4_B28-Perf, LTE_CA_B5_B40-Perf, LTE_CA_B7_B22-Perf, LTE_CA_B20_B31-Perf, LTE_CA_B25_B26-Perf
	Ericsson

	36.307
	499
	2
	B
	Rel-13
	Release independence CR for 2DL inter-band CA Rel-13
	R4-153936
	LTE_CA_B1_B40-Perf, LTE_CA_B2_B28-Perf, LTE_CA_B3_B31-Perf, LTE_CA_B3_B38-Perf, LTE_CA_B3_B40-Perf, LTE_CA_B4_B28-Perf, LTE_CA_B5_B40-Perf, LTE_CA_B7_B22-Perf, LTE_CA_B20_B31-Perf, LTE_CA_B25_B26-Perf
	Ericsson

	36.133
	2875
	1
	B
	Rel-12
	Test case for 3DL CA: Event triggered reporting on deactivated SCells and interruption probability (0.5%) without DRX (TDD 3 DL CA)
	R4-152392
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B39_B39_B41-Perf
	Huawei, HiSilicon
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