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****************************************** TEXT START *****************************************
6A.1.2.1
CQI reporting procedure in case the UE is not configured in MIMO mode and not configured in MIMO mode with four transmit antennas in any cell

[Text Omitted]
4d) If the UE is configured in the Multiflow mode 

4d.1) 
If the UE is configured with the Serving HS-DSCH and Assisting Serving HS-DSCH only, and neither of the cells is in MIMO mode, the combined CQI report is transmitted and repeated as defined in steps 2) and 3) and no other CQI reports are sent. The CQI reports are constructed from the CQI value(s) as specified in subclause 4.7.4.3.1, MF case 1 in table 15C.8 of [2]
4d.2) 
For all other non-MIMO Multiflow configurations, 
- 
The UE shall transmit the CQI report(s) associated with the serving HS-DSCH cells as defined in step 2). 
-
The UE shall transmit the CQI report(s) associated with the assisting serving HS-DSCH cells in the next HS-DPCCH subframe immediately following the CQI report(s) for the serving HS-DSCH cells
-
The UE shall repeat the transmission of the CQI report(s) associated with the serving HS-DSCH cells (N_cqi_transmit – 1) times in every other HS-DPCCH sub frame in the slots allocated to the CQI in accordance with the composite CQI report constructed in subclause 4.7.4.3 of [2]. 

-
The UE shall repeat the transmission of the CQI report(s) associated with the assisting serving HS-DSCH cells (N_cqi_transmit_2– 1) times in every other HS-DPCCH sub frame in the slots allocated to the CQI in accordance with the composite CQI report constructed in subclause 4.7.4.3 of [2].

-
UE does not support the case of k’<(N_cqi_transmit + N_cqi_transmit_2). 

-
The CQI reports are constructed from the CQI value(s) as specified in subclause 4.7.4.3, MF cases 3 to 6, 11 to 14, 19 to 22 and 23 to 26 in tables 15C.10, 15C.11, 15C.14, 15C.16 and 15C.17 of [2].
5)
The UE shall not transmit CQI reports in other subframes than those described in 2), 3) , 4a), 4b), 4c) and 4d).
******************************************* TEXT END ******************************************
****************************************** TEXT START *****************************************
6A.1.2.2
Composite PCI/CQI reporting procedure in case the UE is configured in MIMO mode
[Text Omitted]
4d) If the UE is configured in the Multiflow mode, 
-
The UE shall transmit the PCI/CQI report(s) associated with the serving HS-DSCH cells as defined in step 2).

-
The UE shall transmit the PCI/CQI report(s) associated with the assisting serving HS-DSCH cells in the next HS-DPCCH subframe immediately following the PCI/CQI report(s) for the serving HS-DSCH cells
-
The UE shall repeat the transmission of the PCI/CQI report(s) associated with the serving HS-DSCH cells (N_cqi_transmit – 1) times in every other HS-DPCCH sub frame in the slots allocated to the PCI/CQI in accordance with the composite PCI/CQI report constructed in subclause 4.7.4.3 of [2].

-
The UE shall repeat the transmission of the PCI/CQI report(s) associated with the assisting serving HS-DSCH cells (N_cqi_transmit_2– 1) times in every other HS-DPCCH sub frame in the slots allocated to the PCI/CQI in accordance with the composite PCI/CQI report constructed in subclause 4.7.4.3 of [2].

-
UE does not support the case of k’<(N_cqi_transmit + N_cqi_transmit_2). 

-
The PCI/CQI reports are constructed from the PCI/CQI value(s) as specified in subclause 4.7.4.3, MF cases 2, 7…10, 15…18, 27...30 and 31...34 in tables 15C.9, 15C.12, 15C.13, 15C.15, 15C.18 and 15C.19 of [2].
5)
The UE shall not transmit PCI/CQI reports in other subframes than those described in 2), 3) , 4a), 4b), 4c) and 4d).

******************************************* TEXT END ******************************************
