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	Reason for change:
	4-layer spatial multiplexing was introduced in Rel-8, but it’s use for TM3/4 has so far been limited to only UE categories 5 and 8 due to lack of signalling to indicate the used number of layers. As per RAN#68 decision indicated to RAN2 in the LS RP-151113, the suppport for 4-layer MIMO with TM3/4 should be introduced from Rel-10 onwards for UE categories 6 and above.

	
	

	Summary of change:
	Allowing 4-layer MIMO as per RAN2 decisions requires the following:

1. UE capability for 4-layer MIMO with TM3/4 per bandwidth class per band combination
Impact analysis

Impacted functionality:

DL MIMO operation 

Inter-operability: 
No inter-operability problems are foreseen.

	
	

	Consequences if not approved:
	It is not possible to indicate UE capability for 4-layer MIMO operation with TM3 or TM4 for UE categories 6 and above.
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	Other comments:
	It was detected during RAN #69 that R2-153980 used rev1 instead of rev 2, therefore MCC revised R2-153980 in this CR RP-151596 to provide rev3 (no change to the contents of the CR).


Next Modified Subclause
4.3.5
RF parameters

<CUT>
4.3.5.X
fourLayerTM3-TM4-r10
This field defines whether the UE supports 4-layer spatial multiplexing with transmission mode 3 and transmission mode 4. 
