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< start of changes >

8.16.17
E-UTRAN FDD activation and deactivation of known SCell in non-DRX

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

The timing aspects of the Test requirement are still under discussion in RAN4

8.16.17.1
Test purpose

To verify that the SCell activation and deactivation times are within the requirements when the SCell is known by the UE at the time of activation.

8.16.17.2
Test applicability

This test applies to all types of E-UTRA UE FDD release 10 and forward that support CA. Applicability requires support for FGI bit 25.

8.16.17.3
Minimum conformance requirements

The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.

Upon receiving SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command as specified in [26] for the SCell being activated no later than in subframe n+24 provided the following conditions are met for the SCell:

-
During the period equal to max(5 measCycleSCell, 5 DRX cycles) before the reception of the SCell activation command:

-
the UE has sent a valid measurement report for the SCell being activated and

-
the SCell being activated remains detectable according to the cell identification conditions specified in TS 36.133 [4] section 8.3.3.2,

-
SCell being activated also remains detectable during the SCell activation delay according to the cell identification conditions specified in section TS 36.133 [4] 8.3.3.2.

Otherwise upon receiving the SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command as specified in [26] for the SCell being activated no later than in subframe n+34 provided the SCell can be successfully detected on the first attempt.

If there is no reference signal received for the CSI measurement over the delay corresponding to the minimum requirements specified above, then the UE shall report corresponding valid CSI for the activated SCell on the next available uplink reporting resource after receiving the reference signal.

If there are no uplink resources for reporting the valid CSI in subframe n+24 or n+34 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.

The valid CSI is based on the UE measurement and corresponds to any CQI value specified in [8] with the exception of CQI index = 0 (out of range) provided:

-
the conditions in section 7.7 are met over the entire SCell activation delay and 

-
the conditions for CQI reporting defined in Section 7.2.3 of [8] are met.

In addition to CSI reporting defined above, UE shall also apply other actions related to the activation command specified in [26] for an SCell at the first opportunities for the corresponding actions once the SCell is activated.

The PCell interruption specified in TS 36.133 [4] section 8.3.3 shall not occur before subframe n+5 and not occur after subframe n+9 when PCell belongs to E-UTRA FDD.

Starting from subframe n+9 when PCell belongs to E-UTRA FDD and until the UE has completed the SCell activation, the UE shall send CSI with CQI index = 0 (out of range) if the UE is configured to report the CQI in SCell.

Upon receiving SCell deactivation command or upon expiry of the sCellDeactivationTimer in subframe n, the UE shall accomplish the deactivation actions specified in [26] for the SCell being deactivated no later than in subframe n+8.

The PCell interruption specified in TS 36.133 [4] section 8.3.3 shall not occur before subframe n+5 and not occur after subframe n+9 when PCell belongs to E-UTRA FDD.

The normative reference for this requirement is TS 36.133 [4] clause 7.7 and A.8.16.17.

8.16.17.4
Test description

8.16.17.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.  

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.42 as appropriate.

2. The general test parameter settings are set up according to Table 8.16.17.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.16.17.4.3.

5. Cell1 is PCell on the primary component carrier and Cell 2 is SCell on the secondary component carrier. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test, Cell 2 shall be powered OFF.
Table 8.16.17.4.1-1: General test parameters for known SCell activation case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2

	E-UTRA RF Channel Number
	
	1, 2
	Two radio channels are used for this test

	Active PCell
	
	Cell 1
	Primary cell on RF channel number 1.

	Configured deactivated SCell
	
	Cell 2
	Configured deactivated secondary cell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	CQI/PMI periodicity and offset configuration index
	
	0
	CQI reporting for SCell every second subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on secondary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	320
	

	Cell2 timing offset to cell1
	(s
	0
	

	Time alignment error between cell2 and cell1
	(s
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	T1
	s
	7
	During this time the PCell shall be known and the SCell configured, detected and reported.

	T2
	s
	1
	During this time the UE shall activate the SCell.

	T3
	s
	1
	During this time the UE shall deactivate the SCell.

	Note:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.


< End of changes >

< start of changes >

8.16.18
E-UTRAN TDD activation and deactivation of known SCell in non-DRX

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-
The test procedure and requirement for interruption of PCell needs further investigation

8.16.18.1
Test purpose

To verify that the SCell activation and deactivation times are within the requirements when the SCell is known by the UE at the time of activation.

8.16.18.2
Test applicability

This test applies to all types of E-UTRA UE TDD release 10 and forward that support CA. Applicability requires support for FGI bit 25.

8.16.18.3
Minimum conformance requirements

The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.

Upon receiving SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command as specified in [26] for the SCell being activated no later than in subframe n+24 provided the following conditions are met for the SCell:

-
During the period equal to max(5 measCycleSCell, 5 DRX cycles) before the reception of the SCell activation command:

-
the UE has sent a valid measurement report for the SCell being activated and

-
the SCell being activated remains detectable according to the cell identification conditions specified in TS 36.133 [4] section 8.3.3.2,

-
SCell being activated also remains detectable during the SCell activation delay according to the cell identification conditions specified in TS 36.133 [4] section 8.3.3.2.

Otherwise upon receiving the SCell activation command in subframe n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command as specified in [26] for the SCell being activated no later than in subframe n+34 provided the SCell can be successfully detected on the first attempt.

If there is no reference signal received for the CSI measurement over the delay corresponding to the minimum requirements specified above, then the UE shall report corresponding valid CSI for the activated SCell on the next available uplink reporting resource after receiving the reference signal.

If there are no uplink resources for reporting the valid CSI in subframe n+24 or n+34 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.

The valid CSI is based on the UE measurement and corresponds to any CQI value specified in [8] with the exception of CQI index = 0 (out of range) provided:

-
the conditions in TS 36.133 [4] section 7.7 are met over the entire SCell activation delay and 

-
the conditions for CQI reporting defined in Section 7.2.3 of [8] are met.

In addition to CSI reporting defined above, UE shall also apply other actions related to the activation command specified in [26] for an SCell at the first opportunities for the corresponding actions once the SCell is activated.

The PCell interruption specified in TS 36.133 [4] section 8.3.3 shall not occur before subframe n+5 and not occur after subframe n+11 when PCell belongs to E-UTRA TDD.

Starting from subframe n+11 when PCell belongs to E-UTRA TDD and until the UE has completed the SCell activation, the UE shall send CSI with CQI index = 0 (out of range) if the UE is configured to report the CQI in SCell.

Upon receiving SCell deactivation command or upon expiry of the sCellDeactivationTimer in subframe n, the UE shall accomplish the deactivation actions specified in [26] for the SCell being deactivated no later than in subframe n+8.

The PCell interruption specified in TS 36.133 [4] section 8.3.3 shall not occur before subframe n+5 and not occur after subframe n+11 when PCell belongs to E-UTRA TDD.

The normative reference for this requirement is TS 36.133 [4] clause 7.7 and A.8.16.18.

8.16.18.4
Test description

8.16.18.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.  

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.42 as appropriate.

2. The general test parameter settings are set up according to Table 8.16.18.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.16.18.4.3.

5. Cell1 is PCell on the primary component carrier and Cell 2 is SCell on the secondary component carrier. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test, Cell 2 shall be powered OFF.
Table 8.16.18.4.1-1: General test parameters for known SCell activation case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2

	E-UTRA RF Channel Number
	
	1, 2
	Two radio channels are used for this test

	Active PCell
	
	Cell 1
	Primary cell on RF channel number 1.

	Configured deactivated SCell
	
	Cell 2
	Configured deactivated secondary cell on RF channel number 2.

	Channel Bandwidth (BWchannel)
	MHz
	10
	Channel bandwidth for cells on primary and secondary component carriers

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2.1 in TS 36.211 [9]. The same configuration applies to all cells.

	Uplink-downlink configuration
	
	1
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	CQI/PMI periodicity and offset configuration index
	
	0
	CQI reporting for SCell every UL subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on secondary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	320
	

	Cell2 timing offset to cell1
	(s
	0
	

	Time alignment error between cell2 and cell1
	(s
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	Cell3 timing offset to cell1
	(s
	3
	Synchronous cells

	T1
	s
	7
	During this time the PCell shall be known and the SCell configured, detected and reported..

	T2
	s
	1
	During this time the UE shall activate the SCell.

	T3
	s
	1
	During this time the UE shall deactivate the SCell.

	Note:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.


< End of changes >
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