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	Reason for change:
	1. TC 9.5.1.1_1 is a Rel-10 only test case. According to latest Rel-10 core spec, the UE category should be 2-8 (refer below) rather than Category ≥ 2.
Table 9.5.1.1-2 Minimum requirement (FDD)

Test 1

Test 2

Test 3

1
N/A

1.05 

0.9 (Note 1)

2
1 

N/A

1.1 (Note 1) 

UE Category
2-8
2-8
2-8
Note 1: 
For Test 3, the minimum requirements shall be fulfilled for at least one of 1 or 2 .
2. TC 9.5.1.2_1 is similar.
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	  Changed UE category to 2-8.
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{Start of changes}
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	{Unchanged sections omitted}

	9.5.1.1
	FDD RI Reporting - PUCCH 1-1
	Rel-8 and Rel-9 only
	C13a
	UE supporting E-UTRA FDD (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.1.1_1
	FDD RI Reporting - PUCCH 1-1 (Release 10)
	Rel-10 only
	C13
	UE supporting E-UTRA FDD (UE Category 2-8)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.1.1_2
	FDD RI Reporting- PUCCH 1-1 (Release 11)
	Rel‑11
	C13b
	UE supporting E-UTRA FDD (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.1.2
	TDD RI Reporting - PUSCH 3-1
	Rel-8 and Rel-9 only
	C14a
	UE supporting E-UTRA TDD (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.1.2_1
	TDD RI Reporting - PUSCH 3-1 (Release 10)
	Rel-10 only
	C14
	UE supporting E-UTRA TDD (UE Category 2-8)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.1.2_2
	TDD RI Reporting- PUSCH 3-1 (Release 11)
	Rel‑11
	C14b
	UE supporting E-UTRA TDD (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.2.1_D
	FDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25x
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicators 103 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.2.2_D
	TDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25a / C28y
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	


{End of changes}
