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	Reason for change:
	In RAN1 83 meeting, it was agreed that L1 averaging duration of UE-reported RSSI measurement is 1 OFDM symbol. However the current definition of RSSI specified RSSI comprises the linear average of the total received power (in [W]) observed in multiple OFDM symbols. The current definition of RSSI is not consistent with the agreements achieved in RAN1 #83 meeting.

	
	

	Summary of change:
	Change the specification of RSSI definition to reflect the agreements, i.e. L1 averaging duration of UE-reported RSSI measurement is 1 OFDM symbol.
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	The behavior is unclear for high layer to obtain the rssi-Result.
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< Unchanged parts are omitted >
5.1.24
Received Signal Strength Indicator (RSSI)

	Definition
	E-UTRA Received Signal Strength Indicator (RSSI), comprises the linear average of the total received power (in [W]) observed only in the configured OFDM symbol and in the measurement bandwidth over N number of resource blocks, by the UE from all sources, including co-channel serving and non-serving cells, adjacent channel interference, thermal noise etc. 

Higher layers indicate the measurement duration and which OFDM symbol(s) should be measured by the UE.

The reference point for the RSSI shall be the antenna connector of the UE. 

If receiver diversity is in use by the UE, the reported value shall not be lower  than the corresponding RSSI of any of the individual diversity branches

	Applicable for
	RRC_CONNECTED intra-frequency,

RRC_CONNECTED inter-frequency
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