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START OF CHANGE
8.10
WT Initiated WT Modification

8.10.1
General
This procedure is used by the WT to modify the UE context in the WT. In particular, in this Release of the specification, this procedure is used to request to the eNB the release of LWA bearers, or change their WT GTP Tunnel Endpoints.
The procedure uses UE-associated signalling.
8.10.2
Successful Operation
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Figure 8.10.2-1: WT initiated WT Modification, successful operation

The WT initiates the procedure by sending the WT MODIFICATION REQUIRED message to the eNB.
The WT MODIFICATION REQUIRED message may contain

-
E-RABs to be released within the E-RABs To Be Released Item IE;
-
E-RABs to be modified within the E-RABs To Be Modified Item IE.
If the WT GTP Tunnel Endpoint IE is present in the E-RABs To Be Modified Item IE for a particular E-RAB, the eNB shall use this information to change the Xw transport bearer associated to the concerned E-RAB.

If the eNB is able to perform at least one of the modifications requested by the WT, the eNB shall send the WT MODIFICATION CONFIRM message to the WT with the appropriate information in the E-RABs Confirmed To Be Released List and/or E-RABs Confirmed To Be Modified List IEs. If applicable, the eNB may provide for data forwarding of an E-RAB released the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Confirmed To Be Released Item IE.
NEXT CHANGE
8.10.3
Unsuccessful Operation
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Figure 8.10.3-1: WT initiated WT Modification, unsuccessful operation

In case none of the requested modifications can be performed successfully the eNB shall respond with the WT MODIFICATION REFUSE message to the WT with an appropriate cause value in the Cause IE.

8.10.4
Abnormal Conditions
If the value received in the E-RAB ID IE of any of the E-RABs To Be Released Item IE or of the E-RABs To Be Modified Item IE is not known at the eNB, the eNB shall regard the procedure as failed and may take appropriate actions like triggering the eNB initiated WT Release procedure.

Interaction with the eNB initiated WT Modification Preparation procedure:
If the WT, after having initiated the WT initiated WT Modification procedure, receives the WT MODIFICATION REQUEST message including other IEs than applicable forwarding addresses, the WT shall

-
regard the WT initiated WT Modification Procedure as being failed,

-
be prepared to receive the WT MODIFICATION REFUSE message from the eNB, and

-
continue with the eNB initiated WT Modification procedure as specified in Section 8.9.
END OF CHANGES
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