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	Reason for change:
	Even though LWA or LWIP is configured, the UE evaluates the network selection and traffic steering rules as defined in TS 36.304. If conditions for steering traffic are satisfied, the UE cahnges serving AP to support RALWI and the LWA or LWIP operation will stop. 
If RAN2 intention is Rel-13 LWA/LWIP has higher priority than Rel-12 RALWI, UE should not evaluates the network selection and traffic steering rules if LWA or LWIP is configured.


	
	

	Summary of change:
	If LWA of LWIP is configured for RRC CONNECTED mode UE, the UE doesn’t evaluate the network selection and traffic steering rules as defined in TS 36.304.
Impact Analysis

Impacted functionality: 

WLAN offload RAN evaluation (RAN-assisted WLAN interworking)

Inter-operability:

No interoerability issue is foreseen as the change is only applied to UE.


	
	

	Consequences if not approved:
	Even though LWA or LWIP is configured, if conditions for steering traffic are satisfied, the UE cahnges serving AP to support RALWI and the LWA or LWIP operation will stop.
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5.6.12.3
WLAN offload RAN evaluation

The UE shall:

1>
if the UE is configured with either wlan-OffloadConfigCommon or wlan-OffloadConfigDedicated; and

1>
if the UE is in RRC_IDLE or none of steeringCommandWLAN, lwa-Configuration and lwip-Configuration are  configured:
2>
provide measurement results required for the evaluation of the network selection and traffic steering rules as defined in TS 24.312 [66] to upper layers;
2>
evaluate the network selection and traffic steering rules as defined in TS 36.304 [4] using WLAN identifiers as indicated in other subclauses (either provided in steerToWLAN included in steeringCommandWLAN or in wlan-Id-List included in SystemInformationBlockType17)
