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10.1.1
3GPP™ Work Item Description

For guidance, see 3GPP Working Procedures, article 39; and 3GPP TR 21.900.
Comprehensive instructions can be found at http://www.3gpp.org/Work-Items
Title:
Work Item on shortened TTI and processing time for LTE
Acronym:
LTE_sTTIandPT
Unique identifier:

NOTE:
If this is a RAN WID including Core and Perf. part, then Title, Acronym and Unique identifier refer to the feature WI. Please tick (X) the applicable box(es) in the table below:

	This WID includes a Core part
	X

	This WID includes a Performance part
	X


1
3GPP Work Area

	X
	Radio Access

	
	Core Network

	
	Services


2
Classification of WI and linked work items
2.0
Primary classification
This work item is a …

	
	Study Item (go to 2.1)

	X
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	
	Work Task (go to 2.4)


NOTE:
Core, Performance and Testing parts of RAN WIs are usually Building Blocks.
If you are in doubt, please contact MCC.
2.1
Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.2
Feature
	Related Study Item or Feature (if any)

	Unique ID
	Title
	Nature of relationship

	670041
	Study on Latency reduction techniques for LTE
	


Go to §3.

2.3
Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	
	
	


This work item is … 
	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	
	Stage 3 (go to 2.3.3)

	
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1
Stage 1

	Source of external requirements (if any)

	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2
Stage 2
	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: 
Go to §3.

2.3.3
Stage 3
	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	
	
	


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s) or external document
	Clause
	Remarks

	
	
	



If no identified source of stage 2 information, justify: 

Go to §3.

2.3.4
Test spec

	Related Work Item(s)

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5
Other
	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4
Work task
	Parent Building Block

	Unique ID
	Title
	TS

	
	
	


3
Justification

Packet data latency is one of the performance metrics that vendors, operators and also end-users (via speed test applications) regularly measure. Latency measurements are done in all phases of a radio access network system lifetime, when verifying a new software release or system component, when deploying a system and when the system is in commercial operation. 

Better latency than previous generations of 3GPP RATs was one performance metric that guided the design of LTE. LTE is also now recognized by the end-users to be a system that provides faster access to internet and lower data latencies than previous generations of mobile radio technologies. 

In the 3GPP community, much effort has been put into increasing data rates from the first release of LTE (Rel-8) until the most recent one (Rel-13). Features like carrier aggregation of up to 32 carriers, 8x8 MIMO, or 256 QAM have raised the technology potential of the L1 data rate from ~300 Mbps to ~25 Gbps. However, w.r.t further reducing L1 latencies little have been done. To achieve the highest experienced rates, it is necessary to have both a high throughput and a low latency. Especially for smaller files latency has an important impact.
In an effort to address this in 3GPP, RAN1 studied latency reduction within [1]. Among the conclusions it was found that reducing the TTI and processing time can significantly reduce the user plane latency, and improve TCP throughput.

Furthermore, specifying solutions with smaller latency would e.g. allow UEs to reduce the L2 memory needed to buffer the “data in flight”, allow for more robustness due to the ability to re-transit more often within a certain delay bound, directly increase the perceived quality of experience for today's delay-sensitive real-time applications like gaming, voice or video telephony/conferencing, and allow addressing new future use cases such as critical MTC applications in a better way. Targeting the lowest delays is also essential for the 5G requirements on latency [3], which are in reach of LTE.
[1]
RP-150465
New SI proposal Study on Latency reduction techniques for LTE
Ericsson

[2]
TR 36.881
Study on latency reduction techniques for LTE
[3]
TR 38.913
Study on scenarios and requirements for Next Generation Access Technologies

4
Objective

4.1
Objective of SI or Core part WI or Testing part WI
The objective of this work item is to specify shortened TTI operation jointly together with shortened processing time. The target user plane latency should be 0.5 ms for DL and UL for at least Frame structure type 1 and the shortest TTI length. The work should specify support for the recommendations made in [2]. The specified solution should cover the case of carrier aggregation and non-carrier aggregation. Aim for a similar design as possible independent of frame structure.
The detailed objectives are:
For Frame structure type 1: [RAN1, RAN2, RAN4]
· Specify support for a transmission duration based on 2-symbol sTTI and 1-slot sTTI for sPDSCH/sPDCCH 
· Specify support for a transmission duration based on 2-symbol sTTI, 4-symbol sTTI, and 1-slot sTTI for sPUCCH/sPUSCH 

· Down-selection is not precluded

For Frame structure type 2: [RAN1, RAN2, RAN4]
· Specify support for a transmission duration based on 1-slot sTTI for sPDSCH/sPDCCH/sPUSCH/sPUCCH

For Frame structure type 1 and Frame structure type 2
· Supporting both sPDCCH and sPDSCH for both CRS and DMRS based transmissions according to [2] [RAN1, RAN4]
· Specify support for UCI handling according to [2] [RAN1, RAN2, RAN4]
· Asynchronous HARQ for sPUSCH according to [2] [RAN1, RAN2]
· Specify support for a reduced maximum TA according to [2] [RAN1, RAN2, RAN4]
· Specify support for a reduced minimum timing for UL grant to UL data and for DL data to DL HARQ for short TTI operation according to [2] [RAN1, RAN2, RAN4]
· The work item should also specify base station and UE core requirements to support the above features [RAN4]
Note: The specified solutions shall preserve backwards compatibility, thus allowing operation of pre-Rel-14 UEs on the same carrier.
4.2
Objective of Performance part WI
NOTE:
Leave empty if the WI proposal does not contain a RAN performance part.
Specify the necessary UE and base station performance requirements to support shortened TTI and processing time. 

4.3
RAN time budget proposal

NOTE:
For WIs/SIs under RAN WG5 leadership this section is not filled out. Otherwise:
For a not yet approved WI/SI the rapporteur has to fill out the last row of the table(s) below up to the target date of the WI/SI (if necessary add further tables): Indicate the number of time units (1 TU ~ 2h), i.e. one value for each session/field. If no time unit is needed, leave the field empty.
For WI/SI already approved in the past, the tables below will no longer be updated in the WI/SI description (i.e. the tables reflect the status of the initial approval). But changes can be proposed in the status report of the WI/SI.

	RAN #72
Q3/2016
RAN #73

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf

	86
	86
	95
	95
	91
	93
	80
	80
	80
	80

	4
	
	
	
	
	
	
	
	
	


	RAN #73
Q4/2016
RAN #74

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	86bis
	86bis
	95bis
	95bis
	91bis
	93bis
	80bis
	80bis
	80bis
	80bis
	87
	87
	96
	96
	92
	94
	81
	81
	81
	81

	4
	
	0.5
	
	
	
	0.5
	0.5
	
	
	4
	
	0.5
	
	
	
	1
	1
	
	


	RAN #74
Q1/2017
RAN #75

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf

	88
	88
	97
	97
	89
	95
	82
	82
	82
	82

	4
	
	0.5
	
	
	
	1
	1
	
	


	RAN #75
Q2/2017
RAN #76

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	88bis
	88bis
	97bis
	97bis
	97bis
	95bis
	82bis
	82bis
	82bis
	82bis
	89
	89
	98
	98
	98
	96
	83
	83
	83
	83

	
	
	
	
	
	
	
	
	0.5
	1
	
	
	
	
	
	
	
	
	0.5
	1.5


	RAN #76
Q3/2017
RAN #77

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf

	90
	90
	99
	99
	99
	97
	84
	84
	84
	84

	
	
	
	
	
	
	
	
	0.5
	1.5


L: LTE, U: UMTS, J: Joint, RD: RRM/demodulation
For WIs/SIs related to NR:
	RAN #72
Q3/2016
RAN #73

	R1N
	R2N
	R3N
	R4N

	86
	95
	93
	80

	
	
	
	


	RAN #73
Q4/2016
RAN #74

	R1N
	R2N
	R3N
	R4N
	R1N
	R2N
	R3N
	R4N

	86bis
	95bis
	93bis
	80bis
	87
	96
	94
	81

	
	
	
	
	
	
	
	


	RAN #74
Q1/2017
RAN #75

	R1N
	R2N
	R3N
	R4N

	88
	97
	95
	82

	
	
	
	


For WIs/SIs related to GERAN:
	RAN #72
Q3/2016
RAN #73

	R6

	1

	


	RAN #73
Q4/2016
RAN #74

	R6

	2

	


	RAN #74
Q1/2017
RAN #75

	R6

	3

	


NOTE:
In case further explanation of the time budget proposal is needed, then please explain this below.

additional comments to the time budget proposal:
5
Service Aspects

6
MMI-Aspects

7
Charging Aspects

8
Security Aspects

9
Impacts

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	X
	X
	
	

	No
	X
	
	
	X
	X

	Don't know
	
	
	
	
	


10
Expected Output and Time scale

	New specifications [If Study Item, one TR is anticipated]

	Spec No.
	Title
	1st rsp. WG
	2nd rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary #
	Comments

	
	
	
	
	
	
	

	
	
	
	
	
	
	


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
By default a new specs can only be new for one of both parts.

	Affected existing specifications  [None in the case of Study Items]

	Spec No.
	CR
	Subject of the CR
	Approved at plenary#
	Comments

	36.211
	
	Evolved Universal Terrestrial Radio Access (E-UTRA);

Physical Channels and Modulation
	RAN#75
	Core Part

	36.212
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding
	RAN#75
	Core Part

	36.213
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures
	RAN#75
	Core Part

	36.300
	
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2
	RAN#75
	Core Part

	36.321
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification
	RAN#75
	Core Part

	36.331
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification
	RAN#75
	Core Part

	36.101
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); 
User Equipment (UE) radio transmission and reception 
	RAN#75
	Core Part

	36.104
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception
	RAN#75
	Core Part

	36.141
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing
	RAN#75
	Core Part

	36.101
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); 
User Equipment (UE) radio transmission and reception 
	RAN#77
	Performance Part

	36.104
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception
	RAN#77
	Performance Part

	36.141
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing
	RAN#77
	Performance Part


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
If an existing spec is affected by both (Core part and Perf. part), then it has to be listed twice with appropriate approval dates.
11
Work item rapporteur(s)
Daniel Larsson, Ericsson
daniel.n.larsson@ericsson.com
12
Work item leadership

RAN WG1
NOTE:
If this is a RAN WID including Core and Perf. part, then this WG specifies the WG leading the Core part.
RAN WG4 is by default leading the Perf. part.
13
Supporting Individual Members
	Supporting IM name

	Ericsson

	SouthernLINC Wireless

	SK telecom

	T-Mobile USA

	Orange

	ITRI

	OPPO

	TELUS

	Telstra

	Sony

	ETRI

	Verizon

	KDDI

	CHTTL

	Interdigital

	Fujitsu

	Spreadtrum Communications

	


form change history:
2013-12-06 v1.14.1 modified §11 to read: <FamilyName>, <GivenName>, (If the person is new to 3GPP work, give full contact coordinates, in particular, email address.)
2013-10-03 v1.14.0 removal of embedded help text
v1.13.2: adds tdoc header
v1.13.1: minor changes resulting from discussions at CT#41 & SA#41

v1.13.0: mods to enforce linkage amongst stages 1, 2, 3

draft mods Scarrone-Meredith 2008-07 ff

v1.12.1: removes revision marks following approval at SP-29
v1.12.0: includes provision for Study Items (SP-29)

v1.11.0: includes those changes from v1.8.0 agreed at SP-25.


v1.10.0: full circle

v1.9.0: a clean sheet

v1.8.0: includes comments from SA#24 

v1.7.0: includes comments from RAN, CN and T #24; also includes “early implementation” data

v1.6.0: includes comments made during review period prior to TSGs#24

v1.5.0: includes comments made at TSGs#23 (Phoenix)

v1.4.0: offered to SA#23 for approval

v1.3.0: offered to CN#23, RAN#23 and T#23 for comments

DRAFT4 v1.3.0: 2004-03-09: Incorporation of comments from Leaders list

DRAFT3 v1.3.0: 2004-02-19: Incorporation of comments from MCC members

DRAFT2 v1.3.0: 2004-01-29: Complete redraft:

v1.2.0: 2002-07-04: "USIM" box changed to "UICC apps"

2003-05-28: spelling of “rapporteur” corrected

2002-07-04: "USIM" box changed to "UICC apps"
