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	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3374
	1
	B
	Rel-13
	CR: MPDCCH RMCs for Cat-M1 RRM Tests
	R4-162778
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3375
	1
	B
	Rel-13
	CR: PDSCH RMCs for Cat-M1 RRM Tests
	R4-162779
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3621
	 
	B
	Rel-13
	PRACH configuration for eMTC
	R4-164100
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.104
	766
	2
	B
	Rel-13
	CR: Cat-M1 PUCCH Performance Requirements
	R4-164299
	Nokia, Huawei, Ericsson, Samsung
	LTE_MTCe2_L1-Perf

	36.133
	3521
	1
	F
	Rel-13
	eMTC requirements with eDRX in RRC_CONNECTED
	R4-164591
	Ericsson, AT&T, Verizon Wireless, Nokia, Qualcomm Inc.
	LTE_MTCe2_L1-Perf

	36.133
	3563
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX FDD
	R4-164596
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3564
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX HD-FDD
	R4-164598
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3565
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX TDD
	R4-164601
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3616
	1
	B
	Rel-13
	E-UTRAN Intra frequency case for Cat-M1 UE in normal coverage
	R4-164602
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3568
	1
	B
	Rel-13
	CR for eMTC PBCH demodulation requirement for enhanced coverage
	R4-164604
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3569
	1
	B
	Rel-13
	CR for eMTC M-PDCCH demodulation requirement for CE Mode A and CE Mode B
	R4-164605
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3504
	3
	B
	Rel-13
	Introduction of PDSCH demodulation requirement for Cat-M1 UE
	R4-164606
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3505
	3
	B
	Rel-13
	Introduction of CQI test for Cat-M1 UE
	R4-164607
	Ericsson
	LTE_MTCe2_L1-Perf

	36.104
	765
	3
	B
	Rel-13
	CR: Cat-M1 PRACH Performance Requirements
	R4-164609
	Nokia, Huawei, Ericsson, Samsung
	LTE_MTCe2_L1-Perf

	36.104
	785
	1
	B
	Rel-13
	CR for eMTC PUSCH performance requirements
	R4-164610
	Huawei,Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3617
	1
	B
	Rel-13
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164617
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3618
	1
	B
	Rel-13
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164618
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3619
	1
	B
	Rel-13
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164619
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3620
	1
	B
	Rel-13
	CR on RSRP Intra frequency test cases for Cat-M1 UE in CEModeA
	R4-164620
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3535
	1
	B
	Rel-13
	UE Timing Advance Adjustment Accuracy Test for Cat-M1 UE in CEModeA
	R4-164621
	CATT
	LTE_MTCe2_L1-Perf

	36.133
	3651
	1
	B
	Rel-13
	CR: Cat-M1 Intra-frequency handover test cases for CEModeA
	R4-164623
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3654
	1
	B
	Rel-13
	RRC Re-establishment test for eMTC UEs in CEModeA
	R4-164624
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
	3648
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for FDD in CEModeA
	R4-164638
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3649
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for HD-FDD in CEModeA
	R4-164639
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3650
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for TDD in CEModeA
	R4-164640
	Nokia
	LTE_MTCe2_L1-Perf

	36.141
	861
	1
	B
	Rel-13
	CR: Cat-M1 PRACH Performance Requirements for 36.141
	R4-164641
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.141
	862
	1
	B
	Rel-13
	CR: Cat-M1 PUCCH Performance Requirements for 36.141
	R4-164642
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.141
	863
	1
	B
	Rel-13
	CR: Cat-M1 PUSCH Performance Requirements for 36.141
	R4-164643
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.133
	3629
	 
	B
	Rel-13
	FD-FDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164889
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3630
	 
	B
	Rel-13
	FD-FDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164890
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3631
	 
	B
	Rel-13
	HD-FDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164891
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3632
	 
	B
	Rel-13
	HD-FDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164902
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3633
	 
	B
	Rel-13
	TDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164903
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3634
	 
	B
	Rel-13
	TDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164904
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf
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