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<start of the change>
8.1.2.7
Applicability of Enhanced Downlink Control Channel Performance Requirements
For enhanced Downlink Control Channel Type A receiver capable UE the tests from the Type A receiver test lists from Table 8.1.2.7-1 should be applied and for enhanced Downlink Control Channel Type B receiver capable UE the tests from the Type B receiver test lists Table 8.1.2.7-1 should be applied. 

For enhanced Downlink Control Channel Type B receiver capable UE if the tests from the Type B receiver test lists are tested, the test coverage can be considered fulfilled without executing the corresponding tests from the Type A receiver test lists. 
Table 8.1.2.7-1: Applicability rules for enhanced downlink control channel performance requirements

	Test category
	Type A receiver test list
	Type B receiver test list

	FDD Tests
	PDCCH/PCFICH
	8.4.1.2.5 Test 1


	8.4.1.2.5 Test 1

8.4.1.2.7 Test 1

	
	
	8.4.1.2.6 Test 1
	8.4.1.2.8 Test 1

	
	PHICH
	8.5.1.2.5 Test 1
	8.5.1.2.5 Test 1

8.5.1.2.7 Test 1

	
	
	8.5.1.2.6 Test 1
	8.5.1.2.8 Test 1

	
	EPDCCH
	8.8.4.1 Test 1

8.8.6.1 Test 1
	8.8.4.1 Test 1

8.8.6.1 Test 1

	TDD Tests
	PDCCH/PCFICH
	8.4.2.2.5 Test 1


	8.4.2.2.7 Test 1



	
	
	8.4.2.2.6 Test 1
	8.4.2.2.8 Test 1

	
	PHICH
	8.5.2.2.5 Test 1


	8.5.2.2.7 Test 1



	
	
	8.5.2.2.6 Test 1
	8.5.2.2.8 Test 1

	
	EPDCCH
	8.8.4.2 Test 1

8.8.5.1 Test 1
	8.8.4.2 Test 1

8.8.5.1 Test 1


<end of change>
