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Agenda Item
5.1
Agenda Item
14.1.4
RP-161558
Correction on storing soft channel bits for different UE categories
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	704
	1
	Rel-11
	Correction on storing soft channel bits for different UE categories
	F
	11.11.0
	R1-168313
	TEI11
	

	36.213
	705
	1
	Rel-12
	Correction on storing soft channel bits for different UE categories in Rel-12
	A
	12.10.0
	R1-168314
	TEI11
	

	36.213
	706
	1
	Rel-13
	Correction on storing soft channel bits for different UE categories in Rel-13
	A
	13.2.0
	R1-168315
	TEI11
	


Agenda Item
14.1.6

RP-161559
Maintenance of Rel-13 LTE carrier aggregation enhancement beyond 5 carriers
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	719
	-
	Rel-13
	36.213 CR Clarification on HARQ-ACK transmission
	F
	13.2.0
	R1-167936
	LTE_CA_enh_b5c-Core
	


Agenda Item
14.1.6

RP-161560
Maintenance of Rel-13 elevation beamforming/full-dimension MIMO for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	213
	1
	Rel-13
	Correction on bitwidth of CLASS A codebook
	F
	13.2.0
	R1-167938
	LTE_EBF_FDMIMO-Core
	

	36.212
	214
	1
	Rel-13
	Corrections on CRI bit width in 36.212
	F
	13.2.0
	R1-167939
	LTE_EBF_FDMIMO-Core
	

	36.213
	693
	-
	Rel-13
	Correction on FD-MIMO codebook in 36.213
	F
	13.2.0
	R1-166337
	LTE_EBF_FDMIMO-Core
	

	36.213
	694
	-
	Rel-13
	Correction on RRC paremeters for SRS enhancement in 36.213
	F
	13.2.0
	R1-166338
	LTE_EBF_FDMIMO-Core
	

	36.213
	708
	-
	Rel-13
	Correction on the citation of table indexs for mapping of ICRI to MCRI
	F
	13.2.0
	R1-167404
	LTE_EBF_FDMIMO-Core
	

	36.213
	710
	-
	Rel-13
	Corrections on Codebooks in 36.213
	F
	13.2.0
	R1-167678
	LTE_EBF_FDMIMO-Core
	

	36.213
	740
	1
	Rel-13
	Correction on FD-MIMO codebooks
	F
	13.2.0
	R1-168544
	LTE_EBF_FDMIMO-Core
	


Agenda Item
14.1.6

RP-161561
Maintenance of Rel-13 licensed-assisted access to unlicensed spectrum
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	264
	-
	Rel-13
	Correction on the determination of EPDCCH starting position
	F
	13.2.0
	R1-167402
	LTE_LAA-Core
	

	36.211
	280
	-
	Rel-13
	Correction for PHICH resource reservation on the LAA cell in 36.211 for Rel-13 LAA
	F
	13.2.0
	R1-167935
	LTE_LAA-Core
	

	36.213
	718
	-
	Rel-13
	Correction on "special subframe" for frame structure type 3 in 36.213 for Rel-13 LAA
	F
	13.2.0
	R1-167934
	LTE_LAA-core
	

	36.213
	741
	-
	Rel-13
	CR on LAA post transmission backoff
	F
	13.2.0
	R1-168555
	LTE_LAA-Core
	


RP-161569
Correction on SRS request field in DCI format 1A for Rel-13 LAA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	219
	-
	Rel-13
	Correction on SRS request field in DCI format 1A for Rel-13 LAA
	F
	13.2.0
	R1-168229
	LTE_LAA-Core
	


Agenda Item
14.1.6

RP-161562
Maintenance of Rel-13 Further LTE Physical Layer Enhancements for MTC
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	259
	-
	Rel-13
	MPDCCH search-space with Temporary C-RNTI
	F
	13.2.0
	R1-166621
	LTE_MTCe2_L1-Core
	

	36.211
	272
	1
	Rel-13
	Frequency hopping for SI and paging messages for BL/CE UE
	F
	13.2.0
	R1-167953
	LTE_MTCe2_L1-Core
	

	36.211
	275
	-
	Rel-13
	Scrambling of DL DMRS for BL/CE UE
	F
	13.2.0
	R1-167852
	LTE_MTCe2_L1-Core
	

	36.211
	276
	-
	Rel-13
	Enable cross-subframe channel estimation for BL/CE UE
	F
	13.2.0
	R1-167861
	LTE_MTCe2_L1-Core
	

	36.211
	278
	-
	Rel-13
	Frequency hopping interval for MPDCCH during random access for BL/CE UE
	F
	13.2.0
	R1-167909
	LTE_MTCe2_L1-Core
	

	36.211
	281
	-
	Rel-13
	Correction on MPDCCH transmission without repetition in special subframes
	F
	13.2.0
	R1-168155
	LTE_MTCe2_L1-Core
	

	36.211
	283
	-
	Rel-13
	Clarification of valid subframe in eMTC
	F
	13.2.0
	R1-168234
	LTE_MTCe2_L1-Core
	

	36.211
	285
	-
	Rel-13
	Clarification on PRACH system frame number
	F
	13.2.0
	R1-168508
	LTE_MTCe2_L1-Core
	

	36.211
	286
	-
	Rel-13
	PUCCH retuning with puncturing for BL/CE UE
	F
	13.2.0
	R1-168549
	LTE_MTCe2_L1-Core
	

	36.212
	215
	-
	Rel-13
	Subband CQI report and TM6
	F
	13.2.0
	1- 168287
	LTE_MTCe2_L1-Core
	

	36.212
	216
	1
	Rel-13
	CR for clarification of DCI sizes for format 6-1A (TM6 and TM9) in TS 36.212
	F
	13.2.0
	R1-168212
	LTE_MTCe2_L1-Core
	

	36.213
	695
	-
	Rel-13
	Transport block size determination for Msg2
	F
	13.1.2
	R1-166623
	LTE_MTCe2_L1-Core
	

	36.213
	698
	-
	Rel-13
	Correction on the reference of narrowband definition in TS 36.213
	F
	13.2.0
	R1-167184
	LTE_MTCe2_L1-Core
	

	36.213
	699
	-
	Rel-13
	Correction on the relationship between IMCS and ITBS for DCI format 6-1A in TS 36.213
	F
	13.2.0
	R1-167185
	LTE_MTCe2_L1-Core
	

	36.213
	700
	1
	Rel-13
	Correction on the scrambling initialization for SIB1-BR and SI for eMTC in TS 36.213
	F
	13.2.0
	R1-168157
	LTE_MTCe2_L1-Core
	

	36.213
	711
	-
	Rel-13
	Default max number of PUSCH repetitions for Msg3 for BL/CE UE
	F
	13.2.0
	R1-167853
	LTE_MTCe2_L1-Core
	

	36.213
	714
	1
	Rel-13
	PDSCH start subframe in TDD for BL/CE UE
	F
	13.2.0
	R1-168462
	LTE_MTCe2_L1-Core
	

	36.213
	715
	-
	Rel-13
	Repetition with aperiodic CSI for BL/CE UE
	F
	13.2.0
	R1-167857
	LTE_MTCe2_L1-Core
	

	36.213
	720
	1
	Rel-13
	Correction for UL grant size in RAR
	F
	13.2.0
	R1-168513
	LTE_MTCe2_L1-Core
	

	36.213
	721
	2
	Rel-13
	MBSFN subframes and SIB2 decoding
	F
	13.2.0
	R1-168437
	LTE_MTCe2_L1-Core
	

	36.213
	722
	1
	Rel-13
	Overriding of invalid subframe for msg3 PUSCH when R=1
	F
	13.2.0
	R1-168424
	LTE_MTCe2_L1-Core
	

	36.213
	723
	-
	Rel-13
	On the mapping of TPC command field to power correction values in TS 36.213
	F
	13.2.0
	R1-168156
	LTE_MTCe2_L1-Core
	

	36.213
	724
	-
	Rel-13
	Correction on the MPDCCH scheduling Paging in special subframe in TS 36.213
	F
	13.2.0
	R1-168158
	LTE_MTCe2_L1-Core
	

	36.213
	725
	1
	Rel-13
	Clarification of valid subframe in eMTC
	F
	13.2.0
	R1-168213
	LTE_MTCe2_L1-Core
	

	36.213
	728
	1
	Rel-13
	PUCCH resource allocation
	F
	13.2.0
	R1-168519
	LTE_MTCe2_L1-Core
	

	36.213
	729
	1
	Rel-13
	RV version for PDSCH carrying paging
	F
	13.2.0
	R1-168399
	LTE_MTCe2_L1-Core
	

	36.213
	732
	-
	Rel-13
	Draft CR on RV Cycling for PUSCH and PDSCH
	F
	13.2.0
	R1-168450
	LTE_MTCe2_L1-Core
	

	36.213
	736
	-
	Rel-13
	Clarification on MPDCCH monitoring on SFN rollover and search space overlap
	F
	13.2.0
	R1-168509
	LTE_MTCe2_L1-Core
	

	36.213
	737
	-
	Rel-13
	PUCCH transmission and invalid subframes
	F
	13.2.0
	R1-168521
	LTE_MTCe2_L1-Core
	

	36.213
	738
	-
	Rel-13
	SRS bit in DCI
	F
	13.2.0
	R1-168535
	LTE_MTCe2_L1-Core
	


Agenda Item
14.1.6

RP-161563
Maintenance of Rel-13 NB-IoT feature
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	253
	-
	Rel-13
	Correction on DMRS  for NB-IoT in TS 36.211
	F
	13.2.0
	R1-166180
	NB_IOT-Core
	

	36.211
	254
	1
	Rel-13
	Correction on NPRACH in TS 36.211
	F
	13.2.0
	R1-168364
	NB_IOT-Core
	

	36.211
	255
	-
	Rel-13
	Correction on SC-FDMA signal generation for NB-IoT in TS 36.211
	F
	13.2.0
	R1-166182
	NB_IOT-Core
	

	36.211
	256
	-
	Rel-13
	Corrections to RRC parameter names for NB-IoT in TS 36.211
	F
	13.2.0
	R1-166195
	NB_IOT-Core
	

	36.211
	260
	-
	Rel-13
	Correction on NPBCH in TS 36.211
	F
	13.2.0
	R1-167166
	NB_IOT-Core
	

	36.211
	261
	1
	Rel-13
	Correction on UL collisions in TS 36.211
	F
	13.2.0
	R1-167991
	NB_IOT-Core
	

	36.211
	262
	1
	Rel-13
	Correction on NPSS mapping in TS 36.211
	F
	13.2.0
	R1-168293
	NB_IOT-Core
	

	36.211
	263
	1
	Rel-13
	Corrections on the presence of NRS for standalone and guard band operation mode in TS 36.211
	F
	13.2.0
	R1-168444
	NB_IOT-Core
	

	36.211
	265
	-
	Rel-13
	Corrections on NPDCCH scrambling in TS 36.211
	F
	13.2.0
	R1-167419
	NB_IOT-Core
	

	36.211
	282
	1
	Rel-13
	Introduction of a reserved range of NPRACH sub-carriers for contention based access
	F
	13.2.0
	R1-168495
	NB_IOT-Core
	

	36.211
	284
	-
	Rel-13
	Correction of NB-IoT antenna port mapping
	F
	13.2.0
	R1-168236
	NB_IOT-Core
	

	36.211
	287
	1
	Rel-13
	Phase difference between NRS and CRS
	F
	13.2.0
	1- 168219
	NB_IOT-Core
	

	36.212
	211
	-
	Rel-13
	Correction on BCH rate matching in TS 36.212
	F
	13.2.0
	R1-167183
	NB_IOT-Core
	

	36.213
	689
	1
	Rel-13
	Correction on random access procedure for NB-IoT on TS 36.213
	F
	13.2.0
	R1-167989
	NB_IOT-Core
	

	36.213
	690
	-
	Rel-13
	Correction on NPDCCH related procedure on TS 36.213
	F
	13.2.0
	R1-166184
	NB_IOT-Core
	

	36.213
	691
	-
	Rel-13
	Corrections to RRC parameter names for NB-IoT in TS 36.213
	F
	13.2.0
	R1-166196
	NB_IOT-Core
	

	36.213
	692
	1
	Rel-13
	Corrections on NPDSCH related procedure in TS 36.213
	F
	13.2.0
	R1-167990
	NB_IOT-Core
	

	36.213
	696
	-
	Rel-13
	Correction on NPUSCH related procedure on TS 36.213
	F
	13.2.0
	R1-167172
	NB_IOT-Core
	

	36.213
	701
	-
	Rel-13
	Corrections on NPDCCH search space for random access in connected mode in TS 36.213
	F
	13.2.0
	R1-167188
	NB_IOT-Core
	

	36.213
	726
	-
	Rel-13
	Quasi-colocation of NB-IoT antenna ports
	F
	13.2.0
	R1-168237
	NB_IOT-Core
	

	36.213
	730
	-
	Rel-13
	Missing definition of higher layer parameter eutra-CRS-SequenceInfo
	F
	13.2.0
	R1-168374
	NB_IoT-Core
	

	36.213
	731
	-
	Rel-13
	PUSCH timing delay for NB-IoT
	F
	13.2.0
	R1-168375
	NB_IOT-Core
	

	36.213
	734
	-
	Rel-13
	Clarification of scheduling delay
	F
	13.2.0
	R1-168496
	NB_IoT-Core
	

	36.213
	739
	-
	Rel-13
	Clarification of NB-IoT DL subframe configuration
	F
	13.2.0
	R1-168539
	NB_IOT-Core
	

	36.214
	36
	-
	Rel-13
	Correction on NRS port number mapping
	F
	13.2.0
	R1-168199
	NB_IOT-Core
	

	36.214
	37
	-
	Rel-13
	Correction on NRSRQ applicability
	F
	13.2.0
	R1-168296
	NB_IOT-Core
	


Agenda Item
14.1.6

RP-161564
Correction of Dual Carrier HSUPA enhancements for UTRAN CS
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	753
	1
	Rel-13
	Correction of Dual Carrier HSUPA enhancements for UTRAN CS
	F
	13.3.1
	R1-168031
	DC_HSUPA_CS-Core
	


Agenda Item
14.1.5
RP-161565
Correction from SC-FDFMA to SC-FDMA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	279
	-
	Rel-13
	CR on the correction from SC-FDFMA to SC-FDMA
	F
	13.2.0
	R1-167933
	LTE_D2D_Prox-Core
	


Agenda Item
14.1.5
RP-161566
Correction to the Beacon RSSI definition
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.214
	34
	-
	Rel-12
	Correction to the Beacon RSSI definition
	F
	12.2.0
	R1-167547
	UTRA_LTE_WLAN_interw-Core
	


Agenda Item
14.1.6

RP-161567
Correction to the WLAN RSSI definition
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.214
	35
	-
	Rel-13
	Correction to the WLAN RSSI definition
	F
	13.2.0
	R1-167549
	LTE_WLAN_radio-Core
	


Agenda Item
14.1.5
RP-161568
Maintenance of DCH Enhancements for UMTS
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	323
	-1
	Rel-12
	On adding the TS 25.321 to the list of references of TS 25.211, which used in the definition of “UL DPCH 10ms Mode”
	D
	12.1.0
	R1-168035
	UTRA_DCHenh-Core
	

	25.211
	324
	-1
	Rel-13
	On adding the TS 25.321 to the list of references of TS 25.211, which used in the definition of “UL DPCH 10ms Mode”
	A
	13.0.0
	R1-168036
	UTRA_DCHenh-Core
	

	25.214
	749
	-
	Rel-12
	Clarifications on UL Discontinuous Transmission with DCH enhancements
	F
	12.4.0
	R1-166495
	UTRA_DCHenh-Core
	

	25.214
	750
	-
	Rel-13
	Clarifications on UL Discontinuous Transmission with DCH enhancements (Rel. 13)
	A
	13.3.0
	R1-166496
	UTRA_DCHenh-Core
	

	25.214
	751
	1
	Rel-13
	Correction of DCH enhancements
	A
	13.3.1
	R1-168032
	UTRA_DCHenh-Core
	

	25.214
	752
	1
	Rel-12
	Correction of DCH enhancements
	F
	12.4.0
	R1-168033
	UTRA_DCHenh-Core
	

	25.214
	754
	-
	Rel-12
	Editorial clarification on the definitions of "UL DPCH 10ms Mode" and "UL DPCH 20ms Mode" of DCH enhancements for UMTS
	D
	12.4.0
	R1-167760
	UTRA_DCHenh-Core
	

	25.214
	755
	-
	Rel-13
	Editorial clarification on the definitions of "UL DPCH 10ms Mode" and "UL DPCH 20ms Mode" of DCH enhancements for UMTS
	A
	13.3.1
	R1-167761
	UTRA_DCHenh-Core
	


Agenda Item
10.4.2
RP-161570
Introduction of Rel-14 V2V services based on LTE sidelink to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	16
	1
	Rel-14
	Introduction of V2V
	B
	13.2.0
	R1-168201
	LTE_SL_V2V-Core
	

	36.211
	267
	2
	Rel-14
	Introduction of V2V support
	B
	13.2.0
	R1-168223
	LTE_SL_V2V-Core
	

	36.212
	217
	 
	Rel-14
	Introduction of V2V into TS36.212
	B
	13.2.0
	R1-168224
	LTE_SL_V2V-Core
	

	36.213
	744
	-
	Rel-14
	Introduction of V2V into TS36.213
	B
	13.2.0
	R1-168226
	LTE_SL_V2V-Core
	

	36.214
	38
	1
	Rel-14
	Introduction of V2V support
	B
	13.2.0
	R1-168227
	LTE_SL_V2V-Core
	


Agenda Item
10.4.1
RP-161571
Introduction of Rel-14 Enhanced LAA to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	15
	-
	Rel-14
	Introduction of eLAA
	B
	13.2.0
	R1-168457
	LTE_eLAA-Core
	

	36.211
	266
	2
	Rel-14
	Introduction of eLAA
	B
	13.2.0
	R1-168222
	LTE_eLAA-Core
	

	36.212
	218
	-
	Rel-14
	Introduction of eLAA into 36.212
	B
	13.2.0
	R1-168225
	LTE_eLAA-Core
	

	36.213
	742
	-
	Rel-14
	Introduction of eLAA (PHY layer aspects) in 36.213
	B
	13.2.0
	R1-168220
	LTE_eLAA-Core
	

	36.213
	743
	-
	Rel-14
	Introduction of eLAA (UL Channel Access Procedure) in 36.213
	B
	13.2.0
	R1-168221
	LTE_eLAA-Core
	


Agenda Item
10.4.10
RP-161572
Introduction of Rel-14 L2 latency reduction techniques to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	709
	2
	Rel-14
	Addition of LTE_LATRED_L2-Core
	B
	13.2.0
	R1-168228
	LTE_LATRED_L2-Core
	


Agenda Item
9.3
RP-161573
Maintenance to TR38.900 - Study on channel model for frequency spectrum above 6 GHz
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	38.900
	2
	1
	Rel-14
	Definitions, symbols and abbreviations in section 3 of TR38.900
	F
	14.0.0
	R1-168001
	FS_6GHz_CH_model
	

	38.900
	4
	2
	Rel-14
	Clarifications and corrections to fast fading model in Sections 7.5 and 7.6 of TR38.900
	F
	14.0.0
	R1-168023
	FS_6GHz_CH_model
	

	38.900
	9
	-
	Rel-14
	Correction to the TDL-E and CDL-E
	F
	14.0.0
	R1-167237
	FS_6GHz_CH_model
	

	38.900
	12
	-
	Rel-14
	CR for capturing large-scale and full-scale calibration results
	F
	14.0.0
	R1-167579
	FS_6GHz_CH_model
	

	38.900
	13
	1
	Rel-14
	CR for TR38.900 for editorials and minor corrections
	F
	14.0.0
	R1-168477
	FS_6GHz_CH_model
	

	38.900
	14
	1
	Rel-14
	TR38.900_CR_Section_6
	F
	14.0.0
	R1-168003
	FS_6GHz_CH_model
	

	38.900
	15
	1
	Rel-14
	TR38.900_CR_Section_7.1
	F
	14.0.0
	R1-168004
	FS_6GHz_CH_model
	

	38.900
	16
	-
	Rel-14
	TR38.900_CR_Section_7.2
	F
	14.0.0
	R1-167811
	FS_6GHz_CH_model
	

	38.900
	17
	1
	Rel-14
	TR38.900_CR_Section_7.3
	F
	14.0.0
	R1-168005
	FS_6GHz_CH_model
	

	38.900
	19
	-
	Rel-14
	Correction to UMi O2I delay spread
	F
	14.0.0
	R1-167481
	FS_6GHz_CH_model
	

	38.900
	20
	-
	Rel-14
	Correction for spatial consistency of indoor distance
	F
	14.0.0
	R1-167480
	FS_6GHz_CH_model
	

	38.900
	22
	1
	Rel-14
	Correction for RMa shadow fading
	F
	14.0.0
	R1-168021
	FS_6GHz_CH_model
	

	38.900
	23
	-
	Rel-14
	Correction to MIMO extension of TDLs
	F
	14.0.0
	R1-167477
	FS_6GHz_CH_model
	

	38.900
	24
	-
	Rel-14
	Correction for mean ZOA
	F
	14.0.0
	R1-167476
	FS_6GHz_CH_model
	

	38.900
	25
	1
	Rel-14
	Correction for K-factor scaling of TDL models
	F
	14.0.0
	R1-168017
	FS_6GHz_CH_model
	

	38.900
	26
	1
	Rel-14
	Correction for Doppler spectrum of TDLs
	F
	14.0.0
	R1-168014
	FS_6GHz_CH_model
	

	38.900
	27
	-
	Rel-14
	TR38.900_CR_Section_7.4
	F
	14.0.0
	R1-16xxxx
	FS_6GHz_CH_model
	

	38.900
	29
	1
	Rel-14
	TR38.900_CR_Section_7.6.2.1
	F
	14.0.0
	R1-168010
	FS_6GHz_CH_model
	

	38.900
	30
	1
	Rel-14
	TR38.900_CR_Section_7.6.2.2
	F
	14.0.0
	R1-167920
	FS_6GHz_CH_model
	

	38.900
	31
	2
	Rel-14
	TR38.900_CR_Section_7.6.3
	F
	14.0.0
	R1-168012
	FS_6GHz_CH_model
	

	38.900
	32
	2
	Rel-14
	TR38.900_CR_Section_7.6.4
	F
	14.0.0
	R1-168329
	FS_6GHz_CH_model
	

	38.900
	33
	-
	Rel-14
	TR38.900_CR_Section_7.7.3
	D
	14.0.0
	R1-167830
	FS_6GHz_CH_model
	

	38.900
	34
	2
	Rel-14
	TR38.900_CR_Section_7.7.4
	F
	14.0.0
	R1-168016
	FS_6GHz_CH_model
	

	38.900
	35
	1
	Rel-14
	TR38.900_CR_Section_7.7.5
	F
	14.0.0
	R1-167919
	FS_6GHz_CH_model
	

	38.900
	36
	3
	Rel-14
	TR38.900_CR_Section_8.4
	F
	14.0.0
	R1-168022
	FS_6GHz_CH_model
	

	38.900
	37
	2
	Rel-14
	TR38.900_CR_Section_7.6.6
	F
	14.0.0
	R1-168330
	FS_6GHz_CH_model
	

	38.900
	38
	2
	Rel-14
	Applicability of TR38.900
	F
	14.0.0
	R1-168159
	FS_6GHz_CH_model
	

	38.900
	39
	-
	Rel-14
	TR38.900_CR_Consistent_Equation_Numbering
	D
	14.0.0
	R1-168153
	FS_6GHz_CH_model
	

	38.900
	40
	 
	Rel-14
	Corrections on spatial consistency across floors in TR 38.900
	F
	14.0.0
	R1-168013
	FS_6GHz_CH_model
	

	38.900
	41
	 
	Rel-14
	CR on Oxygen Absorption
	F
	14.0.0
	R1-168009
	FS_6GHz_CH_model
	

	38.900
	42
	-
	Rel-14
	CR on spatially consistent random variable clarification in TR38.900
	F
	14.0.0
	R1-168478
	FS_6GHz_CH_model
	

	38.900
	43
	-
	Rel-14
	CR on delay scaling parameters in LLS channel model in TR38.900
	F
	14.0.0
	R1-168479
	FS_6GHz_CH_model
	

	38.900
	44
	-
	Rel-14
	Correction on Calibration Simulation Assumption in TR38.900
	F
	14.0.0
	R1-168480
	FS_6GHz_CH_model
	


