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<Start of first modified section>
15.7
Communication Forwarding on non Reply: activation

15.7.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding for the case when user does not answer to the phone. This process is described in 3GPP TS 24.604 [106]. 

15.7.2
Conformance requirement

Generic requirements for Communication Forwarding can be found from Annexes F.1 and F.4.

[TS 24.604, clause 4.2.1.4]:

The CFNR service enables a served user to have the network redirect to another user communications which are addressed to the served user's address, and for which the connection is not established within a defined period of time. The CFNR service may operate on all communications, or just those associated with specified services. The served user's ability to originate communications is unaffected by the CFNR supplementary service.

The CFNR service can only be invoked by the network after the communication has been offered to the served user and an indication that the called user is being informed of the communication has been received.

As a service provider option, a subscription option can be provided to enable the served user to receive an indication that the CFNR service has been activated. This indication shall be provided when the served user originates a communication if the CFNR service has been activated for the served user's address and for the service requested for the communication.

The maximum number of diversions permitted for each communication is a service provider option. The service provider shall define the upper limit of diversions. When counting the number of diversions, all types of diversion are included.

Reference(s)

3GPP TS 24.604 [106]
15.7.3
Test purpose

1)
To verify that the UE can request activation of Communication Forwarding (when the called user does not answer) with a correctly composed HTTP PUT request; and

2)
To verify that the UE can request deactivation of Communication Forwarding; and

3)
To verify that the UE can authenticate its HTTP requests by including a correctly composed Authorization header with credentials of the user to the request. The UE may either include the Authorization header to its initial request or when sending the request again after receiving 401 response from SS.

15.7.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated an IPCAN bearer (e.g. PDP context or EPS bearer) with SS.

SS is configured with the HTTP Digest password for XCAP or shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE.

If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding on non Reply, at step 7 deactivation of Communication Forwarding on non Reply is respectively triggered at the UE.

15.7.5
Test requirements

1. SS shall check that the UE can authenticate itself correctly with the authentication scheme that the UE supports:

-
HTTP Digest authentication (see Annex C.29.1 step 2, NOTE 1) or

-
GAA based authentication as specified in TS 33.222 [121] and TS 24.109 [119] (see Annex C.29.2).-

2. SS shall check that after Annex C.29.1 step 6 the simservs document stored in the SS contains the following pieces of information supplied by the UE:

-
<communication-diversion> element with "active" attribute set as "true"

-
within <cp:ruleset> one <cp:rule> element for communication forwarding as follows:

-
<cp:conditions> element containing a <no-answer> element and not containing a <rule-deactivated> element

-
<cp:actions> element containing <forward-to> element containing <target> element. Additionally <NoReplyTimer> element shall be included, if the UE supports no reply timer setting.

-
value of target address to be px_XCAP_TargetUri

-
value of NoReplyTimer (if included) to be 10 seconds
3. SS shall check that after step 9 the simservs document stored in the SS contains the following pieces of information supplied by the UE:

-
<communication-diversion> element with "active" attribute being set "false"

or

-
<communication-diversion> element with "active" attribute set as "true"

-
within <cp:ruleset> one <cp:rule> element found at step 2 for communication forwarding as follows:

-
<cp:conditions> element containing a <rule-deactivated> element
<End of modified section>
