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Change 1
	Function name
	f_IMS_RegisterResponse_401_MessageHeaderTX

	Reason for change
	According to 34.229-1 A.1.2, the Security-Server header should be present for condition A1 (IMS Security) and not present for condition A2 (SIP digest). Current TTCN is including the header only if SIP Digest is selected.

	Summary of change
	Correct logic in check of f_IMS_PTC_SecurityScheme_IsSipDigest ()

	TTCN module
	IMS_Procedures_Registration.ttcn

	MCC160 Comment
	


Before change
function f_IMS_RegisterResponse_401_MessageHeaderTX(REGISTER_Request p_RegisterRequest,

                                                      template (omit) charstring p_Nonce := omit) runs on IMS_PTC return template (value) MessageHeader

  {

    var MessageHeader v_MessageHeader_Register := p_RegisterRequest.msgHeader;

    var charstring v_Nonce;

    var template (value) SecurityMechanism_List v_SecurityMech;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

    ......


......

    if (f_IMS_PTC_SecurityScheme_IsSipDigest()) {     /* @sic R5-160290 FBBA registration sic@ */

      v_SecurityMech := f_IMS_PTC_BuildSecurityServerParam();

      v_MessageHeader_Response.securityServer  := cs_SecServerDef(v_SecurityMech);

    }

    return v_MessageHeader_Response;

  }
After change
function f_IMS_RegisterResponse_401_MessageHeaderTX(REGISTER_Request p_RegisterRequest,

                                                      template (omit) charstring p_Nonce := omit) runs on IMS_PTC return template (value) MessageHeader

  {

    var MessageHeader v_MessageHeader_Register := p_RegisterRequest.msgHeader;

    var charstring v_Nonce;

    var template (value) SecurityMechanism_List v_SecurityMech;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

   ......


......

    if (not f_IMS_PTC_SecurityScheme_IsSipDigest()) {     /* @sic R5-160290 FBBA registration sic@ */

      v_SecurityMech := f_IMS_PTC_BuildSecurityServerParam();

      v_MessageHeader_Response.securityServer  := cs_SecServerDef(v_SecurityMech);

    }

    return v_MessageHeader_Response;

  }
