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22.2
Idle mode operations
22.2.1
NB-IoT / PLMN selection of RPLMN, HPLMN / EHPLMN, UPLMN and OPLMN / Automatic mode

22.2.1.1
Test Purpose (TP)

(1)

with { UE in Automatic network selection mode and RPLMN, HPLMN, UPLMN and OPLMN cells available and UE is fitted with a USIM indicating RPLMN should be selected }

ensure that {

  when { UE is switched on or return to coverage }

    then { UE selects a cell of the RPLMN and UE attempts Tracking area update on the selected cell and when successfully registered indicates the selected PLMN to the user. }

            }

(2)

with { UE camped on a VPLMN cell and cells of a higher priority PLMN available }

ensure that {

  when { higher priority PLMN search timer T expires }

    then { UE selects and camps on a cell of the highest priority PLMN and UE attempts Tracking area update on the selected cell and when successfully registered indicates the selected PLMN to the user. }

            }

(3)

with { UE in Automatic network selection mode and HPLMN, UPLMN and OPLMN cells available and UE is fitted with a USIM with Access Technology data files for each PLMN and there are no equivalent HPLMNs defined}

ensure that {

  when { UE is switched on or return to coverage }

    then { UE selects a cell of the highest priority PLMN and UE attempts Tracking area update on the selected cell and when successfully registered indicates the selected PLMN to the user. }

            }

(4)

with { UE camped on a VPLMN cell and cells of a HPLMN available }

ensure that {

  when { higher priority PLMN search timer T expires }

    then { UE selects and camps on a cell of HPLMN and UE attempts Tracking area update on the selected cell and when successfully registered indicates the selected PLMN to the user. }

            }

