Page 1



3GPP TSG-RAN WG5 Testing 
R5s160864
01 Jan – 31 Dec 2016

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.123-3
	CR
	3554
	rev
	
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of Rel-8 UTRA SS testcase 15.1.1

	
	

	Source to WG:
	Keysight Technologies UK

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-10-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The Country Code is not displayed on the UE along with Calling Number for CLIP test case 15.1.1

	
	

	Summary of change:
	cs_CallingPartyNumber has been modified to include the country code along with the calling number. ‘+’ has been removed from charstring InternationalISDNPrefix since the UE displays + along with country code.

	
	

	Consequences if not approved:
	A compliant UE may fail the Test Case.

	
	

	Clauses affected:
	15.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


Change 1 
	Object name 
	f_TC_15_1_1_UTRAN()

	Reason for change
	The Country Code is not displayed on the UE along with Calling Number for CLIP test case 15.1.1

	Summary of change
	cs_CallingPartyNumber has been modified to include the country code along with the calling number. ‘+’ has been removed from charstring InternationalISDNPrefix since the UE displays + along with country code.

	Module
	CLIP_CLIR_CNAP.ttcn 

	Label
	WA#


Before Change:
	  function f_TC_15_1_1_UTRAN() runs on UTRAN_PTC

  { /* CLIP / Normal Operation */

    var charstring v_CallingNumber := "12345667890";

    var charstring v_InternationalISDNPrefix := "+38"; // @sic R5s150084 sic@

    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UTRAN_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    f_UTRAN34_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, -, -, cs_CallingPartyNumber(f_CharPacking_IA5toBCD(v_CallingNumber)))));

    


After Change:

	  function f_TC_15_1_1_UTRAN() runs on UTRAN_PTC

  { /* CLIP / Normal Operation */

    var charstring v_CallingNumber := "12345667890";

    var charstring v_InternationalISDNPrefix := "38"; /*WA#15_1_1 “+38”*/
    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UTRAN_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    f_UTRAN34_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, -, -, cs_CallingPartyNumber(f_CharPacking_IA5toBCD(v_InternationalISDNPrefix & v_CallingNumber)))));/*WA#15_1_1 */
    


