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<< Unchanged sections omitted >>
PUCCH-ConfigDedicated-v1020-DEFAULT

Table 4.6.3-9A: PUCCH-ConfigDedicated-v1020-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  pucch-Format-r10 CHOICE {
	
	
	Single SCC

	    channelSelection-r10 SEQUENCE {
	
	
	

	      n1PUCCH-AN-CS-r10 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	              n1PUCCH-AN-CS-List-r10 SEQUENCE{
	1
	
	FDD

	                   N1PUCCH-AN-CS-r10
	4
	
	

	
	101
	
	

	
	102
	
	

	
	103
	
	

	
	104
	
	

	              }
	
	
	

	             n1PUCCH-AN-CS-List-r10 SEQUENCE{
	2
	
	2TX AND FDD,

TDD

	                N1PUCCH-AN-CS-r10
	4
	
	

	
	101
	
	

	
	102
	
	

	
	103
	
	

	
	104
	
	

	               N1PUCCH-AN-CS-r10
	4
	
	

	
	105
	
	

	
	106
	
	

	
	107
	
	

	
	108
	
	

	           }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  pucch-Format-r10 CHOICE {
	
	
	2 SCCs or more, TDD FDD CA

	    format3-r10 SEQUENCE {
	
	
	

	       n3PUCCH-AN-List-r10 SEQUENCE {
	4
	
	

	
	101
	
	

	
	102
	
	

	
	103
	
	

	
	104
	
	

	       }
	
	
	

	       twoAntennaPortActivatedPUCCH-Format3-r10
	Not present
	
	

	   }
	
	
	

	  }
	
	
	

	  twoAntennaPortActivatedPUCCH-Format1a1b-r10
	Not present
	
	

	  simultaneousPUCCH-PUSCH-r10
	Not present
	
	

	  n1PUCCH-AN-RepP1-r10
	Not present
	
	

	}
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