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< Unchanged parts are omitted >

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

BCH
Broadcast channel

CFI
Control Format Indicator

CP
Cyclic Prefix

CSI
Channel State Information
DCI
Downlink Control Information

DL-SCH
Downlink Shared channel

EPDCCH
Enhanced Physical Downlink Control channel 

FDD
Frequency Division Duplexing

HI
HARQ indicator 
LAA
Licensed-Assisted Access

MCH
Multicast channel

MPDCCH
MTC Physical Downlink Control Channel 
MUST
Multiuser Superposition Transmission
NPBCH
Narrowband Physical Broadcast channel
NPDCCH
Narrowband Physical Downlink Control channel
NPDSCH
Narrowband Physical Downlink Shared channel
NPRACH
Narrowband Physical Random Access channel
NPUSCH
Narrowband Physical Uplink Shared channel
PBCH
Physical Broadcast channel

PCFICH
Physical Control Format Indicator channel

PCH
Paging channel

PDCCH 
Physical Downlink Control channel

PDSCH
Physical Downlink Shared channel

PHICH
Physical HARQ indicator channel

PMCH
Physical Multicast channel

PMI
Precoding Matrix Indicator

PRACH
Physical Random Access channel

PSBCH
Physical Sidelink Broadcast Channel

PSCCH
Physical Sidelink Control Channel

PSDCH
Physical Sidelink Discovery Channel

PSSCH
Physical Sidelink Shared Channel 

PUCCH
Physical Uplink Control channel

PUSCH
Physical Uplink Shared channel

RACH
Random Access channel

RI
Rank Indication 
SCI
Sidelink Control Information

SL-BCH
Sidelink Broadcast Channel
SL-DCH
Sidelink Discovery Channel

SL-SCH
Sidelink Shared Channel

SR
Scheduling Request

SRS
Sounding Reference Signal

TDD
Time Division Duplexing

TPMI
Transmitted Precoding Matrix Indicator

UCI

Uplink Control Information

UL-SCH
Uplink Shared channel
< Unchanged parts are omitted >
5.3.3.1.2
Format 1
DCI format 1 is used for the scheduling of one PDSCH codeword in one cell. 

The following information is transmitted by means of the DCI format 1:

- Carrier indicator – 0 or 3 bits. This field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

      If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed. 

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]: 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3]: 
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 bits of this field are used as a header specific to this resource allocation type to indicate the selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span
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where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- HARQ process number – 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- New data indicator – 1 bit

- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.
- MUST interference presence and power ratio – 0 or 2 bits as defined in section 6.3.3 of [2]. This field is present only when the UE is configured for MUST-near operation and the number of antenna ports for CRS transmission in the serving cell is 2. 
If the UE is not configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of information bits in format 1 is equal to that for format 0/1A, one bit of value zero shall be appended to format 1.
If the UE is configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of information bits in format 1 is equal to that for format 0/1A for scheduling the same serving cell and mapped onto the UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be appended to format 1.

If the number of information bits in format 1 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one or more zero bit(s) shall be appended to format 1 until the payload size of format 1 does not belong to one of the sizes in Table 5.3.3.1.2-1 and is not equal to that of format 0/1A mapped onto the same search space.
Table 5.3.3.1.2-1: Ambiguous Sizes of Information Bits.

	{12, 14, 16 ,20, 24, 26, 32, 40, 44, 56}


Table 5.3.3.1.2-2: Number of bits for Downlink Assignment Index.

	Number 
of bits
	

	4
	For UEs configured by higher layers with codebooksizeDetermination-r13 = dai and when a DCI format scheduling PDSCH is mapped onto the UE specific search space given by the C-RNTI as defined in [3], the 4-bit DAI consists of a 2-bit counter DAI and a 2-bit total DAI. 
-
Counter DAI – 2 bits as defined in section 7.3 of [3]
-
Total DAI – 2 bits as defined in section 7.3 of [3]

	2
	For UEs configured with no more than five DL cells, or for UEs configured by higher layers with codebooksizeDetermination-r13 = cc, or for UEs configured by higher layers with codebooksizeDetermination-r13 = dai and when a DCI format scheduling PDSCH is not mapped onto the UE specific search space given by the C-RNTI as defined in [3], this field is present for FDD or TDD operation, for cases with TDD primary cell.
If the UL/DL configuration of all TDD serving cells is same and the UE is not configured to decode PDCCH with CRC scrambled by eimta-RNTI, then this field only applies to serving cell with UL/DL configuration 1-6
If at least two TDD serving cells have different UL/DL configurations or the UE is configured to decode PDCCH with CRC scrambled by eimta-RNTI, then this field applies to a serving cell with DL-reference UL/DL configuration 1-6 as defined in section 10.2 of [3]

	0
	For UEs configured with no more than five DL cells, or for UEs configured by higher layers with codebooksizeDetermination-r13 = cc, or for UEs configured by higher layers with codebooksizeDetermination-r13 = dai and when a DCI format scheduling PDSCH is not mapped onto the UE specific search space given by the C-RNTI as defined in [3], this field is not present for FDD or TDD operation, for cases with FDD primary cell.


< Unchanged parts are omitted >
5.3.3.1.5
Format 2

The following information is transmitted by means of the DCI format 2:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 defined in section 7.1.6.1 of [3]: 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3]: 

- 
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 bits of this field are used as a header specific to this resource allocation type to indicate the selected resource blocks subset 

- 1 bit indicates a shift of the resource allocation span
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where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Transport block to codeword swap flag – 1 bit

In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits
- MUST interference presence and power ratio – 0 or 2 bits as defined in section 6.3.3 of [2]. This field is present only when the UE is configured for MUST-near operation and the number of antenna ports for CRS transmission in the serving cell is 2
In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits
- MUST interference presence and power ratio – 0 or 2 bits as defined in section 6.3.3 of [2]. This field is present only when the UE is configured for MUST-near operation and the number of antenna ports for CRS transmission in the serving cell is 2
- Precoding information – number of bits as specified in Table 5.3.3.1.5-3

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑1.

In case one of the transport blocks is disabled as specified in section 7.1.7.2 of [3], the transport block to codeword swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2.

Table 5.3.3.1.5-1: Transport block to codeword mapping
(two transport blocks enabled).

	transport block
to codeword
swap flag value
	codeword 0
(enabled)
	codeword 1
(enabled)

	0
	transport block 1
	transport block 2

	1
	transport block 2
	transport block 1


Table 5.3.3.1.5-2: Transport block to codeword mapping
(one transport block enabled).

	transport block 1
	transport block 2
	codeword 0
(enabled)
	codeword 1
(disabled)

	enabled
	disabled
	transport block 1
	-

	disabled
	enabled
	transport block 2
	-


The interpretation of the precoding information field depends on the number of enabled codewords according to Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5.  Note that TPMI indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]. For a single enabled codeword, indices 18 to 34 inclusive in Table 5.3.3.1.5-5 are only supported for retransmission of the corresponding transport block if that transport block has previously been transmitted using two layers with closed-loop spatial multiplexing.

If the number of information bits in format 2 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2.

Some entries in Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5 are used for indicating that the eNodeB has applied precoding according to PMI(s) reported by the UE. In these cases the precoding for the corresponding RB(s) in subframe n is according to the latest PMI(s) in an aperiodic CSI reported on or before subframe n-4. For aperiodic CSI mode 2-2: Precoding of scheduled resource blocks belonging to the reported preferred M subband(s) use precoder(s) according to the preferred M subband PMI indicated by the latest aperiodic CSI report; Precoding of scheduled resource blocks not belonging to the reported preferred M subband(s) use a precoder according to the wideband PMI indicated by the latest aperiodic CSI report.
Table 5.3.3.1.5-3: Number of bits for precoding information.

	Number of antenna ports at eNodeB
	Number of bits for precoding information

	2
	3

	4
	6


Table 5.3.3.1.5-4: Content of precoding information field for 2 antenna ports.

	One codeword: 

Codeword 0 enabled, 

Codeword 1 disabled
	Two codewords: 

Codeword 0 enabled, 

Codeword 1 enabled

	Bit field mapped to index
	Message
	Bit field mapped to index
	Message

	0
	2 layers: Transmit diversity
	0
	2 layers: Precoding corresponding to precoder matrix 
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	1
	1 layer: Precoding corresponding to precoding vector 
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	1
	2 layers: Precoding corresponding to precoder matrix 
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	2
	1 layer: Precoding corresponding to precoder vector 
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	2
	2 layers: Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s)



	3
	1 layer: Precoding corresponding to precoder vector 
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	3
	reserved

	4
	1 layer: Precoding corresponding to precoder vector 
[image: image12.wmf][

]

2

/

1

T

j

-


	4
	reserved

	5
	1 layer: 

Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s),

if RI=2 was reported, using 1st column multiplied by 
[image: image13.wmf]2

of all precoders implied by the reported PMI(s)
	5
	reserved

	6
	1 layer:

Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s),

if RI=2 was reported, using 2nd column multiplied by 
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of all precoders implied by the reported PMI(s)
	6
	reserved

	7
	reserved
	7
	reserved


Table 5.3.3.1.5-5: Content of precoding information field for 4 antenna ports.

	One codeword: 

Codeword 0 enabled, 

Codeword 1 disabled
	Two codewords: 

Codeword 0 enabled, 

Codeword 1 enabled

	Bit field mapped to index
	Message
	Bit field mapped to index
	Message

	0
	4 layers: Transmit diversity
	0
	2 layers: TPMI=0

	1
	1 layer: TPMI=0
	1
	2 layers: TPMI=1

	2
	1 layer: TPMI=1
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	15
	2 layers: TPMI=15

	16
	1 layer: TPMI=15
	16
	2 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	17
	1 layer: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)
	17
	3 layers: TPMI=0

	18
	2 layers: TPMI=0
	18
	3 layers: TPMI=1

	19
	2 layers: TPMI=1
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	32
	3 layers: TPMI=15

	33
	2 layers: TPMI=15
	33
	 3 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	34
	2 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)
	34
	4 layers: TPMI=0

	35 – 63
	reserved
	35
	4 layers: TPMI=1
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	49
	4 layers: TPMI=15

	
	
	50
	4 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	
	
	51 – 63
	Reserved


< Unchanged parts are omitted >

5.3.3.1.5A
Format 2A
The following information is transmitted by means of the DCI format 2A:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3] 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3] 
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where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Transport block to codeword swap flag – 1 bit

In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

- Precoding information – number of bits as specified in Table 5.3.3.1.5A-1

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.
- MUST interference presence and power ratio – 0 or 2 bits as defined in section 6.3.3 of [2]. This field is present only when the UE is configured for MUST-near operation and the number of antenna ports for CRS transmission in the serving cell is 2.
If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑1.

In case one of the transport blocks is disabled, the transport block to codeword swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2.

The precoding information field is defined according to Table 5.3.3.1.5A‑2. For a single enabled codeword, index 1 in Table 5.3.3.1.5A-2 is only supported for retransmission of the corresponding transport block if that transport block has previously been transmitted using two layers with large delay CDD.

For transmission with 2 antenna ports, the precoding information field is not present. The number of transmission layers is equal to 2 if both codewords are enabled; transmit diversity is used if codeword 0 is enabled while codeword 1 is disabled. 

If the number of information bits in format 2A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2A.

Table 5.3.3.1.5A-1: Number of bits for precoding information.

	Number of antenna ports at eNodeB
	Number of bits for precoding information

	2
	0

	4
	2


Table 5.3.3.1.5A-2: Content of precoding information field for 4 antenna ports.

	One codeword: 

Codeword 0 enabled, 

Codeword 1 disabled
	Two codewords: 

Codeword 0 enabled, 

Codeword 1 enabled

	Bit field mapped to index
	Message
	Bit field mapped to index
	Message

	0
	4 layers: Transmit diversity
	0
	2 layers: precoder cycling with large delay CDD

	1
	2 layers: precoder cycling with large delay CDD
	1
	3 layers: precoder cycling with large delay CDD

	2
	reserved
	2
	4 layers: precoder cycling with large delay CDD

	3
	reserved
	3
	reserved


< Unchanged parts are omitted >

5.3.3.1.5B
Format 2B

The following information is transmitted by means of the DCI format 2B:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3] 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3] 
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where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Scrambling identity– 1 bit as defined in section 6.10.3.1 of [2] 
- SRS request – [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of [3]

In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.
- MUST interference presence and modulation (This field is present only when the UE is configured for MUST operation) – 0 or 2 bits. The field is defined in Table 5.3.3.1.5C-3, where the interfering antenna port is in {7,8} excluding the antenna port for transmission.  
If both transport blocks are enabled, the number of layers equals two; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to codeword 1. Antenna ports 7 and 8 are used for spatial multiplexing.

In case one of the transport blocks is disabled, the number of layers equals one; the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2; and the antenna port for single-antenna port transmission is according to Table 5.3.3.1.5B-1.

Table 5.3.3.1.5B-1: Antenna port for single-antenna port transmission (one transport block disabled).

	New data indicator of the disabled transport block
	Antenna port 

	0
	7

	1
	8


If the number of information bits in format 2B carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2B.

< Unchanged parts are omitted >

5.3.3.1.5C
Format 2C

The following information is transmitted by means of the DCI format 2C:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3] 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3] 
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where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Antenna port(s), scrambling identity and number of layers – 3 bits as specified in Table 5.3.3.1.5C-1 where nSCID is the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2], or 4bits as specified in Table 5.3.3.1.5C-2 where nSCID is the scrambling identity for antenna ports 7, 8, 11 and 13 defined in section 6.10.3.1 of [2] when higher layer parameter dmrs-tableAlt is set to 1. 

- SRS request – [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of [3]
In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits
- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.
- MUST interference presence, antenna port, and modulation (this field is only present when the UE is configured for MUST operation) – 2 bits when higher layer parameter dmrs-tableAlt is not configured or is set to 0, 4 bits when higher layer parameter k-max is set to 1 and dmrs-tableAlt =1, or 6 bits when k-max is set to 3 and dmrs-tableAlt =1. For the 2 and 6 bit fields, two bits are defined for each interfering antenna port in Table 5.3.3.1.5C-3, where a single interfering antenna port is in {7,8} excluding the antenna port for transmission, and multiple interfering antenna ports are in {7,8,11,13} excluding the antenna ports for transmission. For the 6 bit field, the two or four LSB are reserved in the case of two or one interfering antenna port, respectively. For the 4 bit field, two MSB are defined for interference presence and antenna port in Table 5.3.3.1.5C-4 where the single interfering antenna port is one of {7,8,11,13} excluding the antenna port for transmission, and two LSB are defined for interference modulation in 5.3.3.1.5C-5.
If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to codeword 1. 

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2. For the single enabled codeword, Value = 4, 5, 6 in Table 5.3.3.1.5C-1 or Value = 12, 13,14 in Table 5.3.3.1.5C-2  are only supported for retransmission of the corresponding transport block if that transport block has previously been transmitted using two, three or four layers, respectively.
If the number of information bits in format 2C carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2C.

Table 5.3.3.1.5C-1: Antenna port(s), scrambling identity and number of layers indication
	One Codeword:

Codeword 0 enabled,

Codeword 1 disabled
	Two Codewords:

Codeword 0 enabled,

Codeword 1 enabled

	Value
	Message
	Value
	Message

	0
	1 layer, port 7, nSCID=0
	0
	2 layers, ports 7-8, nSCID=0

	1
	1 layer, port 7, nSCID=1
	1
	2 layers, ports 7-8, nSCID=1

	2
	1 layer, port 8, nSCID=0
	2
	3 layers, ports 7-9

	3
	1 layer, port 8, nSCID=1
	3
	4 layers, ports 7-10

	4
	2 layers, ports 7-8
	4
	5 layers, ports 7-11

	5
	3 layers, ports 7-9
	5
	6 layers, ports 7-12

	6
	4 layers, ports 7-10
	6
	7 layers, ports 7-13

	7
	Reserved
	7
	8 layers, ports 7-14


Table 5.3.3.1.5C-2: Antenna port(s), scrambling identity and number of layers indication
	One Codeword:

Codeword 0 enabled,

Codeword 1 disabled
	Two Codewords:

Codeword 0 enabled,

Codeword 1 enabled

	Value
	Message
	Value
	Message

	0
	 1 layer, port 7, nSCID=0 (OCC=2)
	0
	2 layer, port 7-8, nSCID=0 (OCC=2)

	1
	1 layer, port 7, nSCID=1 (OCC=2)
	1
	2 layer, port 7-8, nSCID=1 (OCC=2)

	2
	1 layer, port 8, nSCID=0 (OCC=2)
	2
	2 layer, port 7-8, nSCID=0 (OCC=4)

	3
	1 layer, port 8, nSCID=1 (OCC=2)
	3
	2 layer, port 7-8, nSCID=1 (OCC=4)

	4
	 1 layer, port 7, nSCID=0 (OCC=4)
	4
	 2 layer, port 11,13, nSCID=0 (OCC=4)

	5
	1 layer, port 7, nSCID=1 (OCC=4)
	5
	2 layer, port 11,13, nSCID=1 (OCC=4)

	6
	1 layer, port 8, nSCID=0 (OCC=4)
	6
	3 layer, port 7-9

	7
	1 layer, port 8, nSCID=1 (OCC=4)
	7
	4 layer, port 7-10

	8
	1 layer, port 11, nSCID=0 (OCC=4)
	8
	5 layer, port 7-11

	9
	1 layer, port 11, nSCID=1 (OCC=4)
	9
	6 layer, port 7-12

	10
	1 layer, port 13, nSCID=0 (OCC=4)
	10
	7 layers, ports 7-13

	11
	1 layer, port 13, nSCID=1 (OCC=4)
	11
	8 layers, ports 7-14

	12
	2 layers, ports 7-8
	12
	Reserved

	13
	3 layers, ports 7-9
	13
	Reserved

	14
	4 layers, ports 7-10
	14
	Reserved

	15
	Reserved
	15
	Reserved


Table 5.3.3.1.5C-3: Content of MUST interference presence and modulation for an antenna port
	Bit field
	Message

	00
	No interference presence

	01
	Interference is present with QPSK

	10
	Interference is present with 16QAM

	11
	Interference is present with 64QAM or 256QAM


Table 5.3.3.1.5C-4: Content of MUST interference presence and antenna port
	Bit field
	Message

	00
	No interference presence

	01
	First antenna port

	10
	Second antenna port

	11
	Third antenna port


Table 5.3.3.1.5C-5: Content of MUST interference modulation
	Bit field
	Message

	00
	QPSK

	01
	16QAM

	10
	64QAM

	11
	256QAM


< Unchanged parts are omitted >

5.3.3.1.5D
Format 2D
The following information is transmitted by means of the DCI format 2D:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3] 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3] 

- 
[image: image35.wmf](

)

é

ù

P

2

log

 bits of this field are used as a header specific to this resource allocation type to indicate the selected resource blocks subset 

- 1 bit indicates a shift of the resource allocation span

- 
[image: image36.wmf]é

ù

(

)

é

ù

(

)

1

log

/

2

DL

RB

-

-

P

P

N

 bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index – number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Antenna port(s), scrambling identity and number of layers – 3 bits as specified in Table 5.3.3.1.5C-1 where nSCID is the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2], or 4bits as specified in Table 5.3.3.1.5C-2 where nSCID is the scrambling identity for antenna ports 7, 8, 11 and 13 defined in section 6.10.3.1 of [2] when higher layer parameter dmrs-tableAlt is set to 1. 

- SRS request – [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of [3]
In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits
- PDSCH RE Mapping and Quasi-Co-Location Indicator – 2 bits as defined in sections 7.1.9 and 7.1.10 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present when this format is carried by PDCCH) – 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK feedback.
- MUST interference presence, antenna port, and modulation (this field is only present when the UE is configured for MUST operation) – 2 bits when higher layer parameter dmrs-tableAlt is not configured or is set to 0, 4 bits when higher layer parameter k-max is set to 1 and dmrs-tableAlt =1, 6 bits when k-max is set to 3 and dmrs-tableAlt =1. For the 2 and 6 bit fields, two bits are defined for each interfering antenna port in Table 5.3.3.1.5C-3, where a single interfering antenna port is in {7,8} excluding the antenna port for transmission, and multiple interfering antenna ports are in {7,8,11,13} excluding the antenna ports for transmission. For the 6 bit field, the two or four LSB are reserved in the case of two or one interfering antenna port, respectively. For the 4 bit field, two MSB are defined for interference presence and antenna port in Table 5.3.3.1.5C-4 where the single interfering antenna port is one of {7,8,11,13} excluding the antenna port for transmission, and two LSB are defined for interference modulation in 5.3.3.1.5C-5.
If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to codeword 1. 

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2. For the single enabled codeword, Value = 4, 5, 6 in Table 5.3.3.1.5C-1 or Value = 12, 13,14 in Table 5.3.3.1.5C-2 are only supported for retransmission of the corresponding transport block if that transport block has previously been transmitted using two, three or four layers, respectively.
If the number of information bits in format 2D carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2D.

< Unchanged parts are omitted >
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