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************************************ Start of changes ****************************************
3A.2
Other features
Features other than frequency bands and CA configurations can also be implemented independent of release, as listed in Tables 3A.2-1.
Table 3A.2-1: Other feature

	Feature
	Release
independent from

	4RX
	10 

	UE Category 0
	12

	UE Category M1
	13


************************************ Un-changed section ****************************************
B.2.8
Common RRM requirements for UE category 0
The requirements and test cases listed in Table B.2.8-1 are specified in [3].

Table B.2.8-1: Common RRM requirements for a UE Category 0
	Section / Clause
	Description

	7.11
	Radio Link Monitoring for UE Category 0

	8.5
	Measurements for UE category 0

	9.1.13
	Measurement accuracy for UE category 0


************************************ Un-changed section ****************************************
B.2.9
Common RRM requirements for UE category M1
The requirements and test cases listed in Table B.2.9-1 are specified in [3].

Table B.2.9-1: Common RRM requirements for a UE Category M1
	Section / Clause
	Description

	4.2.2.11
	Measurement and evaluation requirements for UE in enhanced coverage

	5.5
	E-UTRAN Handover for Cat-M1 UEs in CEModeA

	5.6
	E-UTRAN Handover for Cat-M1 UEs in CEModeB

	6.2.3
	Requirements for Cat-M1 UEs

	6.7
	RRC Re-establishment for Cat-M1 UEs

	7.19
	Radio Link Monitoring for UE Category M1

	7.24
	UE transmit timing for Category M1

	8.13
	Measurements for UE Category M1

	9.1.21
	Measurement accuracy for UE category M1


************************************ Un-changed section ****************************************
B.3.5
Common UE performance requirements and tests for UE category 0
Table B.3.5-1: Common UE performance requirements and tests for UE category 0
	Section / Clause
	Description

	8.9
	Demodulation (single receiver antenna)

	9.7
	CSI reporting (Single receiver antenna)


************************************ Un-changed section ****************************************
B.3.6
Common UE performance requirements and tests for UE category M1
Table B.3.6-1: Common UE performance requirements and tests for UE category M1
	Section / Clause
	Description

	8.11
	Demodulation (UE supporting coverage enhancement)

	9.8
	CSI reporting (UE supporting coverage enhancement)


************************************ Un-changed section ****************************************
B.4.8
Common UE RF requirements for UE category 0
The requirements and test cases listed in Table B.4.8-1 are specified in [2].

Table B.4.8-1: Common UE RF requirements for UE category 0 independent of release
	Section / Clause
	Description

	5.5E
	Operating bands for UE category 0

	7.3.1E
	Minimum requirements (QPSK) for UE category 0


************************************ Un-changed section ****************************************
B.4.9
Common UE RF requirements for UE category M1
The requirements and test cases listed in Table B.4.9-1 are specified in [2].

Table B.4.9-1: Common UE RF requirements for UE category 0 independent of release
	Section / Clause
	Description

	5.5E
	Operating bands for UE category 0 and UE category M1

	6.2.2E
	UE maximum output power for Category M1 UE

	6.2.3E
	UE maximum output power for modulation / channel bandwidth for category M1

	6.2.4E
	UE maximum output power with additional requirements for category M1 UE

	6.3.5E
	Power control for category M1

	6.5.2E
	Transmit modulation quality for category M1

	7.3.1E
	Minimum requirements (QPSK) for UE category 0 and M1

	7.5
	Adjacent Channel Selectivity (ACS)

	7.6.1
	In-band blocking

	7.6.2
	Out-of-band blocking

	7.6.3
	Narrow band blocking

	7.8.1
	Wide band intermodulation


************************************ End of changes ****************************************

