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	1st  modification


Table 1ad: Input signal level (for normal BTS) at reference performance for GMSK modulated signals in Coverage Classes 2, 3 and 4 (CC2-CC4) using Overlaid CDMA

	GSM 900 and GSM 850

	Type of channel
	Propagation conditions: TU1.2 no FH

	
	2 users per time slot
	4 users per time slot

	SCPIR_UL 
	0 dB
	9 dB
	0 dB1)
	3, 6, 9 dB

	EC-PACCH/U/4
	CC2
	dBm
	-116,0
	-115,5
	-115,5
	-114,5

	EC-PACCH/U/8
	CC3
	dBm
	-119,0
	-118,5
	-118,5
	-118,0

	EC-PACCH/U/16
	CC4
	dBm
	-121,5
	-121,5
	-121,5
	-121,5

	EC-PDTCH/MCS-1/4
	CC2
	dBm
	-118,5
	-118,0
	-118,0
	-117,5

	EC-PDTCH/MCS-1/8
	CC3
	dBm
	-121,5
	-121,0
	-121,5
	-121,0

	EC-PDTCH/MCS-1/16
	CC4
	dBm
	-124,5
	-124,0
	-124,5
	-124,0

	DCS 1800 & PCS 1900

	Type of channel
	Propagation conditions: TU1.2 no FH

	
	2 users per time slot
	4 users per time slot

	SCPIR_UL 
	0 dB
	9 dB
	0 dB1)
	3, 6, 9 dB

	EC-PACCH/U/4
	CC2
	dBm
	-116,0
	-115,5
	-115,5
	-114,5

	EC-PACCH/U/8
	CC3
	dBm
	-119,0
	-118,5
	-118,5
	-118,0

	EC-PACCH/U/16
	CC4
	dBm
	-122,0
	-121,5
	-122,0
	-121,5

	EC-PDTCH/MCS-1/4
	CC2
	dBm
	-118,5
	-118,0
	-118,0
	-117,5

	EC-PDTCH/MCS-1/8
	CC3
	dBm
	-121,5
	-121,0
	-121,5
	-121,0

	EC-PDTCH/MCS-1/16
	CC4
	dBm
	-124,5
	-124,0
	-124,0
	-124,0

	NOTE 1:
All subchannels signals have the same signal level, i.e. all SCPIR are 0 dB.
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