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<Start of New Section>

8.1.5A.6
Test procedure to check that NB-IoT UE resume RRC connection on a new NB-IOT cell

This procedure verifies whether the UE resumes RRC connection on a new NB-IoT cell with different TAI. 

The procedure is defined in table 8.1.5A.6-1.

Table 8.1.5A.6-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits an RRCConnectionResumeRequest-NB message on the cell specified in the test case.
	-->
	RRC: RRCConnectionResumeRequest-NB
	-
	-

	2
	SS transmits an RRCConnectionResume-NB message.
	<--
	RRC: RRCConnectionResume-NB
	-
	-

	3
	The UE transmits an RRCConnectionResumeComplete-NB message to confirm the successful completion of the connection establishment and a TRACKING AREA UPDATE REQUEST message is sent to update the registration of the actual tracking area.
	-->
	RRC: RRCConnectionResumeComplete-NB NAS: TRACKING AREA UPDATE REQUEST
	-
	-

	4
	SS responds with TRACKING AREA UPDATE ACCEPT message. 
	<--
	RRC: DLInformationTransfer-NB 

NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	5
	Check: Does the UE send a TRACKING AREA UPDATE COMPLETE on the cell specified in the test case?
	-->
	RRC: ULInformationTransfer-NB 

NAS: TRACKING AREA UPDATE COMPLETE
	-
	P

	6
	The SS transmits an RRCConnectionRelease-NB message to release RRC connection and move to RRC_IDLE.
	<--
	RRC: RRCConnectionRelease-NB
	-
	-


<End of New Section>
