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<Start of changes>
8.2.3
NB-IoT Default RRC message and information elements contents

8.2.3.1
NB-IoT Radio resource control information elements

As defined in clause 8.1.6.3 with the following exceptions:
Table 8.2.3.1-1: NPDCCH-ConfigDedicated-NB-DEFAULT

	Derivation Path: Clause 8.1.6.3 Table 8.1.6.3-3

	Information Element
	Value/remark
	Comment
	Condition

	NPDCCH-ConfigDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  npdcch-NumRepetitions-r13
	r1
	
	

	  npdcch-StartSF-USS-r13
	v8
	
	

	  npdcch-Offset-USS-r13
	oneFourth
	
	

	}
	
	
	


Table 8.2.3.1-2: NPUSCH-ConfigDedicated-NB-DEFAULT

	Derivation Path: Clause 8.1.6.3 Table 8.1.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	NPUSCH-ConfigDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  ack-NACK-NumRepetitions-r13
	r1
	
	

	  npusch-AllSymbols-r13
	TRUE
	Default
	

	  groupHoppingDisabled-r13

	Not present
	Default
	

	}
	
	
	


8.2.4
NB-IoT Default NAS message and information elements contents

As defined in clause 8.1.7 without exceptions.

8.2.5
NB-IoT Reference radio bearer configurations

8.2.5.1
NB-IoT SRB and DRB parameters

As defined in clause 8.1.8.2.1 without exception.
<End of changes>
