3GPP TSG RAN Meeting #75
RP-170097
Dubrovnik, Croatia

6th – 9th March 2017
	Agenda Item:
	14.5.1

	Source:
	TSG RAN WG5 (Testing)

	Title:
	RAN5 agreed non TTCN CR(s) under WI Small Technical Enhancements and Improvements for Rel 9 Conformance Testing (TEI9_Test)

	Document for:
	Approval


Introduction

Total Number of CRs agreed for this WI: 32. TSs being affected:

· 34.108 
  0 CR(s)

· 34.121-1 
  1 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
  1 CR(s)

· 34.123-2
  0 CR(s)

· 34.123-3
  0 CR(s)

· 34.229-1
  7 CR(s)
· 34.229-2
  1 CR(s)

· 34.229-3
  0 CR(s)
· 36.508 
  2 CR(s)

· 36.509 
  0 CR(s)

· 36.521-1
  1 CR(s)

· 36.521-2
  1 CR(s)

· 36.521-3
  0 CR(s)

· 36.523-1
17 CR(s)

· 36.523-2
  0 CR(s)

· 36.523-3
  0 CR(s)

· 36.903 
  0 CR(s)

· 37.571-1
  1 CR(s)

· 37.571-2
  0 CR(s)

· 37.571-3
  0 CR(s)

· 37.571-4
  0 CR(s)

· 37.571-5
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-171705
	34.121-1
	1644
	1
	F
	Rel-14
	14.0.0
	Update to Test procedure of E-DCH Type1 case 
	TEI9_Test

	R5-170652
	34.123-1
	3881
	-
	F
	Rel-12
	12.6.0
	Correction to setting of NAS Synchronization Indicator in RAB information to reconfigure
	TEI9_Test

	R5-170672
	34.229-1
	1036
	-
	F
	Rel-13
	13.1.0
	Corrections to IMS test case 19.5.6
	TEI9_Test

	R5-171480
	34.229-1
	1040
	1
	F
	Rel-13
	13.1.0
	Addition of new TC 19.4.6 “Emergency call without emergency registration / Failure of registration / Rejected by 403(Forbidden)”
	TEI9_Test

	R5-171482
	34.229-1
	1071
	-
	F
	Rel-13
	13.1.0
	Addition of new TC 19.1.6 “Emergency call with emergency registration / Success / GIBA against a network with GIBA support only”
	TEI9_Test

	R5-171484
	34.229-1
	1072
	-
	F
	Rel-13
	13.1.0
	Addition of new TC 19.4.7 “Emergency call without emergency registration / Failure of registration / GIBA support only”
	TEI9_Test

	R5-171490
	34.229-1
	1061
	1
	F
	Rel-13
	13.1.0
	Correction to GCF WI-154 IMS Emergency Call test case 19.1.3
	TEI9_Test

	R5-171511
	34.229-1
	1042
	1
	F
	Rel-13
	13.1.0
	Corrections to C.22
	TEI9_Test

	R5-171589
	34.229-1
	1045
	1
	F
	Rel-13
	13.1.0
	Correction to IMS Emergency registration test case 19.5.10
	TEI9_Test

	R5-171494
	34.229-2
	0203
	1
	F
	Rel-13
	13.1.0
	Addition of new applicability and ICS for IMS Emergency call in VPLMN
	TEI9_Test

	R5-170880
	36.508
	0872
	-
	F
	Rel-14
	14.0.0
	Update SystemInformationBlockType5 
	TEI9_Test

	R5-171431
	36.508
	0903
	1
	F
	Rel-14
	14.0.0
	Update MeasConfig-DEFAULT
	TEI9_Test

	R5-170811
	36.521-1
	3291
	-
	F
	Rel-14
	14.1.0
	Correction of description of TC 8.2.2.4.2_1  FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (Release 9 and Forward)
	TEI9_Test

	R5-170812
	36.521-2
	0528
	-
	F
	Rel-14
	14.1.0
	Correction of description of TC 8.2.2.4.2_1  FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (Release 9 and Forward)
	TEI9_Test

	R5-170933
	36.523-1
	3852
	-
	F
	Rel-13
	13.3.0
	Correction to IMS Emergency Call test case 11.2.7
	TEI9_Test

	R5-171110
	36.523-1
	3882
	-
	F
	Rel-13
	13.3.0
	Correction to Idle Mode Cell selection and reselection test cases to support Band > 64 - Part 2
	TEI9_Test

	R5-171114
	36.523-1
	3886
	-
	F
	Rel-13
	13.3.0
	Correction to RRC Intra E-UTRAN measurements test cases to support Band > 64 - Part 3
	TEI9_Test

	R5-171115
	36.523-1
	3887
	-
	F
	Rel-13
	13.3.0
	Correction to RRC Inter-RAT measurements test cases to support Band > 64
	TEI9_Test

	R5-171140
	36.523-1
	3903
	-
	F
	Rel-13
	13.3.0
	Correction to Multi-layer Call setup and RRC connection reconfiguration test cases to support Band > 64
	TEI9_Test

	R5-171148
	36.523-1
	3910
	-
	F
	Rel-13
	13.3.0
	Correction to RRC Measurement for CSG, Hybrid and Open cells test cases to support Band > 64
	TEI9_Test

	R5-171150
	36.523-1
	3911
	-
	F
	Rel-13
	13.3.0
	Correction to MBMS test cases to support Band > 64
	TEI9_Test

	R5-171340
	36.523-1
	3939
	-
	F
	Rel-13
	13.3.0
	Correction to Idle Mode Cell reseleciton Rel-9 testcases to support Band > 64
	TEI9_Test

	R5-171433
	36.523-1
	3870
	1
	F
	Rel-13
	13.3.0
	Correction to LTE MFBI Test Case 6.2.3.34
	TEI9_Test

	R5-171434
	36.523-1
	3881
	1
	F
	Rel-13
	13.3.0
	Correction to idle mode PLMN selection test cases to support band > 64
	TEI9_Test

	R5-171439
	36.523-1
	3841
	1
	F
	Rel-13
	13.3.0
	Update RRC connection chapter 8.1.3 test cases for band 65 and higher
	TEI9_Test

	R5-171450
	36.523-1
	3890
	1
	F
	Rel-13
	13.3.0
	Correction to EMM test cases to support Band > 64
	TEI9_Test

	R5-171452
	36.523-1
	3891
	1
	F
	Rel-13
	13.3.0
	Correction to Emergency test cases to support Band > 64
	TEI9_Test

	R5-171453
	36.523-1
	3814
	1
	F
	Rel-13
	13.3.0
	Correction to LTE-IRAT IMS Emergency Call Testcases 13.1.19
	TEI9_Test

	R5-171996
	36.523-1
	3948
	1
	F
	Rel-13
	13.3.0
	Correction to RRC Intra E-UTRAN measurements test cases to support Band > 64 - Part 1  (TCs 8.3.1.1 to 8.3.1.9a)
	TEI9_Test

	R5-171592
	36.523-1
	3904
	2
	F
	Rel-13
	13.3.0
	Correction to Multi-layer Intra-system mobility test cases to support Band > 64
	TEI9_Test

	R5-171995
	36.523-1
	3947
	2
	F
	Rel-13
	13.3.0
	Correction to RRC Handover test cases to support Band > 64 - Part 1  (TCs 8.2.4.1 to 8.2.4.15a)
	TEI9_Test

	R5-171904
	37.571-1
	0192
	1
	F
	Rel-14
	14.0.1
	Clarification on DRX for Single Mode OTDOA Measurement Reporting Delay Test Cases
	TEI9_Test
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