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	Reason for change:
	Currently in this test case the TRACKING AREA UPDATE ACCEPT message sent by the SS at step 3 indicates “IMS voice over PS session in S1 mode not supported”. It is possible that an IMS-enabled UE which has previously performed an IMS registration following the initial attach may trigger additional IMS signalling here due to the removal of voice support (e.g. de-registration, or re-registration for non-voice services only).

	
	

	Summary of change:
	Set the EPS network feature support to “IMS voice over PS session in S1 mode not supported” from the beginning of the test case to avoid additonal IMS signalling triggered by a change in entwork feature support at step 3.
Note : An associated prose CR on 36.523-1 will be raised at RAN5#74.

	
	

	Consequences if not approved:
	A conformant IMS-enabled UE may fail this test case
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	Other comments:
	


Change 1

	Function name
	f_TC_9_2_3_2_1b_EUTRA()

	Reason for change
	Currently in this test case the TRACKING AREA UPDATE ACCEPT message sent by the SS at step 3 indicates “IMS voice over PS session in S1 mode not supported”. It is possible that an IMS-enabled UE which has previously performed an IMS registration following the initial attach may trigger additional IMS signalling here due to the removal of voice support (e.g. de-registration, or re-registration for non-voice services only).

	Summary of change
	Pass network feature support with “IMS PS voice not supported” to f_EUTRA_PreambleOtherRAT()

	TTCN module
	NAS_TrackingArea_UG.ttcn

	MCC160 Comment
	


Before change
    function f_TC_9_2_3_2_1b_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / SMS only */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10a);   // @sic R5-113805 sic@

    f_UT_ConfigureCombinedAttach(UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined); // @sic R5-112638 sic@

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_SendTriggerToOtherRAT(); // @sic R5-112638 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1b_Body();

    // UE will finish in test case body

  }
After change
    function f_TC_9_2_3_2_1b_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / SMS only */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10a);   // @sic R5-113805 sic@

    f_UT_ConfigureCombinedAttach(UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined,-,-,cs_EPS_NwkFtSup_IMSVoiceNotSupport); // @sic R5-112638 sic@

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_SendTriggerToOtherRAT(); // @sic R5-112638 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1b_Body();

    // UE will finish in test case body

  }
Change 2

	Function name
	f_EUTRA_PreambleOtherRAT

	Reason for change
	Currently in this test case the TRACKING AREA UPDATE ACCEPT message sent by the SS at step 3 indicates “IMS voice over PS session in S1 mode not supported”. It is possible that an IMS-enabled UE which has previously performed an IMS registration following the initial attach may trigger additional IMS signalling here due to the removal of voice support (e.g. de-registration, or re-registration for non-voice services only).

	Summary of change
	Ass new paramter to allow test-case specific setting of EPS Network Feasture Support.

	TTCN module
	EUTRA_IRATFunctions.ttcn

	MCC160 Comment
	


Before change
  function f_EUTRA_PreambleOtherRAT (EUTRA_CellId_Type p_CellId,

                                     EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                     boolean p_WaitForTrigger := false,

                                     IDLEUPDATED_STATE_Type p_State := STATE2_IDLEUPDATE) runs on EUTRA_PTC

  { /* @sic R5-113805, R5-113696, R5-113734 sic@ */

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    select (v_OtherRAT) {

      case ("UTRAN") {

        if (p_WaitForTrigger) {

          f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN); // wait for trigger from UTRAN side @sic R5s160757 sic@

        }

        f_EUTRA_Preamble_InterRAT(p_CellId, p_State, UTRAN, p_ForcedAttach);

      }

      case ("GERAN") {

        if (p_WaitForTrigger) {

          f_IRAT_WaitForCoOrd_Trigger(GERAN); // wait for trigger from GERAN side

        }

        f_EUTRA_Preamble_InterRAT(p_CellId, p_State, GERAN, p_ForcedAttach);

      }

      case else {

        f_EUTRA_Preamble(p_CellId, p_State, p_ForcedAttach);
      }

    }

  }
After change

  function f_EUTRA_PreambleOtherRAT (EUTRA_CellId_Type p_CellId,

                                     EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                     boolean p_WaitForTrigger := false,

                                     IDLEUPDATED_STATE_Type p_State := STATE2_IDLEUPDATE,










 template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport()) runs on EUTRA_PTC

  { /* @sic R5-113805, R5-113696, R5-113734 sic@ */

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();

    select (v_OtherRAT) {

      case ("UTRAN") {

        if (p_WaitForTrigger) {

          f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN); // wait for trigger from UTRAN side @sic R5s160757 sic@

        }

        f_EUTRA_Preamble_InterRAT(p_CellId, p_State, UTRAN, p_ForcedAttach,p_NtwkFeatSupport);
      }

      case ("GERAN") {

        if (p_WaitForTrigger) {

          f_IRAT_WaitForCoOrd_Trigger(GERAN); // wait for trigger from GERAN side

        }

        f_EUTRA_Preamble_InterRAT(p_CellId, p_State, GERAN, p_ForcedAttach,p_NtwkFeatSupport);

      }
      case else {

        f_EUTRA_Preamble(p_CellId, p_State, p_ForcedAttach,-,p_NtwkFeatSupport);
      }

    }

  }
