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< Beginning of Modifications >

12.2.1.16
PS attach / EAB active
12.2.1.16.1
Definition

Test to verify that the UE does not perform PS attach if the network broadcast EAB and EAB is enabled in the UE.

12.2.1.16.2
Conformance requirement

-
For generic location updating, GPRS attach and routing area updating procedures the mobile station shall evaluate the control information for:

-
common access control (as specified in 3GPP TS 44.018 [84], 3GPP TS 44.060 [76], and 3GPP TS 25.331 [23c]);

-
domain specific access control (as specified in 3GPP TS 44.018 [84] and 3GPP TS 25.331 [23c]);

-
specific control information for location registration (as specified in 3GPP TS 25.331 [23c]; see "Paging Permission with Access Control"); and

-
EAB as specified for A/Gb mode in 3GPP TS 44.018 [84], and for Iu mode in 3GPP TS 25.331 [23c].

References

TS 24.008, 4.1.1.5

12.2.1.16.3
Test purpose

To verify that the UE does not perform PS attach if the network broadcast EAB and EAB is enabled in the UE

12.2.1.16.4
Method of test
Initial conditions:
-
System Simulator:

- One cell operating in network operation mode II. 

- The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A).

-
User Equipment:

- The UE has a valid IMSI. 

- The UE has been registered in the CS domain (In case of UE Operation Mode A).

- An access class x (0-9) is arbitrarily chosen. The USIM is programmed with this access class x.

- The UE is equipped with a USIM containing values shown in Table 12.2.1.16–1.

Table 12.2.1.16-1: USIM Configuration

	USIM field
	Value

	EFUST
	Service 96 is supported

	EFNASCONFIG
	“ExtendedAccessBarring is set to 1 which indicate the extended access barring is applied for the UE” as defined in TS 24.368, clause 5.6

	EFNASCONFIG
	“NAS_SignallingPriority is set to “NAS signalling low priority” as defined in TS 24.368, clause 5.3


Related ICS/IXIT statement(s)

- Support of PS service Yes/No

- UE operation mode A Yes/No

- UE operation mode C Yes/No

- Switch off on button Yes/No

- Automatic PS attach procedure at switch on or power on Yes/No

Test Procedure

The SS indicates access class x barred in EAB information. 
The UE is powered up or switched on.
UE will not initiate a PS attach procedure.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	SS set class x barred in EAB information. SS transmits system information, with IE "EAB Parameters For All" in SIB21. SIB_REP of SIB21 is 5.12s and access class x is present in IE “common EAB information”. 

	2
	UE
	
	Void

	3
	UE
	
	The UE is powered up or switched on.

	4
	UE
	
	The UE shall not initiate a PS attach procedure as access class x is barred.

(SS waits 30 seconds).

	5
	SS
	
	SS modifies system information and stops transmitting SYSTEM INFORMATION BLOCK TYPE 21. 

	6
	UE
	
	The UE shall transmit a RRC CONNECTION REQUEST message to initiate a PS attach procedure. And the RRC Connection is established.

	7
	->
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	8
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	9
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	10
	SS
	
	The SS starts integrity protection.

	11
	<-
	ATTACH ACCEPT
	

	12
	->
	ATTACH COMPLETE
	

	13
	SS
	
	The SS releases the RRC connection.


Specific message contents

None. 

12.2.1.16.5
Test requirement

At step 4, The UE shall not initiate a PS attach procedure as access class x is barred in EAB information.
At step 6, The UE shall transmit a RRC CONNECTION REQUEST message to initiate a PS attach procedure.
12.2.2
Combined PS attach

12.2.2.1
Combined PS attach / PS and non-PS attach accepted

< End of Last Modified Section >
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