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Table A.4: Major capabilities

	Item
	Does the implementation support
	Ref.
	Status
	Release
	Mnemonic
	Support

	
	Capabilities within main protocol
	
	
	
	
	

	2B
	initiating a session?
	24.229 [10], A.2.1.2;

RFC 3261 [15], 13
	o
	Rel-5
	pc_InitiateSession
	

	2C
	initiating a session which require local and/or remote resource reservation?
	24.229 [10], A.2.1.2;

RFC 3262 [27] UE is capable of obtaining location information
	c43
	Rel-8
	
	

	
	Extensions
	
	
	
	
	

	16
	integration of resource management and SIP? (use of preconditions)
	24.229 [10], A.2.1.2;

RFC 3312 [26]
	C44
	Rel-8
	pc_Preconditions
	

	
	
	IR.92 [83], 2.4.1
	m
	
	
	

	53
	obtaining and using GRUUs in the Session Initiation Protocol (SIP)
	24.229 [10], A.2.1.2
	m (note 2)
	Rel-7
	pc_IMS_GRUUsInSIP
	

	
	Conditions/Options
	
	
	
	
	

	c43:
IF A.4/2B THEN o ELSE n/a - - initiating sessions.

c44:
IF A.4/2C THEN m ELSE o - - initiating a session which require local and/or remote resource reservation.

	NOTE 2:
If a UE is unable to become engaged in a service that potentially requires the ability to identify and interact with a specific UE even when multiple UEs share the same single Public User Identity then the UE support can be "o" instead of "m". Examples include telemetry applications, where point-to-point communication is desired between two users.


