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	*********First Change**********


8.8.2
Successful Operation
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Figure 8.8.2-1: WT Addition Preparation, successful operation

The eNB initiates the procedures by sending the WT ADDITION REQUEST message to the WT.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup Procedure in TS 36.413 [8].

NOTE:
Due to inherent features of the WLAN radio interface, it may not always be possible to guarantee a bit rate. If the GBR QoS Information IE is present in the WT ADDITION REQUEST, the WT may accept the request even though it may not be able to guarantee the bit rate signalled in the GBR QoS Information IE. The eNB may therefore need to monitor the bit rate of offloaded GBR bearers.

If the WT ADDITION REQUEST message contains the Serving PLMN IE, the WT may take it into account for the allocation of resources for LWA.

At reception of the WT ADDITION REQUEST message the WT shall:

-
use the information included in the Mobility Set IE as the WLAN Mobility Set configured for LWA, as defined in TS 36.300 [2];

-
store the WLAN Security Information IE, if included, and use it to establish the required security relation towards the UE.

The WT shall report to the eNB, in the WT ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested E-RABs in the following way:

-
A list of E-RABs which are successfully established shall be included in the E-RABs Admitted To Be Added List IE.

-
A list of E-RABs which failed to be established shall be included in the E-RABs Not Admitted List IE.

If the WT ADDITION REQUEST ACKNOWLEDGE message contains the WT MAC Address IE, the eNB shall, if supported, communicate this information to the UE.

	*********Next Change**********


9.1.15
WT ADDITION REQUEST ACKNOWLEDGE

 This message is sent by the WT to confirm to the eNB about the WT addition preparation.
Direction: WT ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	eNB UE XwAP ID
	M
	
	UE XwAP ID 9.2.24
	Assigned by the eNB
	YES
	ignore

	WT UE XwAP ID
	M
	
	UE XwAP ID 9.2.24
	Assigned by the WT
	YES
	ignore

	E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.18
	
	–
	–

	>>WT GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.22
	Endpoint of the Xw transport bearer at the WT.
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.23
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.5
	
	YES
	ignore

	WT MAC Address
	O
	
	9.2.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	*********Next Change**********


9.2.x
WT MAC Address
This IE represents the WT MAC address on the network interface towards the WLAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WT MAC Address
	M
	
	OCTET STRING (SIZE(6))
	This corresponds to the WT MAC Address


	*********Next Change**********


9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for XwAP.

--

-- **************************************************************

XwAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BSSMeasurementResult-List,


BSSToReport-List,


Cause,


CompleteFailureCauseInformation-List,


CriticalityDiagnostics,


E-RAB-ID,


E-RAB-List,


E-RAB-QoS-Parameters,

Global-ENB-ID,


GTPtunnelEndpoint,


Measurement-ID,


MeasurementInitiationResult-List,


MobilitySet,


PartialSuccessIndicator,


PLMN-Identity,


Registration-Request,


ReportCharacteristics,


ReportingPeriodicity,


UE-Identity,


UE-XwAP-ID,


WLANIdentifier-List,


WLANIdentifiersToDelete-List,


WLANIdentifiersToDeleteExtension-List,


WLANSecurityInfo,

WT-MAC-Address,

WTID,


TimeToWait
FROM XwAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


XWAP-PRIVATE-IES,


XWAP-PROTOCOL-EXTENSION,


XWAP-PROTOCOL-IES,


XWAP-PROTOCOL-IES-PAIR

FROM XwAP-Containers


id-BSSMeasurementResult-List,


id-BSSToReport-List,


id-Cause,


id-CompleteFailureCauseInformation-List,


id-UE-ContextInformationWTModReq,


id-CriticalityDiagnostics,


id-ENB-Measurement-ID,


id-ENB-UE-XwAP-ID,


id-E-RABs-Admitted-ToBeAdded-Item,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,


id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Confirmed-ToBeModified-ModReqdList,


id-E-RABs-Confirmed-ToBeModified-ModReqdItem,


id-E-RABs-Confirmed-ToBeReleased-ModReqdList,


id-E-RABs-Confirmed-ToBeReleased-ModReqdItem,


id-E-RABs-NotAdmitted-List,


id-E-RABs-ToBeAdded-Item,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeModified-ModReqdList,


id-E-RABs-ToBeModified-ModReqdItem,


id-E-RABs-ToBeReleased-ModReqItem,


id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,


id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,


id-E-RABs-ToBeReleased-ModReqdList,


id-E-RABs-ToBeReleased-ModReqdItem,


id-Global-ENB-ID,


id-MeasurementInitiationResult-List,


id-MobilitySet,


id-PartialSuccessIndicator,


id-ServingPLMN,


id-Registration-Request,


id-ReportCharacteristics,


id-ReportingPeriodicity,


id-UE-Identity,


id-WLANIdentifier-List, 


id-WLANIdentifiersToAdd-List,


id-WLANIdentifiersToDelete-List,


id-WLANIdentifiersToDeleteExtension-List,


id-WLANIdentifiersToModify-List,


id-WLANSecurityInfo,

id-WT-MAC-Address,

id-WTID,


id-WT-Measurement-ID,


id-WT-UE-XwAP-ID,

id-TimeToWait,

maxnoofBearers
FROM XwAP-Constants;

>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>text omitted for clarity<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
-- **************************************************************

--

-- WT Addition Request Acknowledge

--

-- **************************************************************

WTAdditionRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { WTAdditionRequestAcknowledgeIEs} },


...

}

WTAdditionRequestAcknowledgeIEs XWAP-PROTOCOL-IES ::= {


{ ID id-ENB-UE-XwAP-ID





CRITICALITY ignore
TYPE UE-XwAP-ID







PRESENCE mandatory}|


{ ID id-WT-UE-XwAP-ID





CRITICALITY ignore
TYPE UE-XwAP-ID







PRESENCE mandatory}|


{ ID id-E-RABs-Admitted-ToBeAdded-List

CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-List

PRESENCE mandatory}|


{ ID id-E-RABs-NotAdmitted-List



CRITICALITY ignore
TYPE E-RAB-List







PRESENCE optional}|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics




PRESENCE optional},

{ ID id-WT-MAC-Address



CRITICALITY ignore
TYPE WT-MAC-Address




PRESENCE optional},

...

}

E-RABs-Admitted-ToBeAdded-List ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-SingleContainer { {E-RABs-Admitted-ToBeAdded-ItemIEs} }

E-RABs-Admitted-ToBeAdded-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-ToBeAdded-Item
CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-Item

PRESENCE mandatory}

}

E-RABs-Admitted-ToBeAdded-Item ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


wT-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-ItemExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

	*********Next Change**********


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>text omitted for clarity<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
-- W

WANMetrics ::= SEQUENCE {


wAN-Backhaul-Rate-DL

WLAN-Backhaul-Rate,


wAN-Backhaul-Rate-UL

WLAN-Backhaul-Rate,


wANBackhaulLoad-DL
ChannelUtilization,


wANBackhaulLoad-UL
ChannelUtilization,


iE-Extensions



ProtocolExtensionContainer { { WANMetrics-Item-ExtIEs} }
OPTIONAL,


...

}

WANMetrics-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLAN-Backhaul-Rate ::= ENUMERATED {r0, r4, r8, r16, r32, r64, r128, r256, r512, r1024, r2048, r4096, r8192, r16384, r32768, r65536, r131072, r262144, r524288, r1048576, r2097152, r4194304, r8388608, r16777216, r33554432, r67108864, r134217728, r268435456, r536870912, r1073741824, r2147483648, r4294967296}

WLANband  ::= ENUMERATED {band2dot4, band5, ...}

WLANBandInformationList ::= SEQUENCE (SIZE (1..maxnoofBands)) OF ProtocolIE-SingleContainer { { WLANBandInformation-ItemIEs} }

WLANBandInformation-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-wLANBandInformation
   CRITICALITY ignore
TYPE WLANBandInformation 
PRESENCE mandatory},


...

}

WLANBandInformation ::= CHOICE {


band



WLANband,


channelnumber

WLANchannelnumber,


...

}

WLANchannelnumber ::= INTEGER (0..255)

WLANOperatingClass ::= INTEGER (0..255)

WLANCountryCode ::= ENUMERATED {


unitedStates,


europe,


japan,


global,


...

}

WLANIdentifier-List ::= SEQUENCE (SIZE (1.. maxnoofWLANIdentifierItems)) OF ProtocolIE-SingleContainer { { WLANIdentifier-ItemIEs} }

WLANIdentifier-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifier-Item
CRITICALITY ignore
TYPE WLANIdentifier-Item
PRESENCE mandatory},


...

}

WLANIdentifier-Item ::= SEQUENCE {


wLANInformation


WLANInformation,


iE-Extensions


ProtocolExtensionContainer { { WLANIdentifier-Item-ExtIEs} }
OPTIONAL,


...

}

WLANIdentifier-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANIdentifiersToDelete-List ::= SEQUENCE (SIZE (1.. maxnoofWLANIdentifierItems)) OF ProtocolIE-SingleContainer { { WLANIdentifiersToDelete-ItemIEs} }

WLANIdentifiersToDelete-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifiersToDelete-Item
CRITICALITY ignore
TYPE WLANIdentifiersToDelete-Item
PRESENCE mandatory}

}

WLANIdentifiersToDelete-Item ::= SEQUENCE {


bSSID










BSSID,


iE-Extensions








ProtocolExtensionContainer { { WLANIdentifiersToDelete-Item-ExtIEs} }
OPTIONAL,


...

}

WLANIdentifiersToDelete-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANIdentifiersToDeleteExtension-List ::= SEQUENCE (SIZE (1.. maxnoofWLANIdentifierItems)) OF ProtocolIE-SingleContainer { { WLANIdentifiersToDeleteExtension-ItemIEs} }

WLANIdentifiersToDeleteExtension-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifiersToDeleteExtension-Item
CRITICALITY ignore
TYPE WLANIdentifiersToDeleteExtension-Item
PRESENCE mandatory}

}

WLANIdentifiersToDeleteExtension-Item ::= SEQUENCE {


sSID




SSID


OPTIONAL,


hESSID




HESSID


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { WLANIdentifiersToDeleteExtension-Item-ExtIEs} }
OPTIONAL,


...

}

WLANIdentifiersToDeleteExtension-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANInformation ::= SEQUENCE {


bSS-Item

BSS-Item
OPTIONAL,


sSID


SSID

OPTIONAL,


hESSID


HESSID

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { WLANInformation-ExtIEs} }
OPTIONAL,


...

}

WLANInformation-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

WLANSecurityInfo ::= SEQUENCE {


wT-Security-Key 
BIT STRING (SIZE(256)),


iE-Extensions

ProtocolExtensionContainer { { WLANSecurityInfo-Item-ExtIEs} }
OPTIONAL,


...

}

WLANSecurityInfo-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
WT-MAC-Address ::= OCTET STRING (SIZE (6))
WTID ::= CHOICE {


wTID-Type1


WTID-Type1,


wTID-Type2


WTID-Long-Type2,


...

}

WTID-Type1 ::= SEQUENCE {


pLMN-Identity




PLMN-Identity,


shortWTID





BIT STRING (SIZE(24)),


...

}

WTID-Long-Type2 ::= BIT STRING (SIZE(48))

END

	*********Next Change**********


9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-xwSetup








ProcedureCode ::= 0

id-wTConfigurationUpdate




ProcedureCode ::= 1

id-wTStatusReportingInitiation



ProcedureCode ::= 2

id-wTStatusReporting





ProcedureCode ::= 3

id-errorIndication






ProcedureCode ::= 4

id-reset








ProcedureCode ::= 5

id-wTAdditionPreparation




ProcedureCode ::= 6

id-eNBInitiatedWTModification



ProcedureCode ::= 7

id-wTInitiatedWTModification



ProcedureCode ::= 8

id-eNBInitiatedWTRelease




ProcedureCode ::= 9

id-wTInitiatedWTRelease





ProcedureCode ::= 10

id-wTAssociationConfirmation



ProcedureCode ::= 11

id-privateMessage






ProcedureCode ::= 12

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofBands







INTEGER ::= 256

maxnoofBearers







INTEGER ::= 256

maxnoofBSSs








INTEGER ::= 4096

maxnoofErrors







INTEGER ::= 256

maxnoofFailedMeasObjects




INTEGER ::= 32

maxnoofMobilitySetItems





INTEGER ::= 1024

maxnoofWLANIdentifierItems




INTEGER ::= 4096

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-BSSMeasurementResult-Item






ProtocolIE-ID ::= 0

id-BSSMeasurementResult-List






ProtocolIE-ID ::= 1

id-BSSToReport-Item 








ProtocolIE-ID ::= 2

id-BSSToReport-List 








ProtocolIE-ID ::= 3

id-Cause 











ProtocolIE-ID ::= 4

id-CompleteFailureCauseInformation-Item 



ProtocolIE-ID ::= 5

id-CompleteFailureCauseInformation-List 



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics 







ProtocolIE-ID ::= 7

id-ENB-Measurement-ID 








ProtocolIE-ID ::= 8

id-Global-ENB-ID 









ProtocolIE-ID ::= 9

id-MeasurementFailureCause-Item 





ProtocolIE-ID ::= 10

id-MeasurementInitiationResult-Item 




ProtocolIE-ID ::= 11

id-MeasurementInitiationResult-List 




ProtocolIE-ID ::= 12

id-PartialSuccessIndicator 







ProtocolIE-ID ::= 13

id-Registration-Request 







ProtocolIE-ID ::= 14

id-ReportCharacteristics 







ProtocolIE-ID ::= 15

id-ReportingPeriodicity 







ProtocolIE-ID ::= 16

id-WLANIdentifier-Item 








ProtocolIE-ID ::= 17

id-WLANIdentifier-List 








ProtocolIE-ID ::= 18

id-WLANIdentifiersToAdd-List 






ProtocolIE-ID ::= 19

id-WLANIdentifiersToDelete-Item 





ProtocolIE-ID ::= 20

id-WLANIdentifiersToDelete-List 





ProtocolIE-ID ::= 21

id-WLANIdentifiersToModify-List 





ProtocolIE-ID ::= 22

id-WTID 











ProtocolIE-ID ::= 23

id-WT-Measurement-ID 








ProtocolIE-ID ::= 24

id-ENB-UE-XwAP-ID









ProtocolIE-ID ::= 25

id-WT-UE-XwAP-ID









ProtocolIE-ID ::= 26

id-BSS-Item











ProtocolIE-ID ::= 27

id-E-RABs-ToBeAdded-List







ProtocolIE-ID ::= 28

id-E-RABs-ToBeAdded-Item







ProtocolIE-ID ::= 29

id-UE-Identity










ProtocolIE-ID ::= 30

id-WLANSecurityInfo









ProtocolIE-ID ::= 31

id-E-RABs-Admitted-ToBeAdded-List





ProtocolIE-ID ::= 32

id-E-RABs-Admitted-ToBeAdded-Item





ProtocolIE-ID ::= 33

id-E-RABs-NotAdmitted-List







ProtocolIE-ID ::= 34

id-E-RAB-Item










ProtocolIE-ID ::= 35

id-UE-ContextInformationWTModReq





ProtocolIE-ID ::= 36

id-E-RABs-ToBeAdded-ModReqItem






ProtocolIE-ID ::= 37

id-E-RABs-ToBeModified-ModReqItem





ProtocolIE-ID ::= 38

id-E-RABs-ToBeReleased-ModReqItem





ProtocolIE-ID ::= 39

id-E-RABs-Admitted-ToBeAdded-ModAckList




ProtocolIE-ID ::= 40

id-E-RABs-Admitted-ToBeAdded-ModAckItem




ProtocolIE-ID ::= 41

id-E-RABs-Admitted-ToBeModified-ModAckList



ProtocolIE-ID ::= 42

id-E-RABs-Admitted-ToBeModified-ModAckItem



ProtocolIE-ID ::= 43

id-E-RABs-Admitted-ToBeReleased-ModAckList



ProtocolIE-ID ::= 44

id-E-RABs-Admitted-ToBeReleased-ModAckItem



ProtocolIE-ID ::= 45

id-E-RABs-ToBeReleased-ModReqdList





ProtocolIE-ID ::= 46

id-E-RABs-ToBeReleased-ModReqdItem





ProtocolIE-ID ::= 47

id-E-RABs-ToBeReleased-List-RelReq





ProtocolIE-ID ::= 48

id-E-RABs-ToBeReleased-RelReqItem





ProtocolIE-ID ::= 49

id-E-RABs-ToBeReleased-List-RelConf





ProtocolIE-ID ::= 50

id-E-RABs-ToBeReleased-RelConfItem





ProtocolIE-ID ::= 51

id-E-RABs-Confirmed-ToBeReleased-ModReqdList


ProtocolIE-ID ::= 52

id-E-RABs-Confirmed-ToBeReleased-ModReqdItem


ProtocolIE-ID ::= 53

id-MobilitySet










ProtocolIE-ID ::= 54

id-ServingPLMN










ProtocolIE-ID ::= 55

id-E-RABs-ToBeModified-ModReqdList





ProtocolIE-ID ::= 56

id-E-RABs-ToBeModified-ModReqdItem





ProtocolIE-ID ::= 57

id-E-RABs-Confirmed-ToBeModified-ModReqdList


ProtocolIE-ID ::= 58

id-E-RABs-Confirmed-ToBeModified-ModReqdItem


ProtocolIE-ID ::= 59

id-wLANBandInformation








ProtocolIE-ID ::= 60

id-WLANIdentifiersToDeleteExtension-Item 



ProtocolIE-ID ::= 61

id-WLANIdentifiersToDeleteExtension-List 



ProtocolIE-ID ::= 62

id-TimeToWait










ProtocolIE-ID ::= 63
id-WT-MAC-Address









ProtocolIE-ID ::= 73
END
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