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	Reason for change:
	The number of PUCCH repetitions is defined as follows:
        The quantity 
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 is given by the higher-layer parameter pucch-NumRepetitionCE-Msg4-Level0-r13, pucch-NumRepetitionCE-Msg4-Level1-r13, pucch-NumRepetitionCE-Msg4-Level2-r13 or pucch-NumRepetitionCE-Msg4-Level3-r13 for transmission of Msg4 in the random-access procedure [8], otherwise by pucch-NumRepetitionCE-Format1 for PUCCH format 1/1a and pucch-NumRepetitionCE-Format2 for PUCCH format 2/2a/2b,
This does not cover the case of msg4 not containing the RRC connection setup. Also it is not consistent with the approach in 36.213 to determine the parameter 
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	Summary of change:
	Propose to apply a similar approach as in 36.213 for the parameter 
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, i.e., use the broadcast parameter unless the unicast parameter is defined

	
	

	Consequences if not approved:
	Specification is ambiguous and not consistent with 36.213
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	Other comments:
	This CR has isolated impact.


5.4.3
Mapping to physical resources
< Unchanged parts are omitted >

For BL/CE UEs, PUCCH is transmitted with 
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repetitions. The PUCCH transmission spans 
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 consecutive subframes, including non-BL/CE UL subframes where the UE postpones the PUCCH transmission if 
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. The quantity 
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 is given 
· by the higher layer parameter pucch-NumRepetitionCE-Format1 for PUCCH format 1/1a and pucch-NumRepetitionCE-Format2 for PUCCH format 2/2a/2b, if configured. Otherwise

· by the higher-layer parameter pucch-NumRepetitionCE-Msg4-Level0-r13, pucch-NumRepetitionCE-Msg4-Level1-r13, pucch-NumRepetitionCE-Msg4-Level2-r13 or pucch-NumRepetitionCE-Msg4-Level3-r13 

The physical resource blocks to be used for transmission of PUCCH in subframe 
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 within the  
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 consecutive subframes are given by
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where 
[image: image11.wmf]0
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 is the absolute subframe number of the first uplink subframe intended for PUCCH.
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