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<< Unchanged sections omitted >>
9.4
Reporting of Precoding Matrix Indicator (PMI)

The minimum performance requirements of PMI reporting are defined based on the precoding gain, expressed as the relative increase in throughput when the transmitter is configured according to the UE reports compared to the case when the transmitter is using random precoding. When the transmitter uses random precoding, for each PDSCH allocation a precoder is randomly generated and applied to the PDSCH. A fixed transport format (FRC) configured.

The requirements for transmission mode 6 and transmission mode 9 with 4 TX are specified in terms of the ratio 
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In the definition of γ, for PUSCH 3-1 single PMI and PUSCH 1-2 multiple PMI requirements, 
[image: image5.wmf]rnd

t

 is 60% of the maximum throughput obtained at 
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using random precoding, and 
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 the throughput measured at 
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with precoders configured according to the UE reports.
For the PUCCH 2-1 single PMI requirement, 
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 using random precoding on a randomly selected full-size subband in set S subbands, and 
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the throughput measured at 
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with both the precoder and the preferred full-size subband applied according to the UE reports;

For PUSCH 2-2 multiple PMI requirements, 
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is 60% of the maximum throughput obtained at 
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 using random precoding on a randomly selected full-size subband in set S subbands, and 
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the throughput measured at 
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with both the subband precoder and a randomly selected full-size subband (within the preferred subbands) applied according to the UE reports.
The requirements for transmission mode 9 with 8 TX and transmission mode 9 with 4TX enhanced codebook are specified in terms of the ratio
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In the definition of γ, for PUSCH 3-1 single PMI and PUSCH 1-2 multiple PMI requirements, 
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 using the precoders configured according to the UE reports, and 
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<< Unchanged sections omitted >>
9.4.1.3.2_D
TDD Reporting of PMI – PUSCH 3-1 (Single PMI) for eDL-MIMO

9.4.1.3.2_D.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.1.3.2_D.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward that support eDL-MIMO. Applicability requires support for FGI bit 104.

9.4.1.3.2_D.3
Minimum conformance requirements

For the parameters specified in Table 9.4.1.3.2_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.4.1.3.2_D.3-2.

Table 9.4.1.3.2_D.3-1: PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EVA5

	Precoding granularity
	PRB
	50

	Antenna configuration
	
	8 x 2

	Correlation modelling
	
	High, Cross polarized

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,22

	Beamforming model
	
	Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS 
	
	5/ 4

	CSI-RS reference signal configuration
	
	0

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 001F FFE0 0000 0000 FFFF

	 Downlink power allocation                                                                                                     
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 3-1

	Reporting interval
	ms
	5

	PMI delay (Note 2)
	ms
	10

	Measurement channel
	
	R.45-1 TDD for UE Category 1, R.45 TDD for UE Category 2-8

	OCNG Pattern
	
	OP.1 TDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 3:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#4 and #9 to allow aperiodic CQI/PMI/RI to be transmitted on uplink SF#3 and #8.

Note 4:
Randomization of the principle beam direction shall be used as specified in B.2.3A.4


Table 9.4.1.3.2_D.3-2: Minimum requirement (TDD)

	Parameter
	Test 1

	
	3

	UE Category
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.4.1.3.2.

9.4.1.3.2_D.4
Test description

9.4.1.3.2_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure 47.
2.
The parameter settings for the cell are set up according to Table 9.4.1.3.2_D.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.4.1.3.2_D.4.3.
9.4.1.3.2_D.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.1.3.2_D.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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 according to annex G.5.2a.

3.
Set SNR to 
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. The SS shall transmit PDSCH with randomly selected precoding matrix from codebook (Table 7.2.4-1 in TS 36.213 [10]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure 
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according to Annex G.5.3

4.
Calculate 
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 If the ratio (throughput / 
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 ) ( which is specified in table 9.4.1.3.2_D.5-1, then the test is pass. Otherwise, the test is fail.

9.4.1.3.2_D.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.1.3.2_D.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  } 
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 9.4.1.3.2_D.4.3-2: Void
Table 9.4.1.3.2_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0x0000 0000 001F FFE0 0000 0000 FFFF
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.3.2_D.4.3-4: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic –r10
	Not present
	
	

	  pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 9.4.1.3.2_D.4.3-5: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 9.4.1.3.2_D.4.3-6: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests. 
	TDD

	}
	
	
	


Table 9.4.1.3.2_D.4.3-7: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an8
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	0
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	    }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


9.4.1.3.2_D.5
Test requirement

Table 9.4.1.3.2_D.5-1: Test requirement (TDD)

	Parameter
	Test 1

	 
	3.49


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in table 9.4.1.3.2_D.5.

9.4.1.4
PMI Reporting – PUCCH 1-1 (Single PMI) (CSI Reference Symbol)
9.4.1.4.1
FDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement

9.4.1.4.1.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Single PMI) for eDL MIMO Enhancement.
9.4.1.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE releases 12 and forward that support eDL-MIMO Enhancement. Applicability requires support for FGI bit 103.
9.4.1.4.1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.1.4.1.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.4.1.4.1.3-2.
Table 9.4.1.4.1.3-1: PMI test for single-layer (FDD)
	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Propagation channel
	
	EPA5

	Precoding granularity
	PRB
	50

	Correlation and antenna configuration
	
	High XP 4 x 2

	Beamforming model
	
	Annex B.4.3

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,18

	CSI-RS periodicity and subframe offset

TCSI-RS / ICSI-RS
	
	5/ 1

	CSI-RS reference signal configuration
	
	6

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0000 FFFF 0000 00FF

	 Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUCCH 1-1 submode1

	Reporting interval
	ms
	5

	 PMI delay (Note 2)
	ms
	10

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type for CQI/second PMI
	
	2b 

	Physical channel for RI reporting
	
	PUSCH 

	PUCCH Report Type for RI/ first PMI
	
	5

	cqi-pmi-ConfigurationIndex
	
	4

	ri-ConfigIndex
	
	1 

	Measurement channel
	
	R.60 FDD

	OCNG Pattern
	
	OP.1 FDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH.
Note 4:
PDSCH _RA= 0 dB, PDSCH_RB= 0 dB in order to have the same PDSCH and OCNG power per subcarrier at the receiver.

Note 5:
Randomization of the principle beam direction shall be used as specified in B.2.3A.4


Table 9.4.1.4.1.3-2: Minimum requirement (FDD)

	Parameter
	Test 1

	
	1.8

	UE Category
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.4.1.4.1.

9.4.1.4.1.4
Test description

9.4.1.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.11.

2. The parameter settings for the cell are set up according to Table 9.4.1.4.1.3-1.
3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0

5. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in 9.4.1.4.1.4.3.
9.4.1.4.1.4.2
Test procedure

1.Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.4.1.4.1.3-1 as appropriate.

2. The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC. The SS shall transmit PDCCH DCI format 0 in downlink SF#3 and #8 to schedule to schedule UL RMC in subframe #2 and #7 (Table A.4.1-1). Establish 
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 according to annex G.5.2a.
3. Set SNR to 
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. The SS shall transmit PDSCH with randomly selected precoding matrix from codebook (Table 7.2.4-0A in TS 36.213 [10]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities.The SS sends downlink MAC padding bits on the DL RMC. The SS shall transmit PDCCH DCI format 0 in downlink SF#3 and #8 to schedule to schedule UL RMC in subframe #2 and #7 (Table A.4.1-1). Measure the average throughput. Measure 
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according to Annex G.5.3.
4. Calculate 
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9.4.1.4.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.1.4.1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	  antennaInfo-v1250
	AntennaInfoDedicated-v1250
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0x0000 0000 0000 FFFF 0000 00FF
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-4: AntennaInfoDedicated-v1250
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-v1250 ::= SEQUENCE {
	
	
	

	    alternativeCodebookEnabledFor4TX-r12
	TRUE
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-5: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10 
	CQI-ReportPeriodic-r10-DEFAULT
	
	

	  pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-6: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-pmi-ConfigIndex
	4
	 (see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	        widebandCQI-r10 SEQUENCE {
	
	
	

	          csi-ReportMode-r10
	submode1
	
	

	     }
	
	
	

	    ri-ConfigIndex
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.4.1.4.3-7: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	6
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	1
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	    }
	
	
	

	    }
	
	
	

	}
	
	
	


9.4.1.4.1.5
Test requirement

Table 9.4.1.4.1.5 -1: Test requirement (FDD)

	Parameter
	Test 1

	 
	1.79

	UE Category
	≥1


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in Table 9.4.1.4.1.5-1.

9.4.1.4.2
TDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement

9.4.1.4.2.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Single PMI) for eDL MIMO Enhancement.
9.4.1.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 12 and forward that support eDL-MIMO Enhancement. Applicability requires support for FGI bit 103.
9.4.1.4.2.3
Minimum conformance requirements

For the parameters specified in Table 9.4.1.4.2.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.4.1.4.2.3-2.
Table 9.4.1.4.2.3-1: PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EPA5

	Precoding granularity
	PRB
	50

	Correlation and antenna configuration
	
	High XP 4 x 2

	Beamforming model
	
	Annex B.4.3

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,18

	CSI-RS periodicity and subframe offset

TCSI-RS / ICSI-RS
	
	5/ 4

	CSI-RS reference signal configuration
	
	6

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0000 FFFF 0000 00FF

	 Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUCCH 1-1 submode1

	Reporting interval
	ms
	5

	PMI delay (Note 2)
	ms
	15

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type for CQI/second PMI
	
	2b

	Physical channel for RI reporting
	
	PUSCH

	PUCCH Report Type for RI/ first PMI
	
	5

	cqi-pmi-ConfigurationIndex
	
	4

	ri-ConfigIndex
	
	1 

	Measurement channel
	
	R.60 TDD

	OCNG Pattern
	
	OP.1 TDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH.
Note 4:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#4 and #9 to allow aperiodic CQI/PMI/RI to be transmitted on uplink SF#3 and #8.
Note 5:
Randomization of the principle beam direction shall be used as specified in B.2.3A.4.


Table 9.4.1.4.2.3-2: Minimum requirement (TDD)

	Parameter
	Test 1

	 
	1.8

	UE Category
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.4.1.4.2.

9.4.1.4.2.4
Test description

9.4.1.4.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.11.

2.
The parameter settings for the cell are set up according to Table 9.4.1.4.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.4.1.4.2.4.3.
9.4.1.4.2.4.2
Test procedure
1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.1.4.2.3-1 as appropriate.
2.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC.  The SS shall transmit PDCCH DCI format 0 in downlink SF#4 and #9 to schedule to schedule UL RMC in subframe #3 and #8 (Table A.4.1-2).  Establish 
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3.
Set SNR to 
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. The SS shall transmit PDSCH with randomly selected precoding matrix from codebook (Table 7.2.4-0A in TS 36.213 [10]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities.The SS sends downlink MAC padding bits on the DL RMC. The SS shall transmit PDCCH DCI format 0 in downlink SF#4 and #9 to schedule to schedule UL RMC in subframe #3 and #8 (Table A.4.1-2). Measure 
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according to Annex G.5.3
4.
Calculate 
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9.4.1.4.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.1.4.2.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	  antennaInfo-v1250
	AntennaInfoDedicated-v1250
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	 0x0000 0000 0000 FFFF 0000 00FF
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-4: AntennaInfoDedicated-v1250
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-v1250 ::= SEQUENCE {
	
	
	

	    alternativeCodebookEnabledFor4TX-r12
	TRUE
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-5: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10 
	CQI-ReportPeriodic-r10-DEFAULT
	
	

	  pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-6: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-pmi-ConfigIndex
	4
	 (see Table 7.2.2-1C in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	        widebandCQI-r10 SEQUENCE {
	
	
	

	          csi-ReportMode-r10
	submode1
	
	

	     }
	
	
	

	    ri-ConfigIndex
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-7: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	6
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	    }
	
	
	

	    }
	
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-8: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 9.4.1.4.2.4.3-9: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    Release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests. 
	TDD

	}
	
	
	


9.4.1.4.2.5
Test requirement

Table 9.4.1.4.2.5 -1: Test requirement (FDD)

	Parameter
	Test 1

	 
	1.79

	UE Category
	≥1


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in Table 9.4.1.4.2_G.5-1.
<< Unchanged sections omitted >>
9.4.2.3.3
FDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement
9.4.2.3.3.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Multiple PMI) for eDL MIMO Enhancement.
9.4.2.3.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE releases 12 and forward that support eDL-MIMO Enhancement. Applicability requires support for FGI bit 103.

9.4.2.3.3.3
Minimum conformance requirements

For the parameter specified in Table 9.4.2.3.3.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.4.2.3.3.3-2.

Table 9.4.2.3.3.3-1: PMI test for dual-layer (FDD) for eDL-MIMO Enhancement

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Propagation channel
	
	EVA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	6

	Correlation and antenna configuration
	
	High XP 4 x 2

	Beamforming model
	
	Annex B.4.3

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,18

	CSI-RS periodicity and subframe offset

TCSI-RS / ICSI-RS
	
	5/ 1

	CSI-RS reference signal configuration
	
	8

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 FFFF 0000 FFFF 0000

	 Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH1-2

	Reporting interval
	ms
	5

	 PMI delay (Note 2)
	ms
	8

	Measurement channel
	
	R.45-1 FDD for UE Category 1, R.45 FDD for UE Category 2-8

	Rank Number of PDSCH
	
	2

	OCNG Pattern
	
	OP.7 FDD for UE Category 1

OP.1 FDD for UE Category 2-8

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
Void
Note 4:
PDSCH _RA= 0 dB, PDSCH_RB= 0 dB in order to have the same PDSCH and OCNG power per subcarrier at the receiver.

Note 5:
Randomization of the principle beam direction shall be used as specified in B.2.3A.4


Table 9.4.2.3.3.3-2: Minimum requirement (FDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.2

	UE Category
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.3.3.
9.4.2.3.3.4
Test description

9.4.2.3.3.4.1
 Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.11.
2. The parameter settings for the cell are set up according to Table 9.4.2.3.3.3-1.
3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in 9.4.2.3.3.4.3.

9.4.2.3.3.4.2
Test procedure

1. Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table9.4.2.3.3.3-1 as appropriate.

2. The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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3. Set SNR to 
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. The SS shall transmit PDSCH with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-2 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities.The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4 every subframe. Measure the average throughput. Measure 
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according to Annex G.5.3.
4. Calculate 
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9.4.2.3.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.4.2.3.3.4.3-1: PhysicalConfigDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated::= SEQUENCE {
	
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  antennaInfo-v1250
	AntennaInfoDedicated-v1250
	
	

	}
	
	
	


Table 9.4.2.3.3.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.4.2.3.3.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0x0000 0000 FFFF 0000 FFFF 0000
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.3.3.4.3-4: AntennaInfoDedicated-v1250
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-v1250 ::= SEQUENCE {
	
	
	

	    alternativeCodebookEnabledFor4TX-r12
	TRUE
	
	

	}
	
	
	


Table 9.4.2.3.3.4.3-5: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	}
	
	
	


Table 9.4.2.3.3.4.3-6: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	8
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	1
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	    }
	
	
	

	    }
	
	
	

	}
	
	
	


9.4.2.3.3.5
Test requirement
Table 9.4.2.3.3.5-1: Test requirement (FDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.19

	UE Category
	≥1


9.4.2.3.4
TDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement
9.4.2.3.4.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Multiple PMI) for eDL MIMO Enhancement.
9.4.2.3.4.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 12 and forward that support eDL-MIMO Enhancement. Applicability requires support for FGI bit 103.
9.4.2.3.4.3
Minimum conformance requirements
For the parameters specified in Table 9.4.2.3.4.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in 9.4.2.3.4.3-2.
Table 9.4.2.3.4.3-1: PMI test for dual-layer (TDD) for eDL-MIMO Enhancement

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EVA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	6

	Correlation and antenna configuration
	
	XP High 4 x 2

	Beamforming model
	
	Annex B.4.3

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,18

	CSI-RS periodicity and subframe offset

TCSI-RS / ICSI-RS
	
	5/ 4

	CSI-RS reference signal configuration
	
	4

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 FFFF 0000 FFFF 0000

	Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH1-2

	Reporting interval
	ms
	5

	PMI delay (Note 2)
	ms
	10

	Measurement channel
	
	R.61-1 TDD for UE Category 1, R.61 TDD for UE Category 2-8

	Rank Number of PDSCH
	
	2

	OCNG Pattern
	
	OP.1 TDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
One/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.1.1/2 shall be used.
Note 4:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#4 and #9 to allow aperiodic CQI/PMI/RI to be transmitted on uplink SF#3 and #8.
Note 5:
Randomization of the principle beam direction shall be used as specified in B.2.3A.4.


Table 9.4.2.3.4.3-2: Minimum requirement (TDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.2

	UE Category
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.3.4.

9.4.2.3.4.4
Test description

9.4.2.3.4.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.11.

2.
The parameter settings for the cell are set up according to Table 9.4.2.3.4.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.4.2.3.4.4.3.
9.4.2.3.4.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.2.3.4.3-1 as appropriate.
2.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC.  SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Establish 
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 according to annex G.5.2a.
3.
Set SNR to 
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. The SS shall transmit PDSCH with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-2 in TS 36.213 [10]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities.The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure 
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according to Annex G.5.3
4.
Calculate 
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9.4.2.3.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.4.2.3.4.4.3-1: PhysicalConfigDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated::= SEQUENCE {
	
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  antennaInfo-v1250
	AntennaInfoDedicated-v1250
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	 0x0000 0000 FFFF 0000 FFFF 0000
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-4: AntennaInfoDedicated-v1250
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-v1250 ::= SEQUENCE {
	
	
	

	    alternativeCodebookEnabledFor4TX-r12
	TRUE
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-5: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10 
	Not present
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-6: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	4
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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	      p-C-r10
	-3
	Parameter: 
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	    }
	
	
	

	    }
	
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-7: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 9.4.2.3.4.4.3-8: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    Release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests
	TDD

	}
	
	
	


9.4.2.3.4.5
Test requirement

Table 9.4.2.3.4.5-1: Test requirement (TDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.19

	UE Category
	≥1


<< Unchanged sections omitted >>
G.5
Measuring throughput ratio

G.5.1
General

Annex G.5 is applicable for clauses 9.3, 9.4, 9.5 and 9.7. Common to those clauses is, that a throughput ratio γ is measured. These clauses are tested exclusively with “slow” multipath fading profiles. Hence the test time is governed by test time due to fading, and number of samples due to statistical significance is not applicable.

The test requirements except for transmission mode 9 with 8 TX and transmission mode 9 with 4TX enhanced codebook in clause 9.4 are a ratio of 2 throughput tests according to 
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. The denominator must be established by an approach, resulting in the denominator throughput 
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The test requirements for transmission mode 9 with 8 TX and transmission mode 9 with 4TX enhanced codebook in clause 9.4 are a ratio of 2 throughput tests according to 
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. The nominator must be established by an approach, resulting in the nominator throughput 
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, the latter is reused to measure the denominator throughput.

The test requirements in clauses 9.3 and 9.5 are a ratio of 2 throughput tests according to 
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 etc. Nominator and denominator are ordinary throughput tests

tue, trnd , tue,follow1,follow2, trnd1,rnd2 , treported, tfix , tsubband, tmedian, 
[image: image117.wmf]wideband

t

are throughputs, derived under different conditions and are defined in clause s 9.3, 9.4 and 9.5.

SNRrnd and SNRfollow1,follow2 are the signal noise ratio, derived together with trnd and tue,follow1,follow2, and are defined in clause 9.4.

G.5.2
Establishing 
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Adjust SNR such that the measured throughput is 58% ≤
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≤ 62% using random precoding.

The resulting SNR is declared 
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To achieve statistical significance the final throughput measurement must be done with MNS samples, given table G.5.4-1

The approach, leading to 
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G.5.2a
Establishing 
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Adjust SNR such that the measured throughput is 68% ≤
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≤ 72% using the precoders configured according to the UE reports.

The resulting SNR is declared 
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.
To achieve statistical significance the final throughput measurement must be done with MNS samples, given table G.5.4-1

The approach, leading to 
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G.5.3
Measuring T-put

To achieve statistical significance the final throughput measurement must be done with MNS samples, given in table.G.5.4 -1. Number of samples due to statistical significance is not applicable.

For measuring tsubband, twideband, treported and tfix, the SS collects ACK, NACK and statDTX from the UE and records the time, elapsed from the beginning of the test. The payload size, received by the UE and acknowledged towards the SS, may vary within a test versus time (e.g. due to subband changes upon a UE report) Throughput is calculated in the SS by summing up the payload, associated to each ACK, from the start of the test and dividing the accumulated payload in kilobits by the time in seconds, elapsed from the beginning of the test. This is similar but not same as in G.2.2. (Main difference in bullet d, where the payload size is constant).

For measuring tmedian, tue, trnd tue,follow1,follow2 and tue,rnd1,rnd2, the SS collects ACK, NACK and statDTX from the UE and records the time, elapsed from the beginning of the test. The payload size, received by the UE and acknowledged towards the SS, is constant. Throughput can be calculated in the SS by multiplying the payload size with the number of ACKs and dividing the accumulated payload in kilobits by the time in seconds, elapsed from the beginning of the test, being associated to the following ratio: ACK/ (ACK+NACK + DTX).
G.5.4
Number of samples for throughput ratios

TT for γ and MNS are based on theoretical estimations.

Table G.5.4-1: Test time for testing throughput ratios

	Test
	Demodulation scenario:

RMC (Bandwidth, allocated RBs,

modulation, coding)

[Antenna configuration, correlation]

Propagation condition, Doppler
	Γ
	Minimum Number of Subframes (MNS)

(MNS = active and inactive Subframes,

more details in Annex G.3.5 and table G.3.5-1)
	Γ including TT
	BLER

	
	
	
	FDD
	TDD
	
	

	9.3.1.1.1

9.3.1.1.2
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.2.1_D
	(10 MHz, 6, variable modulation and coding)

[2x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000

For denominator- and nominator- measurement each
	NA
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.2.2_D
	(10 MHz, 6, variable modulation and coding)

[2x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	NA
	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.3.1_E
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	200000

For denominator- and nominator- measurement each
	NA
	γ =1.09
	BLER=0.01, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.3.2_E
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	NA
	680000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.01, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.2.1.1

9.3.2.1.2
	(10 MHz or 5MHz according to test, full, variable modulation and coding)

[1x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

No of samples for TDD: subset of filtered ACKs and NACKs in the MNS for throughput.

	9.3.2.1.1_1

9.3.2.1.2_1
	(10 MHz or 5MHz according to test, partial, variable modulation and coding)

[1x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

No of samples for TDD: subset of filtered ACKs and NACKs in the MNS for throughput.

	9.3.2.2.1_D
	(10 MHz, full, variable modulation and coding)

[4x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	NA
	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

	9.3.2.2.2_D
	(10 MHz, full, variable modulation and coding)

[8x2, high]

EPA5
	1.05
	NA
	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for TDD: subset of filtered ACKs and NACKs in the MNS for throughput.

	9.3.3.1.1

9.3.3.1.2
	10 MHz, full(however unequal SNR), variable modulation and coding)

[1x2, full]

Special:
propagation according to clause B.2.4, 5Hz
	1.6
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	1.50
	

	9.3.4.1.1

9.3.4.1.2
	Same as 9.3.3
	1.2
	100000
	170000
	1.19
	

	9.3.4.2.1

9.3.4.2.2
	Same as 9.3.3
	1.15
	100000
	170000
	1.14
	

	9.3.5.1.1

9.3.5.1.2
	variable modulation and coding, 1x2 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.3.5.2.1

9.3.5.2.2
	variable modulation and coding, 2x2 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.3.7.1

9.3.7.2
	Test1:
(10 MHz, full, variable modulation and coding)

[4x2, low]EVA5
Test2:
(10 MHz, full, variable modulation and coding)

[4x2, High XP] EVA5
	Test1:
1.05
Test2:
1.15
	100000
	170000
	Test1:
1.04
Test2:
1.14
	

	9.3.8.1.1

9.3.8.1.2
	variable modulation and coding, 2x2 Low, EPA5
	0.925
	100000
	170000
	0.915
	

	9.3.8.2.1

9.3.8.2.2
	variable modulation and coding, 2x2 Low, EPA5
	0.925
	100000
	170000
	0.915
	


	9.3.8.3.1

9.3.8.3.2
	variable modulation and coding, 2x2 Low, EPA5
	0.925
	100000
	170000
	0.915
	

	9.4.1.1.1

9.4.1.1.2
	R.10

(10 MHz, full, QPSK, 1/3) [2x2, Low] EVA5
	1.1
	100000
	170000
	γ =1.09
	

	9.4.1.2.1

9.4.1.2.2
	R.14-1
(10 MHz, partial, 16QAM,1/2) [4x2, Low] EVA5
	1.2
	100000
	170000
	1.19
	

	9.4.2.1.1

9.4.2.1.2
	R.30

(20 MHz, full, 16QAM, 1/2) [2x2, Low] EPA5
	1.2
	100000
	170000
	γ =1.19
	

	9.4.2.1.1_1

9.4.2.1.2_1
	R.11-3 or
R.11

 (10 MHz, partial or full, 16QAM, 1/2) [2x2, Low] EPA5
	1.2
	100000
	170000
	γ =1.19
	

	9.4.2.2.1
	R.14-2 FDD

(10MHz, 3, 16 QAM, ½) [4x2, low] EVA5
	1.2
	100000
	NA
	1.19
	

	9.4.2.2.2
	R.14-2 TDD

(10MHz, 3, 16QAM, ½) [4x2, low] EVA5
	1.15
	NA
	170000
	1.14
	

	9.4.1.3.1_D
	R.44

(10 MHz, partial, QPSK, 1/3) [4x2, Low] EPA5
	1.2
	100000
	NA
	γ =1.19
	

	9.4.1.3.2_D
	R.45-1 or R.45

(10 MHz, partial or full, 16QAM, 1/2) [8x2, High] EVA5
	1.2
	NA
	170000
	γ =1.19
	

	9.4.1.4.1

9.4.1.4.2
	R.60 (10MHz, full, QPSK, 1/2) [4x2, High XP] EVA5
	1.8
	100000
	170000
	γ =1.79
	

	9.4.2.3.1_D
	R.45-1 or R.45 (10 MHz, partial or full, 16QAM, 1/2) [4x2, Low] EVA5
	1.3
	100000
	NA
	γ =1.29
	

	9.4.2.3.2_D
	R.45-1 or R.45 (10 MHz, partial or full, 16QAM, 1/2) [8x2, High] EVA5
	3.5
	NA
	170000
	γ =3.49
	

	9.4.2.3.3
	R.45-1 or R.45 (10 MHz, partial or full, 16QAM, 1/2) [4x2, High XP] EVA5
	1.2 
	100000
	NA
	γ =1. 19
	

	9.4.2.3.4
	R.61-1 or R.61(10MHz, full, 16QAM, 1/2) [4x2, High XP] EVA5
	1.2
	NA
	170000
	γ =1. 19
	

	9.5.1.1

9.5.1.2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05
Test12=1

Test32=1.1
	100000
	170000
	Test21=1.04
Test12=0.99
Test32=1.09
	

	9.5.1.1_1

9.5.1.2_1
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05
Test12=1

Test3: 1=0.90 2=1.10
	100000
	170000
	Test21=1.04
Test12=0.99
Test3: 1=0.89 2=1.09
	

	9.5.1.1_2

9.5.1.2_2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
 EPA5
	Test21=1.05
Test12=1
Test3: 1=0.90
	100000
	170000
	Test21=1.04
Test12=0.99
Test3: 1=0.89
	

	9.5.2.1_D

9.5.2.2_D
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05

Test31=0.9 Test12=1.00
	100000
	170000
	Test21=1.04

Test31=0.89
Test12=0.99
	

	9.5.3.1_C.1

9.5.3.2_C.1
	(10MHz, full, variable modulation and coding)

[2x2, low according to test]
EPA5
	Test11=0.9
Test21=1.05
	800000
	680000
	Test11=0.89
Test21=1.04
	

	9.5.4.1_E

9.5.4.2_E
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05

Test31=0.9 Test12=1.00
	800000
	680000
	Test21=1.04

Test31=0.89
Test12=0.99
	

	9.5.5.1_F.2

9.5.5.2_F.2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.00
	100000
	170000
	Test21=0.99
	

	9.7.2.1

9.7.2.2
	(10 MHz, 6, variable modulation and coding)

[1x1, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000
	170000
	γ =1.09
	

	9.9.2.1.1

9.9.2.1.2
	variable modulation and coding, 1x4 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.9.2.2.1

9.9.2.2.2
	variable modulation and coding, 2x4 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.9.3.1.1
	R.45-2

(10 MHz, full, 64QAM)

[8x4, High] EVA5
	2.5
	NA
	170000
	γ =2.49
	

	9.9.4.1.1

9.9.4.1.2
	(10MHz, full, variable modulation and coding)

[2x4, low or high for test 1, 2 and 3; 4x4, low for test 4 according to test]
EPA5
	Test12=1

Test21=1.05

Test31=0.9

Test42=1.1
	100000
	170000
	Test12=0.99

Test21=1.04

Test31=0.89

Test42=1.09
	

	9.9.4.2.1

9.9.4.2.2
	(10MHz, full, variable modulation and coding)

[2x4, low or high for test 1, 2 and 3; 4x4, low for test 4 according to test]
EPA5
	Test12=1

Test21=1.05

Test31=0.9

Test42=1.1
	100000
	170000
	Test12=0.99

Test21=1.04

Test31=0.89

Test42=1.09
	


<< End of changes >>
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