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< Unchanged sections omitted >

6.6.3E.2.5
Test requirement 

Test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this section.

The measured average power of spurious emission, derived in step 3, shall not exceed the described value in table 6.6.3E.2.3-1 according to the following rule:

The requirements for the UE are release specific and can be found in Tables 6.6.3E.2.3-1. If the UE support a band, which is not defined in the table corresponding UE’s release, the requirements for this band are taken from the table of earliest release where requirements for this band are defined. This has been described in following Table 6.6.3E.2.5-1.

Table 6.6.3E.2.5-1: UE Requirements according to UE E-UTRA release and supported E-UTRA band

	Band
	UE Requirements per release

	
	Rel-12

	2
	Table 6.6.3E.2.3-1

	3
	Table 6.6.3E.2.3-1

	4
	Table 6.6.3E.2.3-1

	5
	Table 6.6.3E.2.3-1

	8
	Table 6.6.3E.2.3-1

	13
	Table 6.6.3E.2.3-1

	20
	Table 6.6.3E.2.3-1

	39
	Table 6.6.3E.2.3-1

	41
	Table 6.6.3E.2.3-1


NOTE 1:
The following is applied to Note2 in Table 6.6.3E.2.3-1. For frequency with 2nd, 3rd or 4th harmonic spurious emissions, the measurements are covered in 6.6.3.1.

NOTE 2:
The restriction on the maximum uplink transmission to 36 RB in Notes 14 and 15 of Table 6.6.3E.2.5-1 is intended for conformance testing and may be applied to network operation to facilitate coexistence when the aggressor and victim bands are deployed in the same geographical area. The applicable spurious emission requirement of -15.5 dBm/5MHz is a least restrictive technical condition for FDD/TDD coexistence and may have to be revised in the future.
6.6.3E.3
Additional spurious emissions for UE category 0

6.6.3E.3.1
Test purpose

Same test purpose as in clause 6.6.3.3.1.

6.6.3E.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 12 and forward of UE category 0.

< End of changes >

