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	Reason for change:
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	Other comments:
	


< Unchanged sections omitted >
H.3.4
RRC messages and information elements exceptions for E-UTRAN UE transmit timing accuracy and UE timing advance adjustment accuracy

RRCConnectionReconfiguration: (FDD/TDD) to establish E-UTRAN Radio Resource Configuration
Table H.3.4-1: RRCConnectionReconfiguration: E-UTRAN Radio Resource Configuration

	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	       radioResourceConfigDedicated
	
	
	

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)
	
	HO-TO-EUTRA(n,m)


PhysicalConfigDedicated-DEFAULT: (FDD/TDD) for E-UTRAN Physical Configuration
Table H.3.4-2: PhysicalConfigDedicated-DEFAULT: E-UTRAN Physical Configuration

	Derivation Path: TS 36.508 [7] clause 4.8.21.6, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  soundingRS-UL-ConfigDedicated
	
	
	SRB1

	
	SoundingRS-UL-ConfigDedicated-DEFAULT
	
	RBC

	  antennaInformation CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig
	Not present
	
	SRB1 

	
	SchedulingRequest-Config-DEFAULT
	
	SRB1 AND

(CEModeA OR CEModeB)
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