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Introduction

Total Number of CRs agreed for this WI: 42. TSs being affected:

· 34.229-1 - 
  0 CR(s)

· 34.229-2 - 
  0 CR(s)

· 34.229-3 - 
  0 CR(s)

· 36.508 - 
  0 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
18 CR(s)

· 36.521-2 - 
  1 CR(s)

· 36.521-3 - 
23 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.903 - 
  0 CR(s)

· 36.905 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-173797
	36.521-1
	3658
	-
	F
	Rel-14
	14.3.0
	Addition of measurement period for 9.8.2.1 in Annex G.5.4
	LTE_MTCe2_L1-UEConTest

	R5-173798
	36.521-1
	3659
	-
	F
	Rel-14
	14.3.0
	Removing editor’s note regarding UE’s declaration on carrier center frequency for Cat M1
	LTE_MTCe2_L1-UEConTest

	R5-173912
	36.521-1
	3667
	-
	F
	Rel-14
	14.3.0
	Editorial: Addition of band 40 for eMTC
	LTE_MTCe2_L1-UEConTest

	R5-173993
	36.521-1
	3686
	-
	F
	Rel-14
	14.3.0
	eMTC correction of missing references for UL RMCs
	LTE_MTCe2_L1-UEConTest

	R5-173999
	36.521-1
	3690
	-
	F
	Rel-14
	14.3.0
	New eMTC test case, 6.3.5EA.3_1 Aggregate power control tolerance for UE category M1 (CE Mode B)
	LTE_MTCe2_L1-UEConTest

	R5-174027
	36.521-1
	3702
	-
	F
	Rel-14
	14.3.0
	Correction of RB allocation in TC 6.5.2.3EA
	LTE_MTCe2_L1-UEConTest

	R5-174029
	36.521-1
	3704
	-
	F
	Rel-14
	14.3.0
	Editorial Change of RBstart expression in category M1 TC
	LTE_MTCe2_L1-UEConTest

	R5-174096
	36.521-1
	3716
	-
	F
	Rel-14
	14.3.0
	Correction of test frequency in 6.2.4EA for NS_17
	LTE_MTCe2_L1-UEConTest

	R5-174097
	36.521-1
	3717
	-
	F
	Rel-14
	14.3.0
	Correction of test frequency in 6.6.3EA.3 for NS_17
	LTE_MTCe2_L1-UEConTest

	R5-174356
	36.521-1
	3774
	-
	F
	Rel-14
	14.3.0
	Editorial correction to Cat M1 MPDCCH test case
	LTE_MTCe2_L1-UEConTest

	R5-175065
	36.521-1
	3657
	1
	F
	Rel-14
	14.3.0
	Correction to UE-selected subband CQI test for Cat M1
	LTE_MTCe2_L1-UEConTest

	R5-175066
	36.521-1
	3696
	1
	F
	Rel-14
	14.3.0
	Correction of minimum test time for ETU1 in annex G
	LTE_MTCe2_L1-UEConTest

	R5-175067
	36.521-1
	3705
	1
	F
	Rel-14
	14.3.0
	Editorial Change – Correction of minimum test time for TC 8.11.1.1.3
	LTE_MTCe2_L1-UEConTest

	R5-175068
	36.521-1
	3773
	1
	F
	Rel-14
	14.3.0
	Completion of eMTC A-MPR test cases for NS_07
	LTE_MTCe2_L1-UEConTest

	R5-175160
	36.521-1
	3689
	1
	F
	Rel-14
	14.3.0
	Correction to eMTC test case (CEModeB) to support repetition factor >1 
	LTE_MTCe2_L1-UEConTest

	R5-175161
	36.521-1
	3710
	1
	F
	Rel-14
	14.3.0
	Updates for FDD and HD-FDD and TDD Demodulation of MPDCCH in CE Mode B Test Cases
	LTE_MTCe2_L1-UEConTest

	R5-175208
	36.521-1
	3688
	1
	F
	Rel-14
	14.3.0
	Editorial change, correction of RMC for Cat-M1 TDD PDSCH demodulation requirements 
	LTE_MTCe2_L1-UEConTest

	R5-175217
	36.521-1
	3656
	1
	F
	Rel-14
	14.3.0
	Correction to Test Parameters for Cat M1 CQI tests
	LTE_MTCe2_L1-UEConTest

	R5-175200
	36.521-2
	0580
	1
	F
	Rel-14
	14.3.0
	Applicability of eMTC RF and RRM test cases
	LTE_MTCe2_L1-UEConTest

	R5-173557
	36.521-3
	1892
	-
	F
	Rel-14
	14.2.0
	Correction of Timing Advance Adjustment Accuracy Test for Cat-M1 UE
	LTE_MTCe2_L1-UEConTest

	R5-173558
	36.521-3
	1893
	-
	F
	Rel-14
	14.2.0
	Correction of Annex H for Chapter 7 eMTC
	LTE_MTCe2_L1-UEConTest

	R5-173561
	36.521-3
	1896
	-
	F
	Rel-14
	14.2.0
	Editorial Change to eMTC event triggered 8.1.24 TC
	LTE_MTCe2_L1-UEConTest

	R5-173563
	36.521-3
	1898
	-
	F
	Rel-14
	14.2.0
	Editorial Changes to eMTC UL Timing TCs
	LTE_MTCe2_L1-UEConTest

	R5-173799
	36.521-3
	1924
	-
	F
	Rel-14
	14.2.0
	Correction to intra frequency case for Cat M1 UE in normal coverage including test tolerance update
	LTE_MTCe2_L1-UEConTest

	R5-173802
	36.521-3
	1927
	-
	F
	Rel-14
	14.2.0
	Editorial correction to UE Cat M1 RSRP Test Cases
	LTE_MTCe2_L1-UEConTest

	R5-174161
	36.521-3
	1967
	-
	F
	Rel-14
	14.2.0
	Addition of SIB and default RRC message content exception for remaining eMTC tests – Chapter 4
	LTE_MTCe2_L1-UEConTest

	R5-174162
	36.521-3
	1968
	-
	F
	Rel-14
	14.2.0
	Addition of SIB and default RRC message content exception for remaining eMTC tests – Chapter 6
	LTE_MTCe2_L1-UEConTest

	R5-174185
	36.521-3
	1976
	-
	F
	Rel-14
	14.2.0
	Update and inclusion of Test Tolerances for Cat M1 test cases A.6.2.10/11/12
	LTE_MTCe2_L1-UEConTest

	R5-174321
	36.521-3
	1985
	-
	F
	Rel-14
	14.2.0
	Addition of SIB and default RRC message content exception for remaining eMTC tests – Chapter 8
	LTE_MTCe2_L1-UEConTest

	R5-174322
	36.521-3
	1986
	-
	F
	Rel-14
	14.2.0
	Addition of SIB and default RRC message content exception for remaining eMTC tests – Chapter 9
	LTE_MTCe2_L1-UEConTest

	R5-174323
	36.521-3
	1987
	-
	F
	Rel-14
	14.2.0
	New RMCs for eMTC DRX test cases - Annex
	LTE_MTCe2_L1-UEConTest

	R5-174324
	36.521-3
	1988
	-
	F
	Rel-14
	14.2.0
	New RMCs for eMTC DRX test cases
	LTE_MTCe2_L1-UEConTest

	R5-175040
	36.521-3
	1933
	1
	F
	Rel-14
	14.2.0
	Test Tolerances, Updates of test cases 7.1.14, 7.1.15 and 7.1.16
	LTE_MTCe2_L1-UEConTest

	R5-175041
	36.521-3
	1934
	1
	F
	Rel-14
	14.2.0
	Update Undefined Parameters and Add Test Tolerance Values for Test Case 7.3.50 E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category M1 configured in CEMode A
	LTE_MTCe2_L1-UEConTest

	R5-175042
	36.521-3
	1935
	1
	F
	Rel-14
	14.2.0
	Update Undefined Parameters and Add Test Tolerance Values for Test Case 7.3.51 E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category M1 configured in CEMode A
	LTE_MTCe2_L1-UEConTest

	R5-175043
	36.521-3
	1936
	1
	F
	Rel-14
	14.2.0
	Resubmit New Test Case: 7.3.54: E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE Category M1 Configured in CEMode A with Parameters Updated and Test Tolerances Added
	LTE_MTCe2_L1-UEConTest

	R5-175044
	36.521-3
	1937
	1
	F
	Rel-14
	14.2.0
	Update Undefined Parameters and Add Test Tolerance Values for Test Case 7.3.55 E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category M1 configured in CEMode A
	LTE_MTCe2_L1-UEConTest

	R5-175069
	36.521-3
	1894
	1
	F
	Rel-14
	14.2.0
	Correction of message contents for eMTC HO 5.1.13
	LTE_MTCe2_L1-UEConTest

	R5-175070
	36.521-3
	1925
	1
	F
	Rel-14
	14.2.0
	Correction to RLM test cases for Cat M1 in CE mode A
	LTE_MTCe2_L1-UEConTest

	R5-175071
	36.521-3
	1984
	1
	F
	Rel-14
	14.2.0
	Addition of SIB and default RRC message content exception for remaining eMTC tests – Chapter 7
	LTE_MTCe2_L1-UEConTest

	R5-175162
	36.521-3
	1979
	1
	F
	Rel-14
	14.2.0
	Test Tolerances for TCs 8.1.26, 8.1.27 & 8.1.28
	LTE_MTCe2_L1-UEConTest

	R5-175163
	36.521-3
	1992
	1
	F
	Rel-14
	14.2.0
	Updates of TCs 8.1.36 – 37 adding TCs 8.1.38-39 and 8.2.9-10
	LTE_MTCe2_L1-UEConTest
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