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5.1.1
MCPTT Client on-network test model

The MCPTT Client on-network test model is depicted in figure 5.1.1-1. The test model consists of an IMS component and an HTTP component, on top of the multi-testers test model (E-UTRA) specified in TS 36.523-3 [27]. These parallel test components (PTCs) handle the IMS and HTTP signalling asynchronously. 

The IMS PTC controls the IPCanEmu and the IP PTC. IPCanEmu is responsible for handling the E-UTRA cell(s) configuration in the SS as well as the E-UTRA/EPC level signalling and related procedures. The IP PTC controls the IP related configurations. IPCanEmu and IP PTC interface to the SS according to TS 36.523-3[27].  In addition, the IMS PTC interfaces to the SS via a new port, SRTP, to support configuration of SRTP/SRTCP security in the SS and transport of Floor Control messages, specified in TS 24.380 [10], from / to TTCN.
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Figure 5.1.1-1 MCPTT Client on-network test model

<End of modified section>
<Start of modified section>
9.2.2
MCPTT Server PIXIT

Table 9.2.2-1: MCPTT Server Common PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_MCPTT_Server_A_URI
	charstring
	"mcptt-server-A@mcptt-op.gov"
	
	The URI of the MCPTT Server which is simulated by the SS

	px_MCPTT_Server_B_URI
	charstring
	"mcptt-server-B@mcptt-op.gov"
	
	The URI of a second MCPTT Server which is implemented in the DUT used in MCPTT Server testing.

	px_MCPTT_PCSCF_A_URI
	charstring
	"mcptt-p-cscf-A@mcptt-op.gov"
	
	The URI of the P-CSCF simulated by the SS.

	px_MCPTT_GMSURI
	charstring
	"mcptt-gms@mcptt-op.gov"
	
	The group management service URI information which contains the public service identity for performing subscription proxy function of the GMS. Ref. TS 23.003 [21].

	px_MCPTT_GroupCreationXUI
	charstring
	"mcptt-gms@mcptt-op.gov"
	
	Indicates the group creation XUI information for creation of groups. Ref. TS 23.003 [21].

	px_MCPTT_GroupConfigDoc_URI
	charstring
	“xcap.mcptt-op.gov/group_config.xml”
	
	Points to the group configuration document. Ref. TS 24.481 [11].

	px_MCPTT_GMSXCAPRootURI
	charstring
	"xcap.mcptt-op.gov"
	
	Indicates the group management server XCAP Root URI information. Ref. TS 23.003 [21].

	px_MCPTT_CMSXCAPRootURI
	charstring
	"xcap.mcptt-op.gov"
	
	Indicates the configuration management server XCAP Root URI information. Ref. TS 23.003 [21].

	px_MCPTT_IDMSAuthEndpoint
	charstring
	"IDMSAuthEndpoint.mcptt-op.gov"
	
	Identity management server authorisation endpoint identity information. Ref. TS 23.003 [21].

	px_MCPTT_IDMSTokenEndpoint
	charstring
	"IDMSTokenEndpoint.mcptt-op.gov"
	
	Identity management server token endpoint identity information. Ref. TS 23.003 [21].

	px_MCPTT_GMS
	charstring
	"mcptt-gms.mcptt-op.gov"
	
	Indicates the group management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_GMS_IPv4Address
	charstring
	
	
	GMS IPv4 address

	px_MCPTT_GMS_IPv6Address
	charstring
	
	
	GMS IPv6 address

	px_MCPTT_CMS
	charstring
	"mcptt-cms.mcptt-op.gov"
	
	Indicates the configuration management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_CMS_IPv4Address
	charstring
	
	
	CMS IPv4 address

	px_MCPTT_CMS_IPv6Address
	charstring
	
	
	CMS IPv6 address

	px_MCPTT_KMS
	charstring
	"kms.mcptt-op.gov"
	
	Indicates the key management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_KMS_IPv4Address
	charstring
	
	
	KMS IPv4 address

	px_MCPTT_KMS_IPv6Address
	charstring
	
	
	KMS IPv6 address

	px_MCPTT_IdM
	charstring
	"idm.server.com"
	
	The identity management server (IdM) 

	px_MCPTT_IdM_IPv4Address
	charstring
	
	
	IdM IPv4 address

	px_MCPTT_IdM_IPv6Address
	charstring
	
	
	IdM IPv6 address

	px_MCPTT_IdM_Server_URI
	charstring
	"IdM.server.com:9031"
	
	Request-URI (AUID) for HTTP GET (IdM server)

	px_MCPTT_XCAP_UE_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.ue-config”
	
	Request-URI (AUID) for HTTP GET (UE configuration)

	px_MCPTT_XCAP_User_Profile_URI
	charstring
	“xcap.org.3gpp.mcptt.user-profile”
	
	Request-URI (AUID) for HTTP GET (User Profile)

	px_MCPTT_XCAP_Service_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.service-config”
	
	Request-URI (AUID) for HTTP GET (Service Configuration)

	px_MCPTT_XCAP_Group_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.group-config”
	
	Request-URI (AUID) for HTTP GET (Group Configuration)

	px_MCPTT_KmsId
	charstring
	"KMSProvider1234"
	
	The ID of the KMS that issues the key set


<End of modified section>
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